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ADDENDUM 1 TO
NORTHSIDE SANITARY LANDFILL (NSL)/

ENVIRONMENTAL CONSERVATION AND CHEMICAL CORPORATION (ECC)
PREDESIGN INVESTIGATIONS QAPP

ZIONSVILLE, INDIANA

PROJECT DESCRIPTION

INTRODUCTION

The United States Environmental Protection Agency (U.S. EPA)
requires participation of all U.S. EPA contractors in a cen-
trally managed quality assurance (QA) program. This require-
ment applies to all environmental monitoring and measurement
efforts mandated or supported by U.S. EPA.

Each contractor generating data has the responsibility to
implement minimum procedures to ensure that the precision,
accuracy, completeness and representativeness of its data
are known and documented. To ensure the responsibility is
met uniformly, each U.S. EPA contractor must prepare a writ-
ten Quality Assurance Project Plan (QAPP) covering each pro-
ject it is contracted to perform.

This document an addendum to the QAPP submitted to the
U.S. EPA (August 1987) for the predesign investigations at
the NSL/ECC site near Zionsville, Indiana. It presents the
organization, objectives, functional activities, and specific
QA and quality control (QC) activities associated with pre-
design investigations. Investigations will be conducted at
the proposed groundwater interceptor trench area, proposed
soil borrow area, existing landfill area, and the area south
of the ECC site. To avoid redundancy, this addendum refers
to the QAPP for the information that has been presented
previously.

SITE DESCRIPTION

The ECC and NSL sites are adjacent to each other in a rural
area of Boone County, Indiana, south of the intersection of
State Route 32 and U.S. Highway 421 and about 10 miles north-
west of Indianapolis. The ECC site occupies 6.5 acres imme-
diately west of the 168-acre NSL site. The landfill occupies
approximately 70 acres of the NSL site (Figure 1).

The area surrounding the sites is largely undeveloped. Land
use to the east and south of the site is agricultural, and
to the west and north it is residential. Approximately
50 residences are within 1 mile of the site.



MOMMA
10

MILES

*NSL/ECC

U.I.O 8 7.1 mln.qiud
rtnflto. Ration, Ind.

no____MO 1OOOMLTEHS

FIGURE 1
LOCATION MAP
NSL/ECC QAPP
ADDENDUM 1



Revision: 2
Date: 02/24/88
Page: 2 of 14

An unnamed drainage ditch that separates the NSL site from
the ECC site flows into Finley Creek near the southwest cor-
ner of the landfill. Finley Creek discharges into Eagle
Creek about 1/2 mile downstream of the site. Eagle Creek
then flows south for about 9 miles before emptying into the
Eagle Creek Reservoir, which is used by the City of Indiana-
polis for a portion of its drinking water supply.

SITE HISTORY OF BACKGROUND

NSL is privately owned and operated as an active solid waste
disposal facility. The site has been active since at least
1962 and has accepted various industrial and municipal wastes
during the course of its operation. The vice president of
NSL has estimated that 16 million gallons of hazardous waste
have been disposed of in the landfill. A 3-acre oil separa-
tion lagoon on the landfill surface is visible in a 1977
aerial photograph. The site has had recurring operational
deficiencies as reported by the Indiana State Board of
Health (ISBH). The U.S. EPA detected leachate running into
Finley Creek, and groundwater contamination was detected in
monitoring wells at the site. The site was placed on the
National Priorities List (NPL) in 1983.

ECC began operations in 1977 and was engaged in the recovery,
reclamation, and brokering of primary solvents, oils, and
other wastes received from industrial clients. Waste prod-
ucts were received in drums and bulk tankers and prepared
for subsequent reclamation or disposal. Reclamation pro-
cesses included distillation, evaporation, and fractionation
to reclaim solvents and oil.

Several memorandums from ISBH discuss the disposal of ECC
wastes in the NSL landfill. ECC wastes disposed of at NSL
reportedly include 5,000 gallons/month of waste fluids from
the ECC oil reclamation process, still bottoms and solvent
recovery waste, 50 to 80 drums/day of paint sludge, thinner,
stain, and resin sludge, and at least 7,000 drums of unre-
ported contents.

Drum shipments to ECC were halted in February 1982 after
U.S. EPA and ISBH investigations found evidence of accumula-
ted contaminated stormwater onsite, inadequate management of
drum inventory, and several spills. In 1983, ECC was placed
on the NPL. U.S. EPA subsequently conducted removal actions
at ECC including removal, treatment, and disposal of cooling
pond waters, about 30,000 drums of waste, 220,000 gallons of
hazardous waste from tanks, and 5,650 cubic yards of con-
taminated soil and cooling pond sludge.
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Remedial investigations including soil, hydrogeologic, sur-
face water, and sediment investigations of the sites began
in 1983 and continued to November 1985. Details of the
investigations are included in the ECC and NSL Remedial
Investigation reports. Data for groundwater and leachate
samples are attached in Appendix B of the QAPP submitted in
August 1987.

Soil contaminants found onsite at the ECC site were primar-
ily volatile organic compounds (VOCs) and phthalates. VOCs
in the surface soils have migrated downward. A shallow sand
and gravel deposit (approximately 18 feet below ground sur-
face) has also been found to be contaminated with VOCs,
though the source may have been derived from a former onsite
cooling pond rather than downward migration from the surface
soils. Organic contaminants were also found in Finley Creek
downstream of the site.

Soil contaminants detected in peripheral subsurface soils at
the NSL site were primarily base/neutral organics and some
VOCs, found at depths of 13 to 15 feet. A sand and gravel
lens at or near the ground surface in the southwest corner
of the site was found contaminated with VOCs. PAH and VOC
contaminants were also detected in Finley Creek downstream
of the site.

The Feasibility Study reports for the NSL and ECC sites
(dated December 5, 1986) contain more detailed information
on the nature of site contamination and site hazards. The
recommended alternative to remediate the site includes
groundwater and leachate collection and treatment.

TARGET COMPOUNDS

The target compounds of major concern at the NSL/ECC site are
HSL metals, VOCs, and base/neutral and acid extractable com-
pounds (BNAs) in soil and groundwater. Therefore, sample
analyses focus on these compounds. Samples will be analyzed
through CLP RAS. Required detection limits for target
compounds are listed in Appendix A.

Cyanide is not a target compound, and samples for cyanide
will not be collected. The analyses of groundwater performed
during the Remedial Investigations and Predesign Investiga-
tions have shown only occasional low levels of cyanide
detection.

In addition to the analyses of metals, VOCs, and BNAs, con-
ventional water quality parameters such as COD, TDS, TSS,
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alkalinity, ammonia, and chloride will be analyzed for
groundwater. These analyses will be performed by the ISBH
laboratory. The reasons for using the ISBH laboratory are
that:

o The analyses performed by the laboratory count
toward the state's participation in the Superfund
program.

o Quick turnaround of sample analytical results can
be obtained.

o CH2M HILL has previously had good experience with
the ISBH laboratory for these analyses.

o Use of the ISBH laboratory saves costs for analy-
ses, as opposed being charged to the CLP program.

o The location of the ISBH laboratory is convenient
to the site, reducing the possibility of problems
associated with sample storage and management.

The monitoring system for ISBH protocols and capabilities has
been set up and EPA audits the laboratory annually for the
NPDES program. The ISBH lab is subjected to audits for
approval/disapproval for the Superfund project.

Chemical analyses will be performed only groundwater and sub-
surface soil samples taken from the supplemental investiga-
tion area south of the ECC site and southwest of NSL site.
Field activities at the proposed borrow area and groundwater
interceptor trench area adjacent to the south boundary of the
landfill will focus primarily on geotechnical and hydrogeo-
logical parameters.

PROJECT OBJECTIVES AND USE OF DATA

The objectives of Predesign Investigations for the NSL/ECC
site are to collect data needed to implement and design the
U.S. EPA selected remedial alternative, which includes the
following components:

o RCRA cap over the site
o Rerouting surface water
o Leachate collection and treatment
o Groundwater collection and treatment

Refer to the Record of Decision (ROD) for the NSL/ECC site
(September 25, 1987) for the details of the selected
remedial alternative.
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Predesign Investigations will be performed in the groundwater
interceptor trench area, in the proposed borrow area for land-
fill cover material, on the existing landfill area, and in
the area south of the ECC site and southwest of the landfill
(Figure 2) . Data collected from the predesign investigations
will be used to:

o Identify and define physical characteristics of the
soil and groundwater where the proposed groundwater
interceptor alignment will be installed

o Classify soils in both the proposed borrow area and
the existing landfill for suitability as landfill
cover material

o Supplement existing information to further define
soil and groundwater conditions and contamination
in the area south of the ECC site and southwest of
the landfill, which is suspected to be highly con-
taminated

The objectives of field investigative works and the intended
data usage of field test and measurement and laboratory analy-
sis are presented in the following sections and summarized
in Table 1.

TASKS OF PREDESIGN INVESTIGATIONS

The tasks and subtasks of Predesign Investigations are:

o Task FQ—Geotechnical/Hydrological Investigations

Subtask FQ—Groundwater Interceptor Trench
Investigation
Subtask FQ—Borrow Area Investigation
Subtask FQ—Miscellaneous Soil Investigation
Subtask FQ—Geotechnical Laboratory Testing
Subtask FQ—Pump Testing
Subtask FQ—Well Installation

o Task Fl—Supplemental Field Investigations

Subtask Fl—Supplemental Soil Borings
Subtask Fl—Borehole Soil Sampling
Subtask Fl—Monitoring Well Installation
Subtask Fl—Well Development and Groundwater
Level Measurement
Subtask Fl—Groundwater Sampling
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Table 1 (Page 1 of 4)
OBJECTIVES OF THE FIELD INVESTIGATION

AND INTENDED DATA USAGE

Area

Groundwater
Interceptor Trench

Field Investigation Objectives and Intended Data Usage

Fieldwork

10 Soil Borings (including soil sampling
and HNu or OVA screening for VOCs)

3 Test Pits (including HNu or OVA
screening for VOCs)

2 Pump Test Wells (4-inch) Installation

10 Observation Wells (2-inch)
Installation

Field Test and Measurement

Standard Penetration Test (SPT)

Cone Penetrometer Soundings

Water Level Measurement

Pump Test

In Situ Density

Objectives

To identify and define the soil and groundwater physical
characteristics along the proposed trench area alignment.

Soil boring and sampling is: 1) to define physical characteris-
tics of subsurface soil and aquifer matrix, 2) to investigate the
location and thickness of the sand and gravel lenses that are to
be intercepted by the trench along the south and southwest of the
landfill, and 3) to install observation wells (piezometers) for
pump tests. Laboratory chemical analysis will not be performed
for the samples. Screening of VOCs using HNu or OVA is only for
health and safety purposes.

Test pits along the proposed new route of Finley Creek are to
evaluate excavation feasibility for the proposed new creek
alignment.

Pump test wells will be Installed for pump tests to better define
the hydraulic properties of the sand and gravel deposits that are
to be intercepted by the trench.

Observation wells (piezometers) will be installed to measure
drawdown in the wells during pump tests.

Data Usage

SPT is to obtain a measure of the resistance of soil to penetration
of a split-spoon sampler. An estimate of relative density of a
granular soil or the consistency of a cohesive soil can be
obtained.

Cone penetrometer soundings supplies continuous stratigraphic data
on engineering properties of soil for the design of the groundwater
interceptor trench. This method tests soil in place without soil
sampling. The results of test will be used to supplement the data
from the soil borings.

Groundwater level measurements of the existing and newly installed
wells are to be used to prepare a groundwater contour map and to
define hydraulic conductivity of the area.

Pump test data will be used to better define hydraulic properties
(transmissivity and storativity) of the sand and gravel lenses and
the connection between lenses for estimating discharge rates from
the interceptor.

In situ density will be measured for undisturbed samples obtained
by a Shelby tube (thin-walled tube sampler). The data will be used
for the design of the groundwater interceptor trench.
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Area

Groundwater
Interceptor trench

Borrow Area

Field Investigation

Laboratory Analysis

Particle Size Analysis

Atterberg Limit and Water Content

Specific Gravity

Moisture Content

Objectives and Intended Data Usage

Fteldwork

12 Soil Borings (including soil sampling
and HNu or OVA screening of VOCs)

10 Test Pits (including HNu or OVA
screening of VOCs)

5 Observation Wells (2-inch)

Field Test and Measurement

Standard Penetration Test (SPT)

Cone Penetrometer Soundings

Water Level Measurement

Data Usage

Particle size distribution is used to assist in classifying sub-
surface soils and to provide correlation with properties such as
hydraulic conductivity and capillarity.

Atterberg limits and water content is used to assist in classi-
fication of subsurface soils and to determine soil index proper-
ties, including consistency, compressibility, and plasticity.

Specific gravity of subsurface soil is used in determining the
phase relationships of air, water, and solids in soil. It can be
used to determine unit weights that are used in pressure, settle-
ment, and stability problems.

Moisture content provides the basis for determining the phase
relationships of a soil.

Objectives

To characterize onsite soil for use as landfill cap and fill
material and to estimate the quantity of borrow material available.

Soil boring is to 1) define physical characteristic of subsurface
soil of the borrow area, and 2) to install observation wells.
Chemical analysis will not be performed on the samples. Screening
of VOCs using HNu and OVA is for health and safety purposes.

Test pits are to determine the shallow subsurface conditions for
engineering and geological purposes.

Observation wells will be installed to measure groundwater levels.

Data Usage

See SPT data usage of Groundwater Interceptor Trench area.

Cone Penetrometer Soundings are proposed to supplement borings and
test pit information.

Groundwater levels will be measured to establish a groundwater con-
tour map and to determine hydraulic conductivity of the aquifer
in the area.
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Area

Borrow Area

Landfill Area

Supplemental
Investigation Area

Field Investigation

Laboratory Analysis

Particle Size Analysis

Atterberg Limits and Water Content

Moisture-Density Relationship

Hydraulic Conductivity

Field Test and Measurement

Field density test

Objectives and Intended Data Usage

Laboratory Analysis

Particle size analysis

Moisture-density relation

Fieldwork

20 Soil Borings (including HNu or OVA
screening of VOCs)

10 Observation Wells (2-inch)
Installation

Soil and groundwater sampling

Data Usage

Particle size analysis and Atterberg limits:
usage of Groundwater Interceptor Trench Area.

see intended data

Laboratory determinations of moisture-density relationships will be
used in the phase relationships of soils for comparing in-place
field density to laboratory standard curves for construction of
landfill cap.

Hydraulic conductivity will be measured to estimate the quantity
and flowrate of water through the soil (i.e., landfill cap).

Data Usage

Existing landfill cover will be measured for geotechnical soil
properties to evaluate the possible use of the present soil cover
as part of the final cover.

Field density test will be performed to evaluate in-place soil
densities at the existing landfill cover.

Data Usage

Particle size analysis will be performed to classify the landfill
cover soil and to estimate permeability of the landfill cover.

Moisture-density relation will be used to compare the landfill
cover densities to laboratory standard curves for the possible use
of the existing landfill cover as part of the final cover.

Objectives

To define the nature and extent of contamination in the area south
of ECC site and southwest of the landfill where soil and ground-
water are suspected to be highly contaminated.

Soil boring and sampling will be performed 1) to define the physi-
cal characteristics of soil in the supplemental investigation area,
2) to investigate the nature and extent of soil contamination, and
3) to install observation wells. HNu or OVA screening will be used
to select a soil sample from a borehole for the CLP chemical analy-
sis and be used for health and safety monitoring of the field
personnel.

Observation wells will be installed to measure groundwater level in
the area and to collect groundwater samples.
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Area

Supplemental
Investigation Area

Field Investigation

Field Test and Measurement

Standard Penetration Test (SPT)

Water level measurement

In situ density

Groundwater pH, temperature, and specific
conductance

Laboratory Analysis

Chemical Analysis

Groundwater: Metals (filtered and
unfiltered), VOCs, BNAs, COD, TSS,
IDS, alkalinity, chloride, ammonia

Soil: metals, VOCs, BNAs

Particle size analysis

Atterberg limit and water content
Specific gravity
Moisture content

Objectives and Intended Data Usage

Data Usage

See SPT data usage of Groundwater Interceptor Trench area.

Water level measurement is to prepare a groundwater contour map and
to define hydraulic conductivity of the area.

In situ density will be measured on undisturbed soil samples for
use in remedial design of the area.

Field measurements of groundwater will be conducted to characterize
physical and chemical properties of the groundwater.

Data Usage

Groundwater and soil will be analyzed for metals, VOCs and BNAs
through the CLP to investigate the nature and extent of contamina-
tion of the area. Nutrient concentrations (COD, TSS, IDS,
alkalinity, ammonia, chloride) of the groundwater will be measured
through the ISBH laboratory for groundwater treatment considerations
based on NPDES permit discharge limits. Analysis of groundwater VOCs
will focus on the quantification of all TCL volatile compounds
that may occur in the groundwater to characterize the extent of
the contamination of the groundwater.

See the Intended data usage of groundwater interceptor trench area
for particle size analysis, Atterberg limits, specific gravity, and
moisture content.

GLT718/46
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The schedule of the tasks is shown in Figure 3. The details
of field activities to be performed during the Predesign
Investigations are summarized in Table 2. Description and
rationale of each subtask are presented in the following
sections.

TASK FQ—GEOTECHNICAL/HYDROGEOLOGICAL INVESTIGATIONS

Subtask FQ—Groundwater Interceptor Trench Investigation

The objectives of the groundwater interceptor trench investi-
gation are to identify and define the soil and groundwater
physical characteristics along the proposed trench alignment
for design (Figure 4). Approximately 8 to 10 borings and 20
to 30 cone penetrometer soundings will be completed along the
proposed trench alignment. The borings will be located at
about 500-foot intervals along the alignment and the cone
penetrometer soundings will occur at approximately 150-foot
intervals. Additional borings or soundings may be performed
depending on field observations. Each boring will have a
proposed maximum depth of about 60 feet depending on actual
subsurface conditions. Soil will be sampled with a standard
2-foot split-barrel sampler at 2-1/2-foot intervals to iden-
tify the depth and thickness of sand and gravel lenses along
the interceptor alignment. Soil samples will be measured for
gross organic vapor content using HNu or OVA. HNu or OVA
readings will be taken to evaluate health and safety of the
field personnel.

Up to 10 borings will be selected along the alignment for
piezometer installations to monitor groundwater levels under
static and pumped conditions. Piezometers will provide water
level data, as described under Pump Testing. Three test pits
will be completed along the proposed new route of Finley Creek
to help evaluate excavation feasibility. All field investi-
gations will be supervised by a professional geotechnical
engineer, geologist, or hydrogeologist.

Subtask FQ—Borrow Area Investigation

The objectives of the borrow area investigation are to
characterize onsite soil for use as landfill cap and fill
material, and to estimate the quantity of borrow material
available. Ten to 12 borings will be completed in the pro-
posed borrow area (Figure 5) to depths of about 25 feet.
Each boring will be sampled at 2-1/2-foot intervals with
standard 2-foot split spoons. Eight to 10 test pit excava-
tions and 15 to 20 cone penetrometer soundings will be com-
pleted in the borrow area. Each test pit will be about 8 to
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Table 2
GEOTECHNICAL/HYDROLOGICAL FIELD INVESTIGATION SUMMARY

Number
Existing Supplemental

Borrow Landfill Investigation
Item Interceptor Area Cover Area

Soil Borings 10a 12a —— 2̂

Cone Penetrometer 30 20 —
Soundings

Test Pits 3 10

Observation Wells (2-inch) 10a 5b —— 10b
-Installed, Developed,
Sampled, and Surveyed

Pumping Test Well (4-inch) 2
-Installed, Developed,
and Surveyed

Pump Tests 2 —— ——

Field Density —— —— 20
Tests

Water Level 3 5 —— 10
Measurements

In Situ Density 10 —— —— 10

NOTE: 1. Water level measurement in interceptor trench area consists
measurement of the 21 existing wells and 10 new wells.

2. Standard penetration test (SPT) and screenings of VOCs using

TOTALS Comments

42 a2.5-ft. split-spoon
b intervals, 25 to 60 ft. deep
2.0-ft. split-spoon
intervals, 15 to 30 ft. deep

50 25 to 60 ft. deep

13 10 ft. deep

25 *25 to 60 ft. deep
D15 to 30 ft. deep

2

2

20 Sand cone or
nuclear gage at or
near ground surface

46 New (25 wells) and
existing (21 wells)
wells

20 Determined in the
field from tube
samples .
Water content and
specific gravity
performed by SAS.

of

HNu or OVA
will be performed as part of soil boring activity.

GLT718/33-3
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10 feet deep and provide a two-dimensional view of subsurface
soil conditions. The cone penetrometer soundings in the bor-
row area will supplement boring and test pit information.
Three to five piezometers will be installed to monitor ground-
water levels in the proposed borrow area.

Subtask FQ—Miscellaneous Soil Investigations

The existing landfill cover will be sampled and analyzed for
geotechnical soil properties (particle size distribution and
moisture density relationship. Bulk soil samples of the
existing landfill cover will be collected from the top 6 to
18 inches to evaluate possible use of the soil cover as part
of the final cap. Also, 15 to 20 field density tests (using
sand cones or nuclear density gages) will be performed to
evaluate in-place soil densities (see Appendix D).

Subtask FQ—Geotechnical Laboratory Testing

Soil samples will be taken from borings, test pits, and sur-
face locations to determine soil properties and classifica-
tions for use in design of the interceptor trench, the
rerouted creek channel, and the final landfill cap, and to
evaluate the existing landfill cover. Soil testings will
include:

o Grain size distribution of soils in the proposed
trench alignment, borrow area, and existing land-
fill (ASTM D 422).

o Atterberg limits and natural water contents of soil
along the proposed trench alignment and of borrow
material for the landfill cap (ASTM D 4318).

o Laboratory compaction tests on soils taken from the
proposed borrow area and existing landfill to deter-
mine moisture-density relationships for cover evalu-
ation of cap design (ASTM D 1557).

o Laboratory hydraulic conductivity tests of the
remolded, compacted borrow (Permeability Tests with
Back Pressure, Chapter VII, "Laboratory Soils Test-
ing," Engineer Manual EM 1110-2-1906, Department
of the Army, Office of the Chief of Engineers,
Washington, D.C.).

o Specific gravity tests on soil samples from pro-
posed trench alignment (ASTM D 854).
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The laboratory testing will be completed as a special analy-
tical services (SAS) of the U.S. EPA Contract Laboratory
Program (CLP) or by a privately contracted geotechnical lab-
oratory. A tentative summary of soil testing is presented
in Table 3. Field soil testings, in situ density tests on
samples from groundwater interceptor alignment, and field
density tests on the existing landfill cover are listed in
Table 2. Samples to be sent for analyses will be selected
by the geologist or geotechnical engineer in the field based
on geologic conditions encountered and field visual soil
classification.

Subtask FQ—Pump Testing

The objectives of aquifer pump tests are to better define the
hydraulic properties of the sand and gravel deposits that are
to be intercepted by the trench along the south and southwest
side of the landfill (Figure 4). The pump tests will provide
values of aquifer transmissivity and storativity for estimat-
ing construction dewatering requirements, the potential yield
of the interceptor, and drawdown along the interceptor.

Two well sites will be identified for pump tests. Each well
will be tested individually by pumping and measuring water
levels in surrounding piezometers and monitoring wells for a
minimum duration of 24 hours to a maximum of 72 hours, or
until the drawdown in the observation wells remains constant
with time.

A test well will be installed south of the NSL site. The
well, which will be finished in a confined glacial sand and
gravel lens within the till, will be pumped at rates of
approximately 1 to 5 gallons per minute (gpm) during pump
tests. Observation wells will be installed as needed within
the pumped lens and in other nearby lenses. Existing wells
will be used to the fullest extent possible. During the
installation of observation wells, if a sand lens is encoun-
tered above the lens being tested, at least one piezometer
will be finished at this shallow depth. Drawdown measured
in the observation well will be used to estimate the degree
of hydraulic connection between lenses of sand and gravel
zones. The pump test will be conducted continuously for
24 hours at a constant pumping rate.

Another test well will be installed in the alluvial sand and
gravel deposit north of the confluence of the unnamed ditch
and Finley Creek (Figure 4) . At that site, the sand and
gravel unit is unconfined, and the pumping rate in the aqui-
fer is expected to range from 5 to 10 gpm. Observation wells
will be spread 10, 20, and 50 feet away from the pumping well,



Table 3
GEOTECHNICAL LABORATORY TESTING SUMMARY

Number of Tests Performed

Test (Designation) Interceptor

Particle Size Analysis 15
(ASTM D 421 and D 422)

Atterberg Limits and
Hater Content

(ASTM D 4318 and D 2216)

Moisture-Density
Relationship

(ASTM D 1557, Method A or C)

Hydraulic Conductivity8

Specific Gravity
(ASTM D 854)

Moisture Content
(ASTM D 2216)"

10

2

10

Borrow
Area

15

20

10

10

Existing
Landfill
Cover

Supplemental
Investigation
Area _

20

10

10

Replicates

5

TOTALS

60

44

17

11

6

22

aPermeability Tests with Back Pressure, Chapter VII, "Laboratory
Soils Testing", Engineer Manual EM 1110-2-1906, Department of the Army,
Office of the Chief of Engineers, Washington, D.C.

Determined from thin-wall tube samples after in situ density measurement in the field
(see Table 2). Portions of the tube samples will be sent to the laboratory for moisture
content. Test methods may include ASTM D 1587 and D 2937.

°The numbers of replicates are 1 per 10 for Atterberg limits, hydraulic conductivity,
moisture-density relationship, and moisture content; 1 per 15 for particle size;
1 per 5 for specific gravity.

GLT718/33-2
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Where possible, existing monitoring wells will be used for
observation. Pumping will be conducted continuously for
72 hours at a constant pumping rate.

Before each test, a short-duration step-drawdown test will
be conducted to establish the constant pumping rates. Water
levels will be measured in the pumping and observation wells
during testing, and will be allowed to stabilize before the
pumping tests begin.

Results of the pumping tests will be analyzed with standard
equilibrium and nonequilibrium methods to estimate values of
transmissivity and storativity.

Subtask FQ—Well Installation

Eight to ten piezometers and two pump testing wells will be
installed near the interceptor alignment. Three to five
piezometers will also be installed in the borrow area. Addi-
tional piezometers will be installed as needed, depending on
the site conditions and data needs in those areas.

Piezometers and pump testing wells will be constructed of
schedule 40 2-inch and 4-inch PVC, respectively, with number
20 slot screen (0.020 inch). Wells will be screened in sand
and gravel lenses. Screen lengths will be determined accord-
ing to the thickness of the sand and gravel lenses encountered
in the glacial or alluvial sand and gravel layers. They will
be gravel packed with a clean sand to a level at least 2 feet
above the top of the screens and the gravel pack will be
sealed with 2 feet of bentonite. The remaining annuluses of
the boreholes will be filled with a clean bentonite-concrete
grout. All wells will be completed in compliance with the
requirements of ISBH.

After completing installation of wells, the wells will be
developed using the bailing or surge-block method. Each well
will be developed until development water is clear of visible
sediments. At the direction of ISBH, development water will
be either collected in 55-gallon drums or discharged to the
creeks.

TASK Fl—SUPPLEMENTAL FIELD INVESTIGATIONS

The objective of the supplemental investigations is to col-
lect additional information for characterizing the area south
of the ECC site and southwest of the landfill (see Figure 6).
Field activities to be performed in that area are listed in
Table 2.



LEGEND

3» SOIL BORING LOCATION
O

/Cy SOI L BORING & PROPOSED
ECC13 MONITORING WELL LOCATION

NOTE:
ADDITIONAL MONITORING WELLS
COULD BE INSTALLED AT SOIL
BORINGS WITH HIGH HNU OR
OVA READINGS.

0___________150

SCALE IN FEET

FIGURES
PROPOSED BORING LOCATIONS AND
MONITORING WELL LOCATIONS SOUTH
OF THE ECC SITE
NSL/ECC QAPP
ADDENDUM 1



Revision: 2
Date: 02/24/88
Page: 10 of 14

The results of the supplemental investigations can be used
to define the degree and extent of soil and groundwater con-
tamination immediately south of the ECC site and west of the
unnamed ditch and Finley Creek. This task consists of soil
borings and sampling, additional monitoring well installation,
and groundwater sampling.

Subtask Fl—Supplemental Soil Borings

Supplemental soil borings and wells will be installed, and
some of the borings will be made in the area recently inves-
tigated by the PRPs. Twenty borings will be drilled to
depths of 15 to 30 feet below ground surface. In the area
of recent alluvial deposits, the borings will be completed
to the top of the glacial till. Where alluvium deposits or
fill are absent and glacial till is at or near the ground
surface, borings will be advanced through the glacial sand
and gravel lenses to the underlying till, which is expected
to occur at an elevation of approximately 865 feet above mean
sea level.

The soil borings will be advanced using continuous split-
spoon sampling. If boring becomes difficult due to wall
collapse or flowing sand, hydraulic rotary methods will be
used to complete the boreholes to the desired depths.

A boring log will be prepared for each soil boring noting
sample intervals, soil classification, and HNu and OVA read-
ings associated with each sample. Where relatively high HNu
or OVA readings are noted, soil samples will be taken and
monitoring wells will be installed for groundwater sampling.

After collecting soil samples for laboratory chemical and
geotechnical analyses, the borings without well installation
will be backfilled completely with cement-bentonite grout.
Drill cuttings with HNu or OVA readings higher than back-
ground levels will be placed and sealed inside 55-gallon
drums. Drums will be stored in a secure area onsite until
proper offsite disposal is performed.

Subtask Fl—Borehole Soil Sampling

During advance of the borehole soil samples will be screened
for VOCs using HNu or OVA readings. Continuous split-spoon
samples will be collected from each borehole at 2-foot inter-
vals. Soil samples will be collected for the CLP analyses.
These analyses will include chemical analyses, Atterberg
limits, moisture contents, specific gravity, and grain size
distribution.
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Selection of soil samples for the CLP chemical analyses will
be based on the results of HNu or OVA readings. The samples
will be obtained from zones with readings above background.
At least one soil sample from each boring will be collected
from the water bearing sand and gravel zone and be sent to
the CLP. Samples will be analyzed for metals, VOCs, and
BNAs through the CLP RAS. Details of soil boring and
sampling are presented in the Sampling Plan (Appendix A).

Thin-wall tube samples will be obtained from 10 selected soil
borings. In situ density will be measured for the tube sam-
ples at the site. After the measurement, the soil samples
will be sent to the CLP for moisture content.

Subtask Fl—Monitoring Well Installation

Monitoring wells are proposed for installation at borings
where high HNu or OVA readings are recorded. At least 8 to
10 monitoring wells are proposed for installation. The num-
ber could increase depending on the site conditions and field
observations made at the time of the test drilling. The
additional monitoring wells will collect supplemental hydro-
geological and groundwater quality data to refine previous
interpretations of soil and groundwater contamination at the
site.

Monitoring wells will be constructed of schedule 40 2-inch
PVC, with number 20 slot screen (0.020 inch). Procedures of
well installation and development are presented in the
Task FQ.

Subtask Fl—Well Development and Water Level Measurements

After completing installation of monitoring wells, the wells
will be developed using bailing or surge-block methods. Each
well will be developed until development water is clear of
visible sediments. At the direction of ISBH, development
water will be either collected in 55-gallon drums or dis-
charged to the creeks.

Groundwater levels will be measured in the 21 existing wells
(Table 4) and the newly installed monitoring wells. Existing
well locations are presented in Figure 4. Water level mea-
surements will be made from the top of the well casing to the
static water levels. Water levels will be measured using an
electric water level indicator to the nearest 0.1 foot and
estimated to the nearest 0.01 foot. A groundwater contour
map will be prepared based on the water level measurements.



Table 4
EXISTING MONITORING WELLS FOR

WATER LEVEL MEASUREMENT AT NSL/ECC SITE

Well
ID

ECC-lAa/b

ECC-2A

ECC-3A3

ECC-4A
ECC-5A
ECC-6A
ECC-7A

ECC-8A
ECC-9A
ECC-lOA3

ECC-llAa

NSL-8S

NSL-9S
NSL-10S

NSL-11S
NSL-12a

NSL-13a

NSL-14

NSL-15
NSL-16
NSL-18

Well Depth
(ft)

28.5
27.5
15.0
14.0
23.7
23.0
22.0
25.0
25.0
20.0
14.0

18.0
15.0
9.0
6.5

23.0
13.5
9.0
6.5

12.0
13.0

Month/Year
Installed

6/83
6/83
6/83
6/83
6/83
9/83
9/83

10/84
11/84
11/84
11/84

3/85
1/85
1/85
1/85

12/84
12/84
12/84
1/85
1/85
1/85

fGroundwater samples will be collected,
Designated upgradient well.

GLT636/35
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Subtask Fl—Groundwater Sampling

After satisfactory development of wells and water level mea-
surements, groundwater will be sampled. Before sample col-
lection, a minimum of five bore volumes will be purged from
each well. Groundwater samples will be collected from the
10 new monitoring wells and from the 6 existing wells listed
in Table 4.

Groundwater will be analyzed for Target Compound List (TCL)
metals, VOCs, and BNAs. To detect VOCs in a wide range of
concentrations, the samples will be analyzed initially
without dilution to quantify and identify all possible
smaller peaks, and then be diluted appropriately and
reanalyzed for the compounds with larger peaks. The
analysis of VOCs will require larger groundwater sample
volumes than those for the CLP RAS (for VOCs) as shown in
Table A-l of the Sampling Plan. The details of the analysis
are presented in the CLP SAS request (Appendix B).

Groundwater samples will also be analyzed for conventional
water quality parameters, COD, TSS, TDS, alkalinity, ammonia,
and chloride using the ISBH (Appendix B). In addition, pH,
specific conductance, and temperature measurements will be
conducted in the field (see Appendixes E and F of the QAPP).

PROJECT ORGANIZATION AND RESPONSIBILITY

CH2M HILL has overall responsibility for all phases of the
Predesign Investigations. CH2M HILL will perform the field
investigations and prepare the Predesign Investigations
report.

The following responsibilities have been assigned for the
project:

o Remedial Project Manager (RPM)
Karen Vendl (U.S. EPA)

o Site Manager (SM)
Alpheus Sloan (CH2M HILL)

o Regional Manager (RM)
Mike Jury (CH2M HILL)

o Quality Assurance Manager (QAM)
Greg Peterson (CH2M HILL)
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o CH2M HILL Review Team Leader (RTL)
Jim Kennedy (CH2M HILL)

o Sample Team Leader
Jeff Reiser (CH2M HILL)

o Geotechnical Field Team Leader
Mark Evans (CH2M HILL)

o Hydrogeological Field Investigation Team Leader
Elias Zewde (CH2M HILL)

o Laboratory Operation
Samples for RAS and SAS chemical analysis will be
sent to the U.S. EPA CLP. Samples for geotechnical
analysis may be sent for SAS to the U.S. EPA CLP
or privately contracted geotechnical laboratories.
The SAS conventional water quality parameters of
COD, TSS, TDS, alkalinity, ammonia, and chloride
will be sent to Indiana State Board of Health
(ISBH) lab.

o System/Performance Audits
CH2M HILL QA Manager (field), U.S. EPA EMSL—Las
Vegas (CLP), Contract Project Management Section
(CPMS), U.S. EPA Monitoring and Quality Assurance
Branch—QAS (ISBH)

o Special Analytical Services Requests Preparation
CH2M HILL

o Review of Tentatively Identified Compounds
CH2M HILL

o QA/QC of CLP Data—U.S. EPA Region V, CPMS (CRL)

o CLP Data Completeness—CH2M HILL

o QA/QC of private geotechnical laboratory data—
CH2M HILL

o QA/QC of Indiana State Board of Health Data—
CH2M HILL

Primary responsibility for project quality rests with the SM.
A project organization chart is provided in the QAPP.

QUALITY ASSURANCE OBJECTIVES

This section is presented in the QAPP.
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SAMPLING AND ANALYSES

Table 5 summarizes all anticipated sampling and analyses at
the NSL/ECC site. The compounds to be determined during the
Predesign Investigations in the supplemental investigation
area are listed in Attachment A-l (Appendix A). A detailed
description of sampling methodologies and protocols is pre-
sented in the Sampling Plan (Appendix A).

OTHER QAPP ELEMENTS

Refer to the QAPP for the following QAPP elements:

o Calibration Procedures and Frequency

o Analytical Procedures

o Internal Quality Control Check

o Data Reduction, Validation, and Reporting

o Performance and System Audits

o Preventive Maintenance

o Specific Routine Procedures Used to Assess Data
Precision, Accuracy, and Completeness

o Corrective Action

o Quality Assurance Reports to Management

GLT718/30



Table 5
PREDESI6N SAMPLING AND ANALYSIS AT NSL/ECC SITE

(page 1 of 2)

SAMPLES
TASK SAMPLE NAIRN FIELD PARAMETERS LABORATORY PARAMETERS NO. FREQ. TOTAL

FO-GEOTECNNICAL SOIL Cone Penetroieter Particle Si:e Analysis 15 1 15
INVESTIGATIONS Soundings SAS {ASTN D-421 I D-422)
--Groundnater

Interceptor Standard Penet- Atterberg Lints and Hater Content 10 1 10
Trench Area ration Test (STP) SAS (A3TN D-4318 and D-2216)

Groundnater Specific Gravity 2 1 2
Level Measureient SAS (ASTN D-B54)

Puip Test Nater Content 10 1 10
In-Situ Soil Density SAS (ASTN D-2216)

— Borron Area SOIL Cone Penetroieter Particle Size Analysis 15 1 15
Soundings SAS (ASTN D-421 i d-422)

Standard Penet- Atterberg Lints and Hater Content 20 1 20
ration lest (STP) SAS (ASTN D-4318 and D-2216)

Sroundmter Moisture-Density 10 1 10
Level Neasureient Relations

SAS (ASTN D-1557
Method A or C)

. Hydraulic Conductivity 10 1 10
' SAS (U.S. Dept. of Any

EN 1110-2-1W)

-Existing SOIL Field Density Particle Size Analysis 5 1 5
Landfill Area SAS (ASTN D-421 t D-422)

Moisture-Density 5 1 5
Relations
S« ISSTM D-1557
Method A or C)

Fl-WLEFENThL SOIL HNu or OVA Screening VOC's consistent Kith 20 1 20
INVESTIGATIONS of VOCs RAS Protocol ill

Standard Penet-
ration Test ISTFJ A.P/N Ex t rac tab les 20 1 20

RAS Protocol (1!
In-situ Soil
Density

Hetsis consistent aith 20 1 20
RA3 Protocol (1)

Part ic le Si:e Ana lys is 20 1 20
SASiASTN D-422!

Mtterce'3 Lints snd »ater Content 10 1 10
SAS iASTli D-4313'

Speci f ic G r s v i t , 2 1 2

•later Content 10 1 10
Sio iiST.1 D-554 .

REPLICATES
NO. FREQ. TOTAL

1 1 1

1 1 1

1 1 1

1 1 1

1 1 1

2 1 2

1 1 1

1 1 1

1 1 1

1 1 1

2 1 2

2 1 2

2 1 2

2 1 2

1 1 1

1 1 1

1 1 1

FIELD BLANKS
NO. FREQ. TOTAL

0 0 0

0 0 0

0 0 0

0 0 0

0 0 0

0 0 0

0 0 0

0 0 0

0 0 0

0 0 0

1 1 1

1 1 1

1 1 1

0 0 i)

0 0 0

i) 0 it

0 0 -j

MATRII SPIKE 12)
NO. FREQ. TOTAL

0 0 0

0 0 0

0 0 0

0 0 0

0 0 0

0 0 0

0 0 0

0 0 0

0 0 0

0 0 0

2 1 2

2 1 2

2 1 2

0 0 0

0 0 >'

0 0 0

:

MATS it
TOTAL

16

11

5

11

16

22

11

11

6

6

23

2:

22

11

;;
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SAMPLES
TASK SAMPLE HATR!» FIELD PARAMETERS LABORATORY PARAMETERS NO. FRE3. TOTAL

Fl-SUPFLEMENTAL BROWiKSTEF. Grounanater
INVESTIGATIONS Level fieasureeent VOC's consistent Kith 16 1 16
(continue) RAS Protocol (1)

pH Unhltered Saiples
SAS Undiluted and Diluted

Specific Saiple Analyses (3)
Conductance

A.B/N Eitractables (1) 16 1 16
Teiperature consistent iiith RAS

Protocol, Unfiltered Saiple

Metals consistent mth 16 1 16
RAS Protocol (1)
Unfiltered Saiples

Hetals consistent Kith 16 1 16
RAS Protocol (1)
Filtered Saiples

[helical Oxygen Deiand 16 1 16
See ISBH protocol in the QAFP

' Unfiltered Saiples
SAS (ISBH Code COD-A/B-12-85)

Solids, Non-filterable (Suspended) 16 1 16
See ISBH protocol in the QAPP
Unfiltered Saiples
SAS (ISBH Code SNF-A-3-74)

Total Dissolved Solids 16 1 16
See ISBH protocol in the QAPP
Unfiltered Saiples
SAS (ISBH Code SF-A-3-7')

Alkalinity 16 1 16
See ISBH protocol in the QAPP
Unfiltered Saiples
SAS (ISBH Code Alk-B-11-81)
Anonia 16 1 16
See ISBH protocol in the QAPP
Unfiltered Saiples
SAS (ISBH Code NH3-A-8-81)

Chloride 16 1 16
See ISBH protocol in the QAPP
Unfiltered Saiples
SAS (ISBH Code Cl-C-6-79)

ipsce ;• of 2!

IMPLICATES
NO. FRED. TOTAL

2 1 2

2 1 2

2 1 2

2 1 2

2 1 2

2 1 2

2 1 2

2 1 2

2 1 2

2 1 2

••' N^L'tcC ;Iit

FIEL:> BLWS
NO. FREQ. TOTAL

2 1 2

2 1 2

2 1 2

2 1 2

2 1 2

2 1 2

2 1 2I

2 1 2

2 1 2

2 1 2

TS1F BLANKS Ml
NO. FRE5. TOTAL

2 1 :

0 1 0

0 1 0

0 1 0

0 1 0

0 1 0

0 1 0

0 1 0

0 1 0

0 1 0

HATRH SFIr
NO. FRE3.

3 1

2 1

2 1

2 1

2 1

2 1

2 1

2 1

2 1

2 1

20

20

20

20

20

20

Notes:

1. See Attachient A-l of Appendix A for a coiplete list of paraieters.
2. Matrix spites (MS) and latrix spike duplicates (USD) are not included in the total nuiber of saicles. These nuibers represent saiples

for nhicn extra voluee lust be collected for the laboratory to perfori contract required QC analyses.
For ground»ater US and BSD, triple the norial voluies mil be collected for volatile organics,
and double the norial voluies mil be collected for BNA e:tractable organics.

3. Double the norial saiple voluie Hill be collected for SAS for groundiiater VOCs Isee Table A-l of Appendix A),

4. Trip blanks Hill be collected only for groundnater v'DCs analyses.
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Appendix A

SAMPLING PLAN
NORTHSIDE SANITARY LANDFILL (NSL)/

ENVIRONMENTAL CONSERVATION AND CHEMICAL CORPORATION (ECC)
PREDESIGN INVESTIGATIONS

INDIANA

OBJECTIVE

This sampling plan documents procedures and practices to be
followed during Predesign Investigations at the NSL/ECC site.
It will be used in obtaining soil and groundwater samples,
and also in the performance of soil borings, installation of
monitoring wells, and excavation of test pits.

SAMPLE LOCATIONS, NUMBERS, AND ANALYSES

Sampling will occur at the proposed groundwater interceptor
trench area, soil borrow area, existing landfill area, and
supplemental investigation area south of the ECC site and
southwest of the landfill. Borehole soil sampling locations
are shown in Figures 4, 5, and 6 of Addendum 1. Soil sample
numbers and analytical parameters are summarized in Tables 2,
3, and 5 of Addendum 1. Groundwater samples will be col-
lected from the existing wells and from the newly installed
wells in the supplemental investigation area. Proposed
groundwater sampling locations are shown in Figures 4 and 6
and sample numbers and analyses are listed in Table 5 of
Addendum 1.

SAMPLE DESIGNATION

A CH2M HILL sample numbering system will be used to identify
each sample for analysis, including duplicates and blanks.
A Sample Management Office (SMO) number and a Central Region
Lab (CRL) number will also be assigned to each sample at the
same time. Refer to the User's Guide of the CLP for an expla-
nation of the SMO numbers and to the CRL Sample Handling
Manual for an explanation of the CRL number. A listing of
sample identification numbers will be maintained in the sam-
pling log book by the team leader.

PROJECT IDENTIFICATION

A three-letter designation will be used to identify the
portion of the site where the sample is collected. For this
project, the designation will be NSL and ECC.
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SAMPLE TYPE AND LOCATION CODE

Each sample will have a two-letter code corresponding to the
sample type, followed by the sample location number. The
letter codes are:

o SB—subsurface split-spoon soil samples
o GW—monitoring well sample
o FB—field blank
o TB—trip blank

Samples from the predesign investigations will have an alpha-
numeric sample location code after the code of sample type.
Field blanks will have an FB following the letter code for
the type of sample (e.g., a groundwater blank will be GWFB).
Replicate samples will be identified by "99". Trip blanks
for groundwater VOCs will have a TB.

SAMPLE EVENT AND SEQUENCE CODE

Soil samples will be given a sequential code indicator that
will indicate the depth at which the sample was taken. For
example, if soil borings are sampled at 2-foot intervals, a
sequential code indicator of "04" would mean the fourth sam-
ple in the sequence.

EXAMPLES OF SAMPLE NUMBERS

Examples of sample numbers are as follows:

o NSL-SB08-02—NSL site, second sample collected
from soil boring 08, depth to be noted in logbook

o ECC-GWECC20-02—ECC site, second groundwater
sample collected from monitoring well ECC20

o ECC-GWECC13-99—ECC site, replicate sample
collected from well ECC13

GENERAL SAMPLING AND TESTING PROCEDURES

SOIL BORING AND SAMPLING

Soil borings will be advanced to collect subsurface soil
samples using hollow-stem augers. Continuous split-spoon
samples will be collected starting at the surface at 2- to
2-1/2-foot intervals. In the supplemental investigation
areas, selected subsurface samples will be sent to the lab
for analysis, and monitoring wells will be installed at
selected soil boring locations. The remainder of the
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borings will be abandoned by cement/bentonite grouting to
seal off any potential path for vertical migration of
contaminants.

Standard penetration tests will be performed concurrently
with soil sampling to measure the resistance of the soil to
penetration by the sampler. The number of blows required to
effect each 6-inch penetration of a split-spoon sampler
(split-barrel sampler) will be recorded. The first 6 inches
is considered to be a seating drive. The number of blows
required for the second and third 6 inches of penetration is
termed the penetration resistance. The procedures of soil
boring and sampling are described in ASTM D 1452 and
ASTM D 1586 (Appendix C).

Split-spoon samples will be visually described for soil
composition, structure, consistency, color, and conditions,
and the soil will be classified according to the Unified
Soil Classification System. Soil samples from borings will
be tested for geotechnical parameters, laboratory compaction,
Atterberg limits, particle size distribution, hydraulic con-
ductivity, moisture content, and specific gravity.

During advancing of the split spoon, the holes will be
descriptively logged and checked with an HNu or OVA for the
health and safety of the field personnel. HNu or OVA
reading of the soil samples taken from the supplemental
investigation area will also be used to screen the samples
to be sent to the CLP laboratory and to select the borings
in which monitoring wells are to be installed. HNu or OVA
readings will be made by opening the split-spoon sampler and
by immediately placing the probe on the surface of the
sample.

TEST PIT

Approximately 13 test pits will be excavated in the proposed
soil borrow area and along the proposed route of Finley Creek.
The maximum depth of excavation is expected to be 10 feet.
Each test pit will be logged and photographed to document
subsurface conditions.

Following completion of sampling and test pit logging, each
test pit will be backfilled to grade. Disposal of any remain-
ing material will be determined from HNu or OVA screening
results. If the soils show evidence of organic contamination
with HNu readings above background, they will be drummed and
removed to the secure storage area.
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WELL INSTALLATION AND GROUNDWATER SAMPLING

Two pump testing wells and 15 piezometers will be installed
in the proposed groundwater interceptor trench area and soil
borrow area. In addition, 10 groundwater monitoring wells
will be installed in selected soil boring locations of the
supplemental investigation area.

Groundwater sampling will be conducted in the 10 new monitor-
ing wells and in 6 existing wells (see Table 4 of Addendum 1).
Details of well installation and groundwater sampling are
presented in Addendum 1 (section: Project Objectives and Use
of Data) and in the sampling plan of the QAPP (August 1987).

FIELD SOIL INVESTIGATIONS

Cone penetrometer soundings will be conducted in the inter-
ceptor trench and soil borrow areas. Field density tests
will be performed in the landfill area, and in situ density
tests will be performed in the interceptor trench area and
the supplemental investigation area. For in situ density
tests, a thin-wall tube sample will be taken. After in situ
density measurements, samples will be sent to the CLP for
moisture content analysis. Field soil testing will be per-
formed per ASTM as follows:

o Cone penetrometer sounding—ASTM D 3441
o Field density test—ASTM D 1556 or D 2922
o In situ density test—ASTM D 1587 and D 2937

The ASTM methods are attached in Appendix D.

REPLICATE SAMPLE, FIELD BLANK SAMPLE, TRIP BLANK SAMPLE, AND
MATRIX SPIKE SAMPLE PREPARATION

Replicate, field blank, and matrix spike samples of ground-
water and soil will be collected in the field and submitted
to the CLP to assess the quality of the data from sampling
efforts. Replicate samples will be used to assess the com-
bined effects of sample collection, handling and analysis on
data precision. Field blanks will be collected and analyzed
to determine the extent to which field procedures contribute
to sample contamination. Trip blanks will be prepared for
groundwater VOCs only. They will be prepared to assess any
cross contamination during sample storage and shipment.

Replicate samples must be collected at the same time, at
exactly the same location, with the same apparatus, and into
identical containers prepared in the same way, and filled to
the same volume. All replicate samples must be preserved
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and handled identically. Field blank samples are deionized,
contaminant-free water or clean sand that is collected, con-
tainerized, treated, and handled in the same manner as the
samples. Trip blanks will be prepared by transferring the
deionized water (obtained from the ISBH laboratory) into the
VOA bottles. Matrix spike samples are additional samples to
be spiked with certain chemicals in CLP lab for Quality
Assurance/Quality Control (QA/QC) of analytical process.

The number of sample replicates, field blanks, trip blanks,
and matrix spikes are listed in Table 5 of Addendum 1. The
number of matrix spike samples is not included in the total
number of samples. For groundwater, one replicate sample and
one field blank sample will be collected per day or for each
10 samples, whichever is more frequent. For trip blanks, one
sample will be prepared for each 10 VOC samples. For soil,
one replicate sample will be collected per day or for each
10 samples, whichever is more frequent, and one blank sample
will be collected for each 20 samples.

Soil Matrix Blanks

Soil sample blanks will consist of a clean, washed, uniform
sand such as an Ottawa sand. The blank will be prepared by
collecting the blank material with the same decontaminated
scoop used to collect soils and by following soil sampling
and handling protocols.

The blanks for soil boring samples will be prepared by col-
lecting the blank material in a decontaminated brass sleeve
and transferring it to the appropriate sampling container
using decontaminated stainless steel spatulas or spoons.

Water Matrix Blanks

Groundwater field and trip blanks will be prepared using
reagent grade deionized water obtained from the ISBH labora-
tory. Groundwater field blanks will be prepared by pouring
the deionized water into the bailer and transferring it to
appropriate sample containers. The metal field blank will
be either filtered or unfiltered. Trip blanks will be
prepared by filling the VOA vial with deionized water,
capping them in the lab and shipping with sample containers
to the field. Trip blanks will remain capped during
sampling. When sampling is complete, the trip blanks will
be shipped with VOA samples.

All field blanks will be preserved and handled as if they
were actual samples.
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EQUIPMENT DECONTAMINATION PROCEDURES

All heavy equipment used during drilling (i.e., drilling rig,
augers, drilling tools, etc.) will be decontaminated between
each exploratory location using a high pressure hot water or
steam washer away from any sampling area on a designated
decontamination pad. Decontamination fluids may be
collected or discharged depending on HNu or OVA readings.
Soils and mud from the decontamination may be drummed for
eventual disposal if HNu or OVA readings are above
background.

All sampling and well purging equipment (trowels, trays,
beakers, pumps, filter apparatus, bailers, split-spoon
sleeves, etc.) will be decontaminated between each successive
sample collection point. Decontamination will consist of
removal of dirt or mud by scrubbing in a tap water wash.
The equipment will then be washed in a solution containing
2.5 percent (w/w) trisodium phosphate solution followed by a
10 percent (v/v) methanol deionized water solution and finally
a triple deionized water rinse. When pumps are used the
decontamination solutions will be pumped through the pump and
hoses. Sampling equipment will be placed on a clean plastic
sheeting and will be allowed to air dry as much as possible
before being used again.

SAMPLE HANDLING AND ANALYSES

PARAMETERS

The parameters of sample analysis are listed in Table 5 of
Addendum 1. Samples for chemical analysis may be low or
medium concentration samples based on CLP criteria. The
determination will be made in the field. The SMO will be
notified as soon as this determination is made so that the
designated CLP lab can be notified.

Measurement of pH, specific conductance, and temperature will
be performed in the field on all groundwater samples. The
procedures of field measurement are presented in Appendix E
and F of the QAPP.

SAMPLE PREPARATION

Preparation procedures for samples are summarized in
Table A-l. All preservatives added will be prepared using
reagent grade chemicals. Specific chemical preservatives
are described in Table A-l. All samples for chemical analy-
sis will be kept iced to 4°C for the purpose of sample pre-
servation. Unfiltered and filtered groundwater samples will
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Saiple Tjpe

Groundiater
Lot

Groundaater
Bediui

analysis

HAS Organics
- tcid eitractibles, base/neutral
eitractables

- folatiles

RAS Inorganics
- letals

(including Bercury)
sts
- COD
Inonia

- Total suspended solids
Total dissolved solids
ilkalinitr
Chlorides

(US Organics
- lolatiles

Bottles

Two 1/2-gallon aiber bottles
(Teflon lined-caps)

Four 40-il volatile organic
analytic vials

One 1-liter polyethylene bottle

One 1-liter polyethylene bottle

One 1-liter polyethylene bottle

Four 40-il volatile organic
analysis vials

Preservation

Iced to 4 C

Iced to 4 C

BH03 to pB <2,
Iced to 4 C

Iced to 4 C
B2S04 TO pB (2,
Iced to 4 C

Iced to 4 C

Holding Tiie

5 daye for extraction
40 days for analysis
7 days

6 lonths
(Vercury: 28days)

28 days

7 days
48 hours
14 days
28 days

7 days

Quantity

Fill to Shoulder

Fill to top, no
air epace

Fill to Shoulder

Fill to Shoulder

Fill to Shoulder

Fill to top, no
air space

Bethod of Shippient

Daily by overnight carrier

Dally by overnight carrier

Daily by overnight carrier

Daily by overnight carrier

Daily by overnight carrier

Federal Sipress Priority 1
»ith restricted article

Packing

Yeriiculite or
Poly-foai cooler
Veniculite or
Poly-foai cooler

Veniculite or
Poly-foai cooler

Veniculite or
Poly-foai cooler
Veniculite or
Poly-foai cooler

in cans aith
veriiculite

paperiork

Hole: 1. For groundiater istrii spikes (BS) and ittrli spike duplicates (USD), triple the norial eaiple voluiee
till be collected for volatile organice, and double the norial taiple voluies sill be collected for Bill eitractable organice.

2. For grouodvater volatile organics', doable (four 40-il vials) the norial eaiple voluies (two 40-il vials) sill be collected as sho»n above.
3. Trip blank saiples (111 be collected for groundiater VQCs analyses.
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Saiple Type

Soil
Loi

Soil
Bediui

Analysis

HAS Organics
- Acid timetables, base/neutral

eitractables
- lolatiles

HAS Inorganics
- Retals

(including Bercury)

SAS
- Grain size distribution

- Atterbert Liiits
1 Hater Content

- Hydraulic Conductivity

- Laboratory Coipaction

- Specific Gravity

- Hater Content

RAS Organics
- folatiles

Bottles Preservation

One 8-oz Hide louth glass jar Iced to 4 C

Tio 120-il »ide louth glass vials Iced to 4 C

One 6-0! lide louth glass jar Iced to 4 C

Tio 8-02 tide loath (lass jars none

Tio 8-0! tide lontb glass jars none

One 5-gallot plastic container none

One 5-gallon plastic container none

One 8-02 Hide louth glass jars none

One 8-02 tide louth glass jars none

Tio 120-il »ide loutb glass vials Iced to 4 C

Holding Tiie

Sitract nithin ID days
Analy2e nithin 10 days
Eitract iltbin 10 days
Analy!e tithin 10 days

6 ion the
(Bercury: 28 days)

none

30 days

none

none

none

none

10 days

Quantity

Fill 3/4 full

Fill 3/4 full

Fill 3/4 full

Fill 3/4 full

Fill 3/4 full

Fill 3/4 full

Fill 3/4 full

Fill 3/4 full

Fill 3/4 full

Fill 3/4 full

Bethod of Sbippient

Daily by overnight carrier

Daily by overnight carrier

Daily by overnight carrier

Daily by overnight carrier

Daily by overnight carrier

Daily by overnight carrier

Daily by overnight carrier

Daily by overnight carrier

Daily by overnight carrier

Federal Bspress Priority 1

Packing

feniculite or
PoIy-foai cooler
Veniculite or
Poly-foai cooler

Yeriiculite or
Poly-foai cooler

in cans »ith
veniculite

in cans »ith
veriiculite

5-gallon bucket

b-gallon bucket

in cans >ith
veriiculite
in cans lith
veriiculite

in cans with
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be submitted for metal analysis. Filtering will occur in
the field immediately after sample collection. Filtering
procedures are described in Appendix H of the QAPP. Samples
will be filtered through 0.45 micron filter paper using a
pressure filtration device. All unfiltered and filtered
samples will be preserved appropriately.

SAMPLING TEAM MEMBERS AND SCHEDULE

The following responsibilities have been assigned for the
field sampling activities:

o SMO Contact
Carol Shaffer/U.S. EPA

o Site Manager (SM)
Alpheus Sloan/CH2M HILL

o Sample Team Leader
Jeff Keiser/CH2M HILL

The other sampling team members will be from CH2M HILL or
associate firms.

Fieldwork activities are scheduled to begin in March 1988 and
last for approximately 4 weeks. The CPMS/CRL will be noti-
fied approximately 1 month prior to initiation of sample col-
lection activities. The SMO will be notified from the
CPMS/CRL for sample collection and activities.

SAMPLING DOCUMENTATION

See the Sampling Plan in the QAPP.

WASTE DISPOSAL

Wastes generated during the Predesign Investigation are
expected to consist of excess soil from subsurface soil sam-
pling and drilling cuttings, water from well drilling and
development, well purge water, wastes from decontamination,
and protective clothing. Wastes with HNu and OVA readings
above background will be collected in 55-gallon drums
approved by the Department of Transportation. The drums
will be labeled and temporarily stored onsite for later
disposal, if considered necessary by EPA.

GLT718/37



Appendix A
Attachment A-l

TARGET COMPOUND LIST (TCL) AND
CONTRACT REQUIRED QUANTIFICATION LIMITS (CRQL)
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SECTION No.
REVISION No.
DATE ______
PAGE

Target Compound List (TCL) and
Contract Required Quantitation Limits (CRQL)*

Quantitation Limits**

Volatlles

1. Chl or ome thane
2. Brooome thane
3. Vinyl Chloride
4. Chl or oe thane
5. Methylene Chloride

6. Acetone
7. Carbon Dlsulfide
8. 1,1-Dichloroethene
9. 1,1-Dichloroethane

1U. 1,2-Dichloroethene (total)

11. Chloroform
12. 1,2-Dichloroethane
13. 2-Butanone
14. 1, 1,1-Trichl or oe thane
15. Carbon Tetrachloride

16. Vinyl Acetate
17. Bromodichloromethane
18. 1 ,2-Dichloropropane
19. cis-l,3-Dichloropropene
20. Trichloroethene

21. Dibromochloromethane
22. 1, 1,2-Trichl or oe thane
23. Benzene
24. trans-1,3-

Dichloropropene
25. Bromoform

26. 4-Methyl-2-pentanone
27. 2-Uexanone
28. Tetrachloroethene
29. Toluene
30. 1,1,2,2-Tetrachloroethane

CAS Number

74-87-3
74-83-9
75-01-4
75-00-3
75-09-2

67-64-1
75-15-0
75-35-4
75-34-3

540-59-0

67-66-3
107-06-2
78-93-3
71-55-6
56-23-5

108-05-4
75-27-4
78-87-5

10061-01-5
79-01-6

124-48-1
79-00-5
71-43-2

10061-02-6
75-25-2

108-10-1
591-78-6
127-18-4
108-88-3
79-34-5

Water
UK/L

10
10
10
10
5

10
5
5
5
5

5
5

10
5
5

10
5
5
5
5

5
5
5
5

5

10
10
5
5
5

Low Soil/Sediment3

ug/K*

10
10
10
10
5

10
5
5
5
5

5
5

10
5
5

10
5
5
5
5

5
5
5
5

5

10
10
5
5
5

(continued)

7/87 Rev.



SECTION No.
REVISION No."
DATE
PAGE 2 OF

Attachment A-l

\

___Quantitation Limits**
Low Soil/Sediment3

Volatiles __________GAS Number_____ug/L_________ug/Kg_____

31. Chlorobenzene 108-90-7 5 5
32. Ethyl Benzene 100-41-4 5 5
33. Styrene 100-42-5 5 5
34. Xylenes (Total) 1330-20-7 5 5

*Medium Soil/Sediment Contract Required Quantitation Limits (CRQL) for Volatile
TCL Compounds are 125 times the individual Low Soil/Sediment CRQL.

*Specific quantitatlon limits are highly matrix dependent. The quantitation
limits listed herein are provided for guidance and may not always be achievable.

**Quantitation limits listed for soil/sediment are based on wet weight. The
quantitation limits calculated by the laboratory for soil/sediment, calculated
on dry weight basis as required by the contract, will be higher.

7/87 Rev.



SECTION No.
REVISION No.
DATE ______
PAGE

Attachment A-l

Target Compound List (TCL) and
Contract Required Quanti cation Limits (CRQL)*

Quantitation Limits**

Semivolatiles

35. Phenol
36. bis(2-Chloroethyl) ether
37. 2-Chlorophenol
38. 1,3-Dichlorobenzene
39. 1,4-Di chl or obenzene

40. Benzyl alcohol
41. 1,2-Di chl or obenzene
42. 2-Methylphenol
43. bis(2-Chloroisopropyl)

ether
44. 4-Methylphenol

45. N-Nitroso-di-n-
dipropylamine

46. Hexachl or oe thane
47. Nitrobenzene
48. Isophorone
49. 2-Nitrophenol

50. 2,4-Dimethylphenol
51. Benzoic acid
52. bis(2-Chloroethoxy)

methane
53 2,4-Dichlorophenol
54. 1, 2 ,4-Tri chl or obenzene

55. Naphthalene
56. 4-Chloroaniline
57. Hexachl or obutadiene
58. 4-Chloro-3-methylphenol

( para-chl or o-me ta-cres ol )
59. 2-Methylnaphthalene

60. Hexachl orocyclopentadiene
61. 2,4,6-Trichlorophenol
62. 2,4,5-Trichlorophenol
63. 2-Chloronaphthalene
64. 2-Nltroaniline

CAS Number

108-95-2
111-44-4
95-57-8
541-73-1
106-46-7

100-51-6
95-50-1
95-48-7

108-60-1
106-44-5

621-64-7
67-72-1
98-95-3
78-59-1
88-75-5

105-67-9
65-85-0

111-91-1
120-83-2
120-82-1

91-20-3
106-47-8
87-68-3

59-50-7
91-57-6

77-47-4
88-06-2
95-95-4
91-58-7
88-74-4

Water
ug/L

10
10
10
10
10

10
10
10

10
10

10
10
10
10
10

10
50

10
10
10

10
10
10

10
10

10
10
50
10
50

Low Soil/Sedlmentb
ug/Kg

330
330
330
330
330

330
330
330

330
330

330
330
330
330
330

330
1600

330
330
330

330
330
330

330
330

330
330
1600
330
1600

(continued)
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SECTION No.
REVISION No.
DATE ______
PAGE

Quantltati'on Limits*6

Semivolatiles

65. Dlmethylphthalace
66. Acenaphchylene
67. 2, 6-Dini trotoluene
68. 3-Nitroaniline
69. Acenaphthene

70. 2,4-Dinitrophenol
71. 4-Nitrophenol
72. Dlbenzofuran
73. 2, 4-Dinl trotoluene
74. Diethylphthalate

75. 4-Chlorophenyl-phenyl
ether

76. Fluorene
77. 4-Nitroaniline
78. 4, 6-Dini tro-2-me thylphenol
79. N-nitrosodiphenylamlne

80. 4-Bromophenyl-phenylether
81. Hexachlorobenzene
82. Pentachlorophenol
83. Phenanthrene
84. Anthracene

85. Di-n-butylphthalate
86. Fluoranthene
87. Pyrene
88. Butylbenzylphthalate
89. 3,3'-Dichlorobenzidine

90. Benzo(a)anthracene
91. Chrysene
92. bis ( 2-Ethylhexyl )phthalate
93. Di-n-octylphthalate
94. Benzo(b)£luoranthene

CAS Number

131-11-3
208-96-8
606-20-2
99-09-2
83-32-9

51-28-5
100-02-7
132-64-9
121-14-2
84-66-2

7005-72-3
86-73-7
100-01-6
534-52-1
86-30-6

101-55-3
118-74-1
87-86-5
85-01-8
120-12-7

84-74-2
206-44-0
129-00-0
85-68-7
91-94-1

56-55-3
218-01-9
117-81-7
117-84-0
205-99-2

Water
ug/L

10
10
10
50
10

50
50
10
10
10

10
10
50
50
10

10
10
50
10
10

10
10
10
10
20

10
10
10
10
10

Low Soil /Sediment6
ug/Kg

330
330
330
1600
330

1600
1600
330
330
330

330
330
1600
1600
330

330
330
1600
330
330

330
330
330
330
660

330
330
330
330
330

(continued)
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SECTION No.
REVISION No."
DATE ______
PAGE 5 OF

Attachment A-l

Quantitation Limits**

95.
96.
97.
98.
99.

Semivolatiles

Benz o(k)f luoranthene
Benzo(a)pyrene
Indeno( 1,2, 3-cd )pyrene
Dibenz (a.h)anthracene
Benzo(g,h,i)perylene

CAS Number

207-08-9
50-32-8

193-39-5
53-70-3

191-24-2

Water
ug/L

10
10
10
10
10

Low Soil/Sediment0

ug/Kg

330
330
330
330
330

^Medium Soil/Sediment Contract Required Quantitation Limits (CRQL) for Semi-
Volatile TCL Compounds are 60 times the individual Low Soil/Sediment CRQL.

*Specific quantitation limits are highly matrix dependent. The quantitation
limits listed herein are provided for guidance and may not always be achievable.

**Quantitation limits listed for soil/sediment are based on wet weight. The
quantitation limits calculated by the laboratory for soil/sediment, calculated
on dry weight basis as required by the contract, will be higher.
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INORGANIC TARGET ANALYTE LIST (TAD

Analyte

Contract Required
Detection Limit I1'2)

(ug/L)

Aluminum
Antimony
Arsenic
Bariuir.
Beryllium
Cadmium
Calcium
Chromium
Cobalt
Copper
Iron
Lead
Magnesium
Manganese
Mc-rcurv
Nickel'
Potassium.
Selenium
Silver
Sodium
Thallium
Vanadium
Zinc
Cvarude

200
60 '
10
200
5
5

5000
10
50
25
100
5

5000
15
0.2
40

5000
5
10

5000
10-
50
20
10

(1) Subject to the restrictions specified in the first page of Part G.
Section IV of Exhibit D (Alternate Methods - Catastrophic Failure) any
analytical method specified in SOU Exhibit D may be utilized as long as
the documented instrument or method detection limits meet the Contract
Required Detection Limit (CRDL) requirements. Higher detection limits
may only be used in the following circumstance:

If the sample concentration exceeds five times the detection limit of
the instrument or method in use, the value may be reported even though
the instrument or method detection limit may"--not equal the Contract
Required Detection Limit. This is illustrated-sfn the example below:

For lead:
Method in use — ICP
Insrruaent Detection Malt (JDL) — -40
Sample concentration — 220
Contract Required Detection Limit (CRDL) — 5

7/B7



Attachment A-l

The value of 220 nay be reported even though Instrument detection limit
is greater than CRDL. The instrument or method detection limit must be
documented as described in Exhibit E. ' •

(2) The CRDL are the instrument detection limits obtained in pure water
that must be met using the procedure in Exhibit E. The detection
limits for samples may be considerably higher depending on the cample
matrix .

7/87



Appendix B
SPECIAL ANALYTICAL SERVICES (SAS)

Attachment B-l: SAS for Groundwater Samples
(COD, TSS, TDS, Alkalinity, Ammonia, Chloride)

Attachment B-2: SAS for Groundwater VOCs
Attachment B-3: SAS for Geotechnical Parameters
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Attachment B-l

SPECIAL ANALYTICAL SERVICES FOR GROUNDWATER SAMPLES
(COD, TSS, TDS, ALKALINITY, AMMONIA, CHLORIDES)
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U.S. Environmental Protection Agency SAS Number
HWI Sample Management Office [ 3
P.O. Box 818, Alexandria, Virginia 22313
PHONE: (703) 557-2490

SPECIAL ANALYTICAL SERVICES
Regional Request

[x] Regional Transmittal [ ] Telephone Request

A. EPA Region and Site Name: Region V. NSL/ECC

B. Regional Representative: Dennis Wesolowski

C. Telephone Number: (312) 886-1971

D. Date of Request:______________

Please provide below a description of your request for Special Analytical
Services under the Uncontrolled Hazardous Waste Dumpsite Program. In
order to most efficiently obtain laboratory capability for your request,
please address the following considerations, if applicable. Incomplete
or erroneous information may result in delay in the processing of your
request. Please continue response on additional sheets, or attach
supplementary information as needed.

1. General description of analytical service requested:

Analyses for COD, TSS. TDS, Alkalinity, ammonia, and chloride. The_____
analyses will be performed by the Indiana State Board of Health. This
SAS request is being filled out to help document the analytical__________
protocols used. The analytical protocols of the ISBH are attached in_____
Appendix D of the QAPP submitted to the U.S. EPA. August 1987.___________

2. Definition and number of work units involved (specify whether whole
samples or fractions; whether organics or inorganics; whether aqueous or
Soil and sediments; and whether low, medium, or high concentrations):

Analyze 20 low or medium level groundwater samples for the parameters_____
listed above. All samples will be unfiltered._________________________________

3. Purpose of analysis (specify whether Superfund (Remedial or
Enforcement), RCRA, NPDES, ETC.):

Enforcement. Predesign Investigation.

4. Estimated date(s) of collection:

5. Estimated date(s) and method of shipment: Daily by Overnight Carrier
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6. Approximate number of days result* required after lab receipt of
samples:

Laboratory should report results within 3O days of receipt of samples.
4

7. Analytical protocol required (attach copy if other than a protocol
currently used in this program):

ISBH Low level spectrophotometric method attached for COD concentrations
less than 5O mq/1. ISBN Mid level spectrophotometric method attached for
COD concentrations q renter than 50 mg/1. Samples will be preserved in

• the field with Ho^ t.n nH < ?

8. Special technical instructions (if outside protocol requirements,
* specify compound names, CAS numbers, detection limits, etc.)i
r

Use potassium acid phthlate for the spike. Holding time is not to exceed
28 days from date of collection. The low level method will be used for

• COD concentrations less than 50 mo/1 and the mid level method will be
£•" used for COD concentrations greater than 50 mq/1. Separate QC audits

will be performed for each method if both are used. Dilute and rerun
? samples with absorbances higher than the highest standard.____________

9. Analytical results required (if known, specify format for data
f sheets, QA/QC reports, Chain-of Custody documentation, etc.). If not

completed, format of results will be left to program discretion.

Test procedures used will be clearly identified.___Bench records
tabulating the order of calibration standards. label control standards,
lab blanks, samples. etc. with resulting absorbance or concentration
readouts will be provided along with copies of work sheets used to
calculate results.____All records of analysis and calculations must be
legible.________________________________________

10. Other (use additional sheets or attach supplementary information, as
needed):

11. Name of sampling/shipping contacts Jeff Keiser

Phonei (414) 272-2426

Please return this request to the Sample Management Office as soon as
possible to expedite processing of your request for special analytical
services. Should you have any questions or need any assistance, please
call the Sample Management Office.
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I. DATA REQUIREMENTS

Parameter

CQD low level_____

COD mid level_____

Detection Limit

5 mq/1

50 mq/1

Precision Desired

(+/- "/. or cone.)

+ /- 5 mq/1_________

+/- 10 mq/1

II. QUALITY CONTROL REQUIREMENTS

Audits Required

Matrix spike 1

Duplicate

Frequency of Audits

2 for runs < 10_____
1 per 10 for runs >1Q

2 for runs < 1C_______
1 per 1O for runs >10

EPA QC Demand Reference 1 per this project
Samples 2_______________
1 set of ampules

Limits*
(+/- '/. or cone.)

BO'/. - 12Q'/.___________

10'/. or 5 mq/1_________

807. - 12O'/. recovery

III. *Action Required if Limits are Exceeded:

Contact Chuck Ellv at EPA Region V CPSM (phone (312) 353-9087)

Matrix spike will provide COD greater than 307. of the sample COD but
will not exceed the working range.
Both the low and high level QC Demand samples will be run with the
low level method but only the high level sample must be run with the
high level test.
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6. Approximate number of days results required after lab receipt of
samples:

Laboratory should report results within 30 days of receipt of samples.

7. Analytical protocol required (attach copy if other than a protocol
currently used in this program):

See attached method. ISBH Code No. SNF-A-3-74 using glass fiber filter
discs without organic binder such as Mi 11ipore AP-40, Reeves Angel 934-
A_Hj Gelman A/E^ or equivalent.____Membrane filter apparatus using 47mm
diameter glass fiber filter and coarse (4Q-60) micron fritted disc as
filter support must be used. The filter and support specifications are
mandatory. Sample will be collected in a one liter bottle and must be
kept at 4 o C until data are validated. Holding time is 7 days from date
of col lection .________________________________________________

8. Special technical instructions (if outside protocol requirements,
specify compound names, CAS numbers, detection limits, etc.):

1. Do not filter more than a 200 ml sample aliquot.
2. Duplicate sample aliquots will be filtered with two or more
interveninq samples
3. Aliquot filtered should provide residue qreater than 1.0 mq for
aliquots less than 200 ml.
4. Residues are to be weighed to constant weiqht pursuant to Part 7.1
Method 160. Final weiqht is to be used for calculations.

9. Analytical results required (if known, specify format for data
sheets, QA/QC reports, Chain-of Custody documentation, etc.). If not
completed, format of results will be left to program discretion.

Bench records of tare weights, final weights, volumes filtered, order of
blanks, duplicates. samples filtered will be provided along with copies
of worksheets used to calculate results. Specify manufacturer type and
diameter (mm) of glass fiber filter used. All records of analysis and
calculations must be legible._______________________________________

10. Other (use additional sheets or attach supplementary information, as
needed):

11. Name of sampling/shipping contact: Jeff Keiser

Phone: (414) 272-2426

Please return this request to the Sample Management Office as soon as
possible to expedite processing of your request for special analytical
services. Should you have any questions or need any assistance, please
call the Sample Management Office.
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I . DATA REQUIREMENTS

Parameter Detection Limit Precision Desired

(•*•/- 7. or cone. )

Suspended Solids_____ 2 - 3 mq/1 for 200 ml <0.5 mq for duplicates

II. QUALITY CONTROL REQUIREMENTS

Audits Required Frequency of Audits Limits*
(+/- 7. or cone. )

Lab Duplicate_______ 1 per run and 1 per + /- 0.5 mq________
10 samples_____________

Lab Blank___________ 1 per run and 1 per + / - 0.5 mq_________
10 samples___________

EPA QC Residue Reference 1 per this project 5 mq/1 for nominal
1 set of 2 samples_____ cone.

III. *Action Required if Limits are Exceeded:

Contact Chuck Elly at EPA Region V CPMS (phone (312) 353-9087)
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6. Approximate number of days results required after lab receipt of
samples:

Laboratory should report results within 30 days of receipt of samples.

7. Analytical protocol required (attach copy if other than a protocol
currently used in this program):

ISBH Code No. SF-A-3-74______________________________

8. Special technical instructions (if outside protocol requirements,
specify compound names, CAS numbers, detection limits, etc.):

Use aliquots of 100 ml; however do not use sample aliguots yielding more
than_200 mq of residue. Repeat analysis if residue is greater than 20O
mq, using smaller aliquot.___If pH is lesss than 4.0i raise pH value of
aliquot to between pH 4 and 8 using NaOH. Subtract the weight of the
sodium added from the weight of the residue. Samples will be kept at 4 o
C until analysis and validation of results. For TDS, the holding time is
48 hours. Contact CPM5, CRL prior to use of any other kind of method. •

9. Analytical results required (if known, specify format for data
sheets, QA/QC reports, Chain-of Custody documentation, etc.)* If not
completed, format of results will be left to program discretion.

Test procedure used will be clearly identified. Bench records tabulating
weights used for caluculations and to determine constant weight will be
provided along with copies of work sheets used to calculate TDS results.
All records and calculations must be legible.______________________________________

10. Other (use additional sheets or attach supplementary information, as
needed):

11. Name of sampling/shipping contacts Jeff Reiser

Phone: (414) 272-2426

Please return this request to the Sample Management Office as soon as
possible to expedite processing of your request for special analytical
services. Should you have any questions or need any assistance, please
call the Sample Management Office.
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I. DATA REQUIREMENTS

Parameter

Dissolved solids

Detection Limit

10 mg/1

Precision Desired

(+/- % or cone.)

+ /- 10 % for_______
duplicates or 2 mg/1
for values > 200 mg/1

II. QUALITY CONTROL REQUIREMENTS

Audits Required Frequency of Audits Limits*
(+/- % or cone.)

Lab Duplicate

Lab Blank

1 per run and 1 per
10 samples____________

1 per run and 1 per
10 samples____________

EPA QC Mineral Reference 1 per this project
set of 2 samples_______

+/- 10 mg/1 or 10%

+/- 2 mg/1

85% - 115% revovery

III. *Action Required if Limits are Exceeded:

Contact Chuck Ellv at EPA Region V CPMS (phone (312) 353-9087)

5, Eitifflated d«te(i) and method Of ihipment: Daily by Overnight Carrier
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6. Approximate number of days results required after lab receipt of
samples:

Laboratory should report results within 30 days of receipt, of samples,

7. Analytical protocol required (attach copy if other than a protocol
currently used in this program):

ISBH Code No. Alk-B-11-81________________________

8. Special technical instructions (if outside protocol requirements,
specify compound names, CAS numbers, detection limits, etc.):

Samples should be stored at 4oC until analysis and validation of____
results. Sample holding time should not exceed 7 days from date of
collection. Use potentiometric titration to pH 4.5 for alkalinity
concentrations equal to or greater than 20 mg/1 as CaC03. Do not use
titrant volumes greater than 50 ml. Use only the method specified
above. Obtain approval of CPMs. CRL prior to use of any other method.

9. Analytical results required (if known, specify format for data
sheets, QA/QC reports, Chain-of Custody documentation, etc.). If not
completed, format of results will be left to program discretion.

Test procedures used will be clearly identified.____Bench records
tabulating the order of titrant standardisation, lab blanks, samples, lab
control standard, spikes, duplicates, etc, with resulting titrant volume
or titrant readouts will be provided along with copies of work sheets
used to calculate results. All records of analysis and calculations must
be legible.______________________________________________________

10. Other (use additional sheets or attach supplementary information, as
needed):

11. Name of sampling/shipping contact: Jeff Reiser

Phone: (414) 272-2426

Please return this request to the Sample Management Office as soon as
possible to expedite processing of your request for special analytical
services. Should you have any questions or need any assistance, please
call the Sample Management Office.
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I, DATA REQUIREMENTS

Parameter

Alkalinity_______

Detection Limit

•3 mg/1 for low level

and 20 mg/1 high level

Precision Desired

(+/- % or cone.)

+ ./- 10% for >20 mg/1

C&C03 and +/- 2 mg/1
CaCo3 for <20 mg/1
CaC03

II. QUALITY CONTROL REQUIREMENTS

Audits Required Frequency of Audits

Sample spike

Lab Duplicate

Lab Blank

1 per run and 1 per
20 samples____________

1 per run and 1 per
10 samples___________

1 per run and 1 per
10 sample_______________

EPA QC Demand Reference 1 per this pro.lect
1 set of 2 ampules_____

Titrant standardization once each week___

Limits*
(+/- % or cone.)

85% - 115% recovery

+/-10% for high level

<5 mg/1 for high
level______________
<2 mg/1 for low
level________________
80% - 115% recovery

III. *Action Required if Limits are Exceeded:

Contact Chuck Ellv at EPA Region V CPMS (phone (312) 353-9087)
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: 6. Approximate number of days results required after lab receipt of
f samples:

. Laboratory should report results within 30 days of receipt of samples.

• 7. Analytical protocol required (attach copy if other than a protocol
currently used in this program):

T ISBH Code No. NH3-A-8-81________________________________________

|~ 8. Special technical instructions (if outside protocol requirements,
specify compound names, CAS numbers, detection limits, etc.):

P Samples wilVbe preserved in the field with HgSO^ to pH < 2._____Ammonia will be
• reported as m.g/1 N. Samples will be analyzed within 28 days after_____

collection. Use a minimum 5 point standard curve (blank and 4_________
standards). Obtain approval of CPMs. CPL prior to use of any other

f method.

9. Analytical results required (if known, specify format for data
r sheets, QA/QC reports, Chain-of Custody documentation, etc.). If not

completed, format of results will be left to program discretion.

Test procedure used will be clearly identified. Bench records tabulating
E calibration standards, lab blanks, samplest lab control standards. etc,

with resulting absorbance or concentration readouts will be provided_____
along with copies of work sheets used to calculate ammonia results._____

£" All records of analyses and calculations must be legible._____________________

10. Other (use additional sheets or attach supplementary information, as
w- needed) :
fc ___________________________________________________________

__ 11. Name of sampling/shipping contact: Jeff Keiser

Phone: (414) 272-2426

r Please return this request to the Sample Management Office as soon as
possible to expedite processing of your request for special analytical
services. Should you have any questions or need any assistance, please

__ call the Sample Management Office.
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I. DATA REQUIREMENTS

Parameter

Ammonia__________

Detection Limit

0.1 mg/1

Precision Desired

(+/- % or cone.)

_ + /- 10 % for_______
duplicates or <0.1
mg/1 for_______________
concentrations <1_____
mg/1.___________________

Report results to the nearest 0.05 mg/1 and to 2 significant figures for
concentrations exceeding 1 mg/1 N.

II. QUALITY CONTROL REQUIREMENTS

Audits Required Frequency of Audits Limits*
(+/- % or cone.)

Lab Duplicate

Lab Blank

EPA QC Nutrient ref.
1 set of 2 samples

Matrix spike 1

1 per run and 1 per
10 samples___________

1 per run and 1 per
10 samples____________

1 per this project

1 Per run and 1 Per
10 samples___________

-*•/- 10% or 0. l m.g/1

0.1 mg/1______________

65% - 115% recovery

85% - 115%________

Laboratory control std. 1 per 10 samples and 85 % - 115 %_________
at the end of each run

III. *Action Required if Limits are Exceeded:

Contact Jay Thakkar or Chuck Ellv at the Region V CRL if limits are not
met after reanalyzing the sample.

1. Sample spike concentration will be greater than 30% of the sample
concentration, but spiked sample will not exceed the working range of the
standard curve.
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h. Approximate number of days results required after lab receipt of
samples:

Laboratory should report results within 30 days of receipt of samples.

7. Analytical protocol required (attach copy if other than a protocol
currently used in this program):

ISBH Code No. Cl-C-6-79______________________

8. Special technical instructions (if outside protocol requirements,
specify compound names, CAS numbers, detection limits, etc.):

Sample will be kept at 4 C until analysis and validation of results.
Dilute and rerun samples with absorbances higher than the highest
standard. The holding time is not to exceed 28 days from the date of
sample collection. Standards will be prepared daily from the stock
solution. Automated potentiometric titrators can be used for Standard
Methods 4O7c. A minimum 5 point standard curve should be used (0 to 4
standards). Use only method specified above. Obtain approval of CPMS.
CRL, prior to use of any other method. Rewrite SAS request to reflect
new methodology.

9. Analytical results required (if known, specify format for data
sheets, QA/QC reports, Chain-of Custody documentation, etc.). If not
completed, format of results will be left to program discretion.

Identify the method used. Bench records tabulating the order of titrant
standardization, lab blanks. duplicates. samples. spikes, etc., with
resulting titrant volumes or absorbance readings will be provided along
with copies of worksheets used to calculate results.____Al1 records of
analysis and calculations must be legible.

10. Other (use additional sheets or attach supplementary information, as
needed):

11. Name of sampling/shipping contact: Jeff Keiser

Phone: (414) 272-2426

Please return this request to the Sample Management Office as soon as
possible to expedite processing of your request for special analytical
services. Should you have any questions or need any assistance, please
call the Sample Management Office.



CHLORIDES - page 3

I. DATA REQUIREMENTS

Parameter

Chlorides

Detection Limit

1 mq/1

Precision Desired

(+/- "/. or cone. )

+/- 1O '/. or within 1 mq/1
for cone. 10 mq/1
results to be reported to
the nearest 1 mq/1 and to
2 significant figures for

cone, exceeding 10 mq/1

II. QUALITY CONTROL REQUIREMENTS

Audits Required Frequency of Audits Limits*
(+/- 7. or cone. )

Lab Duplicate

Lab Blank

EPA QC Mineral ref.
samples. 1 set of 2

1 per run and 1 per
10 samples________

1 per run and 1 per
10 samples________

1 per this project

ampules

10% or 3 mq/1

< 3 mq/1____________

857. - 115'/.________

85'/. - 1157. recovery

Calibration verification 1 per 10 samples and 90 '/. - 110 '/.________
check sample___________ beginning of each run

III. *Action Required if Limits are Exceeded!

Contact Jay Thakkar or Chuck Elly at the Region V CRL if limits are not
met after reanalyzing the sample.

Matrix spike 1 1 per run and 1 per
10 samples____________

1. Sample spike concentration will be greater than 30% of the sample
concentration, but spiked sample will not exceed the working range of the
standard curve.1
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U.S. tnvlronmontal Protection Agoncy
HWI Sample Hanegement Office
P.O. iox 111. Alexandria, Virginia 22113
PHONE: (Ttl) HMMOor rTS-§S>»*0

SAS Number

SPECIAL ANALYTICAL SERVICES
Regional Request

I I Regional Transmlttal [ | Telephone Request

A. EPA Region and Site Name; Region v, NSL/ECC
•• Regional Representative; Dennis wesoiowski
C. Telephone Number: ( ) 012) 886-1971
0. Dote of Request:________________

Please provide below a description of your request for Special Analytical Services under
the Uncontrolled Hazardous Waste Dumpslte Program. In order to moat efficiently obtain
laboratory capability for your request, please address the fallowing considerations. If
applicable. Incomplete or erroneous Information may result In delay In the processing
of your request. Please continue response on additional sheets, or attach supplementary
Information as needed.

1. General description of analytical service requested:

____Analyze groundwater samples for TCL VOCs. The laboratory will quantify

and identify the compounds present at lower levels before diluting,__________

quantifying, and identifying compounds present at higher levels.____________

2. Definition end number of work units involved (specify whether whole samples or
fractions; whether organlca or inorganics; whether aqueous or sell and sediments;
and whether tow, medium, or high concentration):

Total 22 groundwater samples—low or medium concentration of volatile orqanics.

3. Purpose of analysis (specify whether Superfund (Remedial or Enforcement), RCRA,
NPOIS, etc.):

Enforcement, Predesign Investigation

4. Estimated data(s) of collection:

5. Estimated date(s) and method of shipment; oaiiv hv overnight carrier.
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6. Approximate number of days results required after lab receipt of samples:______

The laboratory will report results within 30 days after receipt of samples,

7. Analytical protocol required (attach copy If other than a protocol currently used in
this program):

Same as IFB WA-87-K236/K237/K238 with the exception noted in__________
Section 8 of this SAS.

All references to IFB in this SAS are to WA-87-K236/K237/K238

8. Special technical instructions (If outside protocol requirements, specify com pound
names, CAS numbers, detection limits, etc.):

Do not dilute the initial VOCs sample. Quantify and identify all

possible smaller peaks, then make the appropriate dilutions and

reanalyze the sample to quantify and identify the larger peak.

9. Analytical results required (If known, specify format for data sheets, QA/QC reports,
Chain-of-Custody documentation, etc.)* If not completed, format of results will be
left to program discretion.

a g TPEt

10. Other (use additional sheets or attach supplementary Information, as needed):

11. Name of sampling/shipping contact: David Shekoski

Phone: (414)272-2426 or (414)272-1052 ext. 345

Please return this request to the Sample Management Office as soon as possible to expedite
processing of your request for special analytical services. Should you have any questions
or need any assistance, please call the Sample Manaa-ment Offic.
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I. DATA MQUIHIKKNTS

III. * Action Rtqulrod If Limits «ro Ixctododt

Dotostlon Llalt Prjdilon
Ul or ConcTJ

Same as IFB_____^_______ Same as IFB_______ Same as IFB

II. QUALITY CONTROL HJQUIHJM1NTS

AudlU Roaulrtd Froquoncv of Audits LimlU* (±1 or Cone.)

Same as IFB Same as IFB Same as IFB

Reanalyze: Contact Chuck Elly, (312) 353-3087

or Dennis Wesolowski, (312) 886-1971
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SPECIAL ANALYTICAL SERVICES (SAS)
FOR GEOTECHNICAL PARAMETERS

PARTICLE SIZE ANALYSIS
ATTERBERG LIMITS

LABORATORY COMPACTION (MOISTURE-DENSITY RELATIONS)
LABORATORY HYDRAULIC CONDUCTIVITY

WATER CONTENT
SPECIFIC GRAVITY

GLT720/55-1



U.S. Environmental Protection Agoncy
HWI Sampla Management Offlca
P.O. io* 111. Alaxandrte, Virginia 22)13
PHON1: (703) IM-IMO or rT$-S§7-2MO

•AS Number

SPECIAL ANALYTICAL SERVICES
Regional Raquast

[""] Regional Trensmlttal [ | Telephone Roquast

£t EPA Rooion and Slta Name; Region V Northside Landfill-ECC Site, Indiana

t. Regional Raoraaantatlva: Dennis wesoiowski _____________
C. Telephone Number: 1312) 886-1971
0. Data of Request:___________

Please provlda balow a dascrlptlon of your roquast for Spaclat Analytical Sarvlcas undar
tha Uncontrolled Hasardoua Wasta Dumpslte Program. In ordar to a*at affklantly obtain
laboratory capability for your request, plaasa addrass tha following considerations. If
appllcabla. Incomplete or arronaous Infonaatlon any roault In dalay In tha procasting
of your raquast. Plaasa eontinua rosppnsa on additional shaats, or attach supplamanury
InfortMtlon as naadad.

1. Canaral dascrlptlon of analytical sarvka roquastad:
Soil samples analyzed for grain size, Atterberg Limits (including water content),

hydraulic conductivity, laboratory compaction, specific gravity, and water content.

2. Definition and number of work units Involved (specify whether whole samples or
fractions; "whether organic* or inorganics; whether aqueous or soil and sediments;
and whether low. medium, or high concentration): Analyze eo soil samples for particie-
size distribution, 44 soil samples for Atterberg Limits and water content, 11 soil sam-
ples for hydraulic conductivity^ 17_samples for laboratory compaction (moisture-density
relations), 6 samples for specific gravity, and 22 samples for water content.

3. Purpose of analysis (specify whether Suparfund (Remedial or Enforcement), RCRA,
NPDES. etc.):
Enforcement, Predesign Investigation______________________________________

«. Estimated data(s) of collection:

5. Estimated date(s) and method Of Shipment: Shipped as a group after all are collected.
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«. Approximata number of days results raqulrad aftar lab racaipt of samplts:_____
Laboratory should report Results within 30 days of receipt of samples.

7. Analytical protocol required (attach copy If other than a protocol currently used In
this program):
Particle Size Analysis of Soils, ASTM Method D-422 and D-421.

I. Special technical Instructions (If outside protocol requirements, specify compound
names, CAS numbers, detection limits, etc.):

Use only the method specified above. Obtain approval of CPMS, CRL prior to use

of any other method. Rewrite SAS request to reflect new methodology.

9. Analytical results required (If known, specify format for data sheets, QA/QC reports,
Chain-of-Custody documentation, etc.). If not completed, format of results will b«
left to program discretion.

Submit all raw data including container tare weights with test results. See_______

laboratory procedure. __ __

10. Other (use additional sheets or attach supplementary Information, as needed)

11. Name of sampling/shipping contact: David Lane

Phone: 414/272-2426

Please return this request to the Sample Management Office as soon as possible to expedite
processing of your request for special analytical services. Should you have any questions
or need any assistance, please call the Sample Management Office.



I. DATA REQUIREMENTS

See Laboratory Procedure

GRAIN SIZE

-J-

Dttoctlon Unit

Not Applicable

frtcition Dtslrfd
(Hoc ConcT

II. QUALITY CONTROL REQUIREMENTS

Audits R«qulr«d FroQuoncy of Audits

Lab Duplicate___________ 1 per 15

Umltt* (±1 or Cone.)
5% passing any______

given sieve size

III. * Action R«quir«d If Limits «r« Excttdtd;

Reanalyze. Contact David Lane at CH2M HILL if limits are exceeded.



ATTERBERG LIMITS AND WATER CONTENT
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i. Approximate number of days results required after lab receipt of samples:_____
Laboratory should report results within 30 days of receipt of samples.

7. Analytical protocol required (attach copy If other than a protocol currently used In
this program):

Liquid Limit Plastic Limit, and Plasticity Index, Plastic Limit, and Natural

Water Content of Soils ASTM D-4318 and D-2216.

I. Special technical Instruction* (If outside protocol requirements, specify compound
names, CAS numbers, detection limits, etc.):

Multipoint Liquid Limit using Procedure A-Wet Preparation. Use only the method

specified above. Obtain approval of CPMS, CRL, prior to use of any other method.

Rewrite SAS request to reflect new methodology.

9. Analytical results required (If known, specify format for data shaats, QA/QC reports,
Chain-of-Custody documentation, ate.). If not completed, format of results will be
left to program discretion.

Report all raw data with test results. See laboratory procedure for reporting

requirements.

10. Other (use additional shaats or attach supplamantary Information, as needed)

11. Name of sampling/shipping contact: David Lane

PhonOt 414/272-2426

Please return this request to the Sample Management Office as soon as possible to expedite
processing of your request for special analytical services. Should you have any questions
or need any assistance, please call the Sample Management Office.
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I. DATA REQUIREMENTS

P«r»m«t«r Dotoctlon Ltolt Procliton D«»lr«d
See Laboratory Procedures

II. QUALITY CONTROL REQUIREMENTS

Audit* EoQulrod Froquoncv of Audits Llniitt* (llor Conc.l
Lab Duplicate 1 per 10 + 3% water content

III. * Action Roquirod if Limit* art Excoodod:
Reanalyze, contact David Lane at CH2M HILL if limits are exceeded.
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C. Approximate number of dayt results required after lab receipt of temples:______
»

I Laboratory should report results within 30 days of receipt of samples.________

7. Analytlcel protocol required (attach copy If other than a protocol currently used in
~T this program):
I Permeability Tests with Back Pressure, "Laboratory Soils Testing,"

Engineer Manual EM 1110-2-1906, Department of the Army, Office of the Chief of____

T Engineer, Washington, D.C.20314.Permeability tests will be conducted on remolded
Soil Samples based on the laboratory compaction results. Three separate soil batches
will be obtained and tested. All specimens will be uniformly compacted in 5 or 6

• layers using a small dia^f-pr fappm^. n.l <-n 0.5 inches) spring loaded or pneumatic
I tamping rod. All samples will be compacted to 95 percent (+_ 1%) of maximum dry

density (ASTM n-1SS71 ——Dno campio fT-r.ni gaoh hafrh will hp compacted at optimum____
water content, 2 percent dry of optimum and 2 percent wet of optimum. A single

___gamplfi f r*oiiLQp̂ _bajtgh-—i*LJ_LJ—-̂ fi_-̂ QiiiDa£it£d-—â -_a__niQJ-£ijLriĝ  water content that is 4 percent
wet of optimum.

f I. Special technical Instructions (If outside protocol requirements, specify compound
names, CAS numbers, detection limits, etc.):

r Use only the method specified above. Obtain approval of CPUS, CRL, prior to use

of any other method. Rewrite SAS request to reflect new methodology.

9. Analytical results required (If known, specify format for data sheets, QA/QC reports,
Chain-of-€ustody documentation, etc.). If not completed, format of results will be
left to program discretion.

Supply all raw data and calculations along with all test results.

10. Other (use additional sheets or attach supplementary Information, at needed)

11. Name of sampling/shipping contact: David Lane

Phone: 414/272-2426

Please return this request to the Sample Management Office et soon as possible to expedite
processing of your request for special analytical services. Should you have any questions
or need any assistance, please call the Sample Management Office.



PERMEABILITY TESTS WITH BACK PRESSURE
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I. DATA HEQUIKEMENTS

P»r«i»«Ur Dotoctlon Halt
—8Permeability 1 x 10 cm/sec

ProcUion Dtsir«d
„ 1.11 orDuplicates,1.11 or Cone Ji witnin

1 order-of-magnitude

II. QUALITY CONTROL REQUIREMENTS

Audits Roqulrod Proquoncy of Audits
1 per 10Duplicate

Umltt* (t% or Cone.)
1 order-of-magnitude

III. *Actlon Koqutî d If Limits aro
Reanalyze, Contact David Lane at CH2M HILL if limits are exceeded.



LABORATORY COMPACTION
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C. Approximate number of days results required after lab receipt of samples:_____
Laboratory should report results within 30 days of receipt of samples.

7. Analytical protocol required (attach copy If other than a protocol currently used in
this program):

Laboratory Compaction of Soil, ASTM Method D-1557, Method A or C.

I. Special technical Instructions (If outside protocol requirements, specify compound
names, CAS numbers, detection limits, etc.):

Use only method specified above. Obtain approval of CPMS, CRL prior to use of any

other method. Rewrite SAS request to reflect new methodology.

9. Analytical results required (If known, specify format for data sheets, QA/QC reports,
Chain-of-Cut tody documentation, etc.). If not completed, format of results will be
left to program discretion.
Submit all raw data and calculations including container tare weights with test results.

Report results as specified in the laboratory procedure.

10. Other (use additional sheets or attach supplementary Information, as needed)

11. Name of sampling/shipping contact: David Lane

Phone: 414/272-2426

Please return this request to the Sample Management Office as soon as possible to expedite
processing of your request for special analytical services. Should you have any questions
or need any assistance, please call the Sample Management Office.



LABORATORY COMPACTION
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I. DATA REQUIREMENTS

Ofttctlgn Unit
See Laboratory Procedure

Precision Dt«ir«d
(tier Cooc7

II. QUALITY CONTROL REQUIREMENTS
Audits Rtoulrtd Froquoncy of Audits

Lab Duplicate 1 per 10

moisture-density

relationships

Limits* (±| or Cone.)
See laboratory procedure

III. 'Action R«qulr«d If Limits art E«c««d«d:
Reanalyzed, contact David Lane at CH2M HILL if limits are exceeded.



SPECIFIC GRAVITY
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C. Approximate number of days results required after lab receipt of samples:_____
Laboratory should report results within 30 days of receipt of samples.

7. Analytical protocol required (attach copy If other than a protocol currently used In
this program):
ASTM Method D-854

I. Special technical Instructions (If outside protocol requirements, specify compound
names, CAS numbers, detection limits, etc.):

9. Analytical results required (If known, specify format for data sheets, QA/QC reports,
Chain-of-Custody documentation, etc.). If not completed, format of results will be
left to program discretion.

Submit all raw data with test results. See laboratory procedure.

10. Other (use additional sheets or attach supplementary Information, as needed)

11. Name of sampling/shipping contact: David Lane

Phono: 414/272-2426

Please return this request to the Sample Management Office as soon as possible to expedite
processing of your request for special analytical services. Should you have any questions
or need any assistance, please call the Sample Management Office.



SPECIFIC GRAVITY
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I. DATA REQUIREMENTS

P«r«m«t»r Detection Um\i Prtdtlpn Dttirtd
til or ConcT]

See Laboratory Procedure

II. QUALITY CONTROL REQUIREMENTS

Audit! R«Qulr«d Fr«qutncy of Audltt Umiti* (±% or Cone.)
Lab Duplicate 1 per 5 See laboratory procedure

III. *Actlon IUqutr«d If Umltt ara E»c«»d>d
Contact David Lane/CH2M HILL



MOISTURE CONTENT
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C. Approximate number of days rosults required after lab receipt of samples:_____
Laboratory should report results within 30 days of receipt of sample.

7. Analytical protocol required (attach copy If other than a protocol currently used In
this program):
ASTM Method D 2216-80: Standard Method for Laboratory Determination of Water

(moisture) content of soil, rock, and soil-aggregate mixtures.

I. Special technical Instructions (If outsldo protocol requirements, specify compound
names, CAS numbers, detection limits, etc.):

Use only the method specified above. Obtain approval of CPMS, CRL prior to use of

any other method. Rewrite SAS request to reflect new methodology.

9. Analytical results required (If known, specify format for data sheets, QA/QC reports,
Chain-of-Custody documentation, etc.). If not completed, format of results will be
left to program discretion.
Report all raw data and parameter values used in making calculations of moisture

content.

10. Other (use additional shoots or attach supplementary Information, as needed)

11. Name of sampling/shipping contact: David Lane

Phono: 414/272-2426

Please return this request to the Sample Management Office as soon as possible to expedite
processing of your request for special analytical services. Should you have any questions
or need any assistance, please call the Sample Management Office.



MOISTURE CONTENT
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[ . D A T A REQUIREMENTS

Parameter

Moisture Content

Detection Limit

1Z

Detired
il or Cone.)

Duplicates within 10%

II. QUALITY CONTROL REQUIREMENTS

Audits Required

Duplicate

Frequency of Audits
2 for sets i 10
1 per 10 for sets > 10

Limits* (t\ or Cone.)

10Z

III. *Action Required If Limits »re Exceeded:

Reanalyze. Contact Chuck Ellv at R^lnn S PRT Phono ^^ (31-2) 353-9057.



Designation: D 422 - 63 (Reapprovcd 1972)''

Standard Method for
PARTICLE-SIZE ANALYSIS OF SOILS1

Thu undard it ioued under the fiied dtBtnaiion D 412: the number immediately (bUomat the deBfiu indnis the year of
anpital adoption or. in ute one of rtvisia*. the <«v of leu ICVUIWL A number m parnihcMB indicates the jiar of lin rtapproviL
A tupencnpi tpaton («) indicaia u editorial change BIMC tke la* muon or rapprovtL

•' Son—Section 2 «i> added editorially ind arbuQucm trcuora renumbered in JuK |»I4.

1. Scope
1.1 This method coven the quantitative de-

termination of the distribution of particle sizes
in soils. The distribution of panicle sizes larger
than 75 ura (retained on the No. 200 sieve) is
determined by sieving, while the distribution of
panicle sizes smaller than 75 urn is determined
by a sedimentation process, using a hydrometer
to secure the necessary data (Notes 1 and 2).

Nori I—Separation may be made on the No. 4
(4.75-mm). No. 40 (423-um). or No. 200 (75-um) sieve
instead of the No. 10. For whatever sieve used, the site
shall be indicated in the report.

Son 2—Two types of dispersion devices are pro-
vided: (/) a high-speed mechanical tuner, and (J) air
dispersion. Extensive invesufauons indicate that air-
dispersion devices produce a more positive dispersion
of plastic soils below the 20-um size and appreciably
less degradation on all sizes when used with sandy soils.
Because of the definite advantages favoring air disper-
sion, its use is recommended. The results from the two
types of devices differ in magnitude, dependmi upon
soil type, leading to marked differences in panicle size
distribution, especially for sizes finer than 20 um.

2. Applicable Documents
2.1 ASTM Standards:
D421 Method for Dry Preparation of Soil

Samples for Panicle-Size Analysis and De-
termination of Soil Constants'

E 11 Specification for Wire-Cloth Sieves for
Testing Purposes1

E 100 Specification for ASTM Hydrometers'

3. Apparatus
3.1 Balances—-A balance sensitive to 0.01 g

for weighing the material passing a No. 10 (2.00-
mm) sieve, and a balance sensitive to O.I % of
the mass of the sample to be weighed for weighing

the material retained on a No. 10 sieve.
3.2 Stirring Apparatus—Either apparatus A

or B may be used.
3.11 Apparatus A shall consist of a mechan-

ically operated stirring device in which a suitably
mounted electric motor turns a vertical shaft at
a speed of not less than 10 000 rpm without load.
The shaft shall be equipped with a replaceable
stirring paddle made of metal, plastic, or hard
rubber, as shown in Fig. 1. The shaft shall be of
such length that the stirring paddle will operate
not less than V4 in. (19.0 mm) nor more than I ft
in. (38.1 mm) above the bottom of the dispersion
cup. A special dispersion cup conforming to
either of the designs shown in Fig. 2 shall be
provided to hold the sample while it is being
dispersed.

3.2-2 Apparatus B shall consist of an air-jet
dispersion cup* (Note 3) conforming to the gen-
eral details shown in Fig. 3 (Notes 4 and 5).

Nori 3—The amount of air requind by an air-jet
dispersion cup u of the order of 2 n'/oua; some small
air compressors are not capable of supplying sufficient
air to operate a cup.

NOTE 4—Another air-iype dispersion device,
known as a dispersion tube, developed by Chu and
Oavidson at Iowa State College, ha* been shown to live

1 Th« method <• under the jtmtHeaem of ASTM Commiiue
D-11 on Soil ind Rock and is the <bnn racponstehtv of
Subcemminee Ol 1.0) on TCXIUR. FUmeny. and Dtnoty Char*
acienfua of Soils,

CUITCM tdnioa approved No*. 21. IMS. OntinaUy pub-
lished l«3J RcotaeBD4}2-«2.1 *»>»*t toot of ASTM &M4enli. Vol 04.01.

1 Annud took jASTM Stv^trtt, Vol 14 02.
' Amud Joe* jASTH JMiutor*. Vol 1401.
1 Detailed •orktm dnwina* far tho na> an available at a

nominal COB from the Amcnan Scocty far Tonne and Ma-
tenaii. 1916 Race SL. Philadelphia. PA 1«IOJ. OnJer Adjunct
No. i:-404U040.
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reiulu equivalent to those secured by the air-jet duper-
uoo cups. When 11 11 used. Miking or the umple can
be done 10 the sedimentation cylinder, thus eliminating
the need for transferring the slurry. When the air-
dispersion tube is used, it shall be so indicated in the
report.

NOTE 5—Water nay condense ia air lines when not
in use. This water must be removed, ether by using a
water trap on the air line, or by Mowing the water out
or the line before using my of the air for dispersion
purposes.

3.3 Hydrometer—An ASTM hydrometer,
graduated to read in either specific gravity of the
suspension or (rams per litre of suspension, and
conforming to the requirements for hydrometers
15IH or IS2H in Specifications E 100. Dimen-
sions of both hydrometers are the same, the scale
being the only item of difference.

3.4 Sedimentation Cylinder—A glass cylinder
essentially 18 in. (457 mm) in height and 2V> in.
(63.5 mm) in diameter, and marked for a volume
of 1000 mL. The inside diameter shall be such
that the 1000-mL mark is 36 ± 2 cm from the
bottom on the inside.

3.5 Thermometer—A thermometer accurate
torF(0.5'Q.

3.6 Sieves—A series of sieves, of square-mesh
woven-wire doth, conforming to the require-
ments of Specification E 11. A full set of sieves
includes the following (Note 6):

3-in. (7J-mmJ
2-in. (SO-mm)
I'A-in. (37.5-mm)
1-in. (25.0-rnm)
fc-in. (19.0-mm)
*-in. (9.3-rom)
No. 4 (4.75-mra)

No. I0(2.00-mnj)
No. 20 (SiO-ura)
No. 40 (425-«im)
No. 60 (250-um)
No. ]40(!06-um)
No. 200 (75-mn)

Sort 6—A Kt of sicvts giving uniform spacing of
points for the graph, at required ia Section 17. may be
used if desired. This set consuls of the following sieves:

3-in. (75-mm) No. 16 (1.1 J-mra)
I <6-in. (37.5-mm) No. 30 <600t»m)
K-in. (19.0-mrn) No. SO (MOtim)
H-ia, <9.5-mra) No. 100 (ISO-urn)
No. 4 (4.75-mm) No. 200 (75-um)
No. S (2.36-ram)

3.7 Water Bath or Constant-Temperature
Room—A water bath or constant-temperature
room for maintaining the soil suspension at a
constant temperature during the hydrometer
analysis. A satisfactory water tank is an insulated
tank that maintains the temperature of the sus-
pension at a convenient constant temperature at
or near 68'F (20*C). Such a device is illustrated
in Fig. 4. In cases where the work is performed
in a room at an automatically controlled constant

temperature, the water bath is not necessary.
3.S Beaker—A beaker of 250-mL capacity.
3.9 Timing Device—A watch or clock with a

second hand.

4. Dispersing Agjcnt
4.) A solution of sodium hexametaphosphaie

(sometimes called sodium metaphosphate) shall
be used in distilled or deminenlized water, at the
rate of 40 g of sodium hexametapbospbate/litre
of solution (Note 7).

NOTC 7—Solutions of this salt, if acidic, slowly re-
vert or hydrolyze bi ek to the onhopnoiphate form with
a resultant decree e in dispersive action. Solutions
should be prepara frequently (at lea* once a month)
or adjusted to pH of I or 9 by means of sodium
carbooaie. Bonk*«ootainiag solutions should have the
date of preparation marked on them.

42 All water used shall be either distilled or
deminenlized wi ter. The water for a hydrometer
test shaD be brought to the temperature that is
expected to prevail during the hydrometer test.
For example, if the sedimentation cylinder is to
be placed in the water bath, the distilled or de-
mineralized witer to be used shall be brought to
the temperature of the controlled water bath: or.
if the sedimentation cylinder is used in a room
with controlled temperature, the water for the
test shall be at the temperature of the room. The
basic temperature for the hydrometer test is 68'F
(20*Q. Small variations of temperature do not
introduce differences that are of practical signif-
icance and do not prevent the use of corrections
derived as prescribed.

5. Test Sample
5.1 Prepare the test sample for mechanical

analysis as outlined in Method D421. During
the preparation procedure the sample is divided
into two portions. One portion contains only
panicles retained on the No. 10 (2.00-mm) sieve
while the other portion contains only panicles
passing the No. 10 sieve. The mass of air-dried
soil selected for purpose of tests, as prescribed in
Method D 421. shall be sufficient to yield quan-
tities for mechanical analysis as follows:

5.1.1 The size of the portion retained on the
No. 10 sieve shall depend on the maximum size
of panicle, according to the following schedule:

Nominil Duncur of
rtaPimd

in. (mm)
H(»J)
Ml 9.0)

Approunuu Minimun
Mau el Pemon. i

500
1000
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dromeier 152H it is the difference between the
reading and zero. Bring the liquid and the hy-
drometer to the other temperature to be used,
and secure the composite correction as before.

8. Hygroscopic Moisture
8.1 When the sample is weighed for the hy-

drometer test, weigh out an auxiliary portion of
from 10 to 15 g in a small metal or glass con-
tainer. dry the sample to a constant mass in an
oven at 230 * 9*F (110 ± 5*C), and weigh again.
Record the masses.

9. Dispersion of Soil Sample
9.1 When the soil is mostly of the clay and silt

sizes, weigh out a sample of air-dry soil of ap-
proximately SO g. When the soil is mostly sand
the sample should be approximately 100 g.

9.2 Place the sample in the 250-mL beaker
and cover with 122 mL of sodium bexameta-
phosphate solution (40 g/1). Stir until the soil is
thoroughly wetted. Allow to soak for at least 16
h.

9.3 At the end of the soaking period, disperse
the sample further, using either stirring apparatus
A or B. If stirring apparatus A is used, transfer
the soil - water slurry from the beaker into the
special dispersion cup shown in Fig. 2. washing
any residue from the beaker into the cup with
distilled or demineralized water (Note 9). Add
distilled or deminenlized water, if necessary, so
that the cup is more than half full. Stir for a
period of 1 rain.

NOTE 9—A line axe syringe is a convenient device
for handling the water in the washing operation. Other
device* include the wish-water bottle and a bow with
nozzle connected to a pressurized dialled water auk.

9.4 If stirring apparatus B (Fig. 3) is used,
remove the cover cap and connect the cup to a
compressed air supply by means of a rubber hose.
A air gage must be on the line between the cup
and the control valve. Open the control valve so
that the gage indicates I psi (7 kPa) pressure
(Note 10). Transfer the soil-water slurry from
the beaker to the air-jet dispersion cup by wash-
ing with distilled or demineralized water. Add
distilled or demineralized water, if necessary, so
that the total volume in the cup is 250 mL, but
no more.

NOTE 1 0—The initial air pressure of I psi is required
to prevent the soil - water mixture from entering the
ur-jei chamber when the mixture is transferred to the
dispersion cup.

9.5 Place the cover cap on the cup and open
the air control vaJve until the gage pressure is 20
psi (140 kPa). Disperse the soil according to the
following schedule:

DuBcmon Period.
Plancity Indct mio

5
10
15

Under 5
tlo20
OtrM

Soils containing large percentages of mica need
be dispersed for only I min. After the dispersion
period, reduce the gage pressure to 1 psi prepar-
atory to transfer of soil - water slurry to the sed-
imentation cylinder.

10. Hydrometer Test
10.1 Immediately after dispersion, transfer the

soil - water slurry to the glass sedimentation cyl-
inder, and add di tolled or demineralized water
until the total volume is 1000 mL

10.2 Using the palm of the hand over the open
end of the cylinder (or a rubber stopper in the
open end), turn the cylinder upside down and
back for a period of I min to complete the
agitation of the slurry (Note 11). At the end of I
min set the cylinder in a convenient location and
take hydrometer readings at the following inter-
vals of time (measured from the beginning of
sedimentation). Or as many as may be needed.
depending on the sample or the specification for
the material under test 2,5.1S, 30.60.250, and
1440 min. If the controlled water bath is used.
the sedimentation cylinder should be placed in
the bath between the 2- and 5-min readings.

Nort 11 —The cumber of turns during this minute
should be approximately 60. couming the turn upside
down and back at two tuns. Any soA remaining in the
bottom of the cylinder during the first few turns should
be loosened by vigorous shaking of the cylinder while
h is in the inverted pottoon.

10.3 When it is desired to take a hydrometer
reading, carefully insert the hydrometer about 20
to 25 s before the reading is due to approximately
the depth it will have when the reading is taken.
As soon as the reading is taken, carefully remove
the hydrometer and place it with a spinning
motion in a graduate of clean distilled or demin-
eralized water.

Nort 12—his important to remove the hydrometer
immediately after each reading. Readinp shall be liken
at the top of the meniscus formed by the suspension
around the stem, since h is not possible to secure
readings at the bottom of tae meniscus.
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10.4 After each reading, take the temperature
of the suspension by inserting the thermometer
into the suspension.

II. Sieve Analysis
1 1 . 1 After taking the final hydrometer read-

ing, transfer the suspension to a No. 200 (75-um)
sieve and wish with up water until the wash
water is clear. Transfer the material on the No.
200 sieve to a suitable container, dry in an oven
at 230 ± 9*F (110 ± 5'C) and make a sieve
analysis of the portion retained, using as many
sieves as desired, or required for the material, or
upon the specification of the material under test.

CALCULATIONS AND REPORT

12. Sieve Analysis Values for (be Portion
Coarser than the No. 10 (2.00-mm) Sieve

12.1 Calculate the percentage passing the No.
10 sieve by dividing the mass passing the No. 10
sieve by the mass of soil originally split on the
No. 10 sieve, and multiplying the result by 100.
To obtain the mass passing the No. 10 sieve,
subtract the mass retained on the No. 10 sieve
from the original mass.

12.2 To secure the total mass of soil passing
the No. 4 (4.75-mm) sieve, add to the mass of
the material passing the No. 10 sieve the mass of
the fraction passing the No. 4 sieve and retained
on the No. 10 sieve. To secure the total mass of
soil passing the H-in. (9.5-mm) sieve, add to the
total mass of soil passing the No. 4 sieve, the
mass of the fraction passing the H-in. sieve and
retained on the No. 4 sieve. For the remaining
sieves, continue the calculations in the same
manner.

12.3 To determine the total percentage pass-
ing for each sieve, divide the total man passing
(see 12.2) by the total mass of sample and mul-
tiply the result by 100.

13. Hygroscopic Moisture Correction Factor
13.1 The hydroscopic moisture correction fac-

tor is the ratio between the mass of the oven-
dried sample and the air-dry mass before drying.
It is a number less than one, except when there
is no hygroscopic moisture.

14. Percentages of Soil in Suspension
14.1 Calculate the oven-dry mass of soil used

in the hydrometer analysis by multiplying the
air-dry mass by the hygroscopic moisture correc-

0422

lion factor.
14.2 Calculate the mass of a total sample rep-

resented by the mass of soil used in the hydrom-
eter test, by dividing the oven-dry mass used by
the percentage passing the No. 10 (2.00-mm)
sieve, and multiplying the result by 100. This
value is the weight W in the equation for per-
centage remaining in suspension.

14.3 The percentage of soil remaining in sus-
pension at the level at which the hydrometer is
measuring the density of the suspension may be
calculated as follows (Note 13): For hydrometer
151H:

f - K 100OOO/HO x GKG - cox* - d)
Non 13—The bracketed portion of the equation

for hydrometer IMH is constant faraKrie* of rcadinp
and may be calculated dm and then multiplied by the
portion ia the paremhem.
For hydrometer I52H:

f-UU/HOx 100
where:
a " correction faction to be applied to the read-

ing of hydrometer 152H. (Values shown on
the scale are computed using a specific grav-
ity of 2.6S. Correction factors are given in
Table 1).

P - percentage of soil remaining in suspension
at the level at which the hydrometer mea-
sures the density of the suspension,

R " hydrometer reading with composite correc-
tion applied (Section 7X

W • oven-dry mass of soil in a total test sample
represented by mass of sofl dispersed (see
14.2). g,

G -specific gravity of the soil particles, and
Ci - specific gravity of the liquid in which soil

panicles are suspended. Use numerical
value of one in both instances in the equa-
tion. In the first instance any possible vari-
ation produces no significant effect, and in
the second instance, toe composite correc-
tion for R is based on a value of one for C,.

IS. Diameter of SoU Particles
IS.) The diameter of a panicle corresponding

to the percentage indicated by a given hydrome-
ter reading shall be calculated according to
Stokes' law (Note 14). on the basis that a panicle
of this diameter was at the surface of the suspen-
sion at the beginning of sedimentation and had
settled to the level at which the hydrometer is
measuring the density of the suspension. Accord-
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ing to Stokes' law:
D - V(30fl/98<XG - G,)] x LJT

where:
D * diameter of panicle, mm,
n - coefficient of viscosity of the suspending

medium (in this case water) in poises (varies
with changes in temperature of the sus-
pending medium),

L - distance from the surface of the suspension
to the level at which the density of the
suspension is being measured, cm. (For a
given hydrometer and sedimentation cyl-
inder, values vary according to the hydrom-
eter readings. This distance is known as
effective depth (Table 2)),

T - interval of time from beginning of sedimen-
tation to the taking of the reading, min,

C - specific gravity of soil panicles, and
Gi • specific gravity (relative density) of sus-

pending medium (value may be used as
1.000 for all practical purposes).

NOTE 14—Since Stoke*' law comidcn the terminal
velocity of a single sphere falling in an infinity of liquid.
the sizes calculated represent the diameter of spheres
that would (all at the same nie as the soil particles.

15.2 For convenience in calculations the
above equation may be written as follows:

0- KJLJf
where:
K » constant depending on the temperature of

the suspension and the specific gravity of
the soil panicles. Values of K for a range of
temperatures and specific gravities are given
in Table 3. The value of K does not change
for a series of readings constituting a ten,
while values of L and Tdo vary.

15.3 Values of D may be computed with suf-
ficient accuracy, using an ordinary 10-in. slide
rule.

Nort 1)—The value at Lit divided by T using the
A- and A-iales. the square root being indicated on the
D-scale. Without asceruimni the value of the square
root it may be multiplied by K. uani either the C- or
Cr-scale.

16. Sieve Analysis Values for Portion Finer than
No. 10 (2.00-mm) Sieve

16.1 Calculation of percentages passing the
various sieves used in sieving the portion of the
sample from the hydrometer test involves several
steps. The first step is to calculate the mass of the

fraction that would have been retained on the
No. 10 sieve had it not been removed. This mass
is equal to the total percentage retained on the
No. 10 sieve (100 minus total percentage passi ng)
limes the mass of the total sample represented
by the mass of soil used (as calculated in 14.2),
and the result divided by 100.

16.2 Calculate next the total mass passing the
No. 200 sieve. Add together the fractional masses
retained on all the sieves, including the No. 10
sieve, and subtract this sum from the mass of the
total sample (as calculated in 14.2).

16.3 Calculate next the total masses passing
each of the other sieves, in a manner similar to
that given in 12.1

16.4 Calculate last ihe total percentages pass-
ing by dividing the total mass passing (as calcu-
lated in 16.3) by the total mass of sample (as
calculated in 14.2), and multiply the result by
100.
17. Graph

17.1 When the hydrometer analysis is per-
formed, a graph of the test results shall be made,
plotting the diameters of the panicles on a loga-
rithmic scale as the abscissa and the percentages
smaller than the corresponding diameters to an
arithmetic scale as the ordinate. When the hy-
drometer analysis is not made on a portion of
the soil, the preparation of the graph is optional,
since values may be secured directly from tabu-
lated data.
18. Report

18.1 The report shall include the following:
18.1.1 Maximum size of panicles,
18.1.2 Percentage passing (or retained on)

each sieve, which may be tabulated or presented
by plotting on a graph (Note 16),

18.1.3 Description of sand and gravel pani-
cles:

18.1.3.1 Shape—rounded or angular.
18.1.3.2 Hardness—hard and durable, soft, or

weathered and friable,
18.1.4 Specific gravity, if unusually high or

low,
18.1.5 Any difficulty in dispersing the fraction

passing the No. 10 (2.00-mm) sieve, indicating
any change in type and amount of dispersing
agent, and

18.1.6 The dispersion device used and the
length of the dispersion period.
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NOTE 16—This tabulation of (raph represents the
gradation of the sampk tested. If panicles latter than
thote contained in the sample were removed before
tesunf. the repon shall so sute |>vmi the amount and
maximum size.

18.2 For materials tested for compliance with
definite specification*, the fractions called for in
such specifications shall be reported. The frac-
tions smaller than the No. 10 sieve shall be read
from the graph.

18.3 For materials for which compliance with
definite specifications is not indicated and when
the soil is composed almost entirely of panicles
passing, the No. 4 (4.75-mm) sieve, the results
read from the graph may be reported as follows:
(/) Gravel passing 3-in. and retained on _

No,4sjevt " • • • *
(2) Sand, pasana No. 4 sieve and re- ^

tained on No. 200 sieve
(a) Coarse sand, passinf No. 4 sieve .

and retained on No. 10 sieve
(ft) Medium sand, passint No. 10

sieve and retained on No. 40 . . . . . %
sieve

(f) Fine land, passint No. 40 sieve .
and retained on No. 200 sieve ' ' ' ' '

(3) Silt sin. 0.074 to O.OOS mm ..... %

(*) Clay size, smaller than 0.005 mm . . . . %
Colloids, smaller than 0.001 mm . . . . . %

18.4 For materials for which compliance with
definite specifications is not indicated and when
the soil contains material retained on the No. 4
sieve sufficient to require a sieve analysts on that
portion, the results may' be reported as follows
(Note 17):

Sitvt ANALYSIS

Sieve Size
Percentaee

Passint
J-in.
2-in.
ivi-ta.
I -in.

No. 4 (4.7J-mm)
No. 10 aOO-mm)
No.40(425*m)
Na200(75-|im)

HromoMcna ANALYSIS
0.074 mm . . . . . . . . . .
O.OOS mm . . . . . . . . . .
0.001 mm . . . . . . . . . .

Non 17—No. I (2,36-mm) and No. 50 (300-vm)
sieves may be substituted for No. 10 and No. 40 sieves.
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TABLE J V«l»« «f K far UM • £•*•>>•• '•• €•• itr «f Parbch U H«4rowm Aulvth

Tcmptmun•c
16
17
II
It
20

21
23
2)
24
23

2*
27
21
It
X

243
0.01310
0.0131 1
0.014*2
0.01474
0.0143*

0.01431
O.OM2I
0.01404
04131*
0.01172

0.01337
0.01342
O.OIJ27
0.01312
0.012*1

Specific Gnvny oT Soil Pamela
130

0.01303
OOI4M
0.01447
0.0144*
O.OI4JI

0.01414
OOfJ*7
0411*1
0.01363
0.01 J4»

0.01 JJ4
0.0131*
0.01204
0.012*0
0.01276

2.33
001411
0.01462
0.01443
0.01423
0.01401

0.013*1
0.01374
0.01 351
0.01342
0.01127

0.01312
0.012*7
0.01213
0.0126*
0.01236

2.60
0.01437
0.0143*
0.01421
0.01401
0.01 M6

0.0116*
0.01351
04)1337
041121
0.01 106

0.012*1
0.01277
041264
0.0124*
0.01 216

263
0.014]}
041417
0.011**
O.OI1U
041163

0.0134*
0.01112
0.01117
041101
041216

0.01272
0.01231
001244
0.01230
0.01217

:.TO
0.01414
0.011*6
0.01171
0.01361
0.01144

041321
0.01312
0.012*7
041 212
041267

0.01233
0.0123*
0.01233
0.01212
0411**

2.73
0.013*4
041376
0.0133*
041142
04U23

04130*
041294
0.0127*
0.01264
0.0124*

0.01213
0.01221
0.0120*
0.011*5
0.01 112

2.10
0.01174
0.01336
0.0113*
0.1323
0.01307

0.012*1
0.01276
041261
041246
041232

041211
041204
041 l*t
0.0 II 71
041163

215
001354
0.01131
0.01121
0.01303
0.01219

0.0127]
0.01231
0.01241
0.01229
0.01213

041201
0.01 III
0.01 173
041162
0.0114*

-No. 18 8W Co-0.049*

Chrom*

(0) (b)

0.001
041

044*
1.24

0.203
3.16

ft
117 1*4

PIC I DMB«fS*Tfa«FM4l«
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Designation: 0 4318 - 84

Standard Test Method for
LIQUID LIMIT, PLASTIC LIMIT, AND PLASTICITY INDEX OF
SOILS1

j is issued under the fined designation D 43 1 8; the number immediately following the designation indicates the year of
I * jjopiion or. in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval.
"'̂ vtipl epsilon (<) indicates an editorial change since the last revision or reapproval.

,; mihod has been approved for use by agencies of the Department of Defense and for listing in the DoD Index a/Specifications

1.1.3 The procedure for calculating the plas-
ticity index is given in Section 19.

1.2 The liquid limit and plastic limit of soils
(along with the shrinkage limit) are often collec-
tively referred to as the Atterberg limits in rec-
ognition of their formation by Swedish soil sci-
entist, A. Atterberg. These limits distinguish the
boundaries of the several consistency states of
plastic soils.

1.3 As used in this test method, soil is any
natural aggregation of mineral or organic mate-
rials, mixtures of such materials, or artificial mix-
tures of aggregates and natural mineral and or-
ganic particles.

1.4 The multipoint liquid limit procedure is
somewhat more time consuming than the one-
point procedure when both are performed by
experienced operators. However, the one-point
procedure requires the operator to judge when
the test specimen is approximately at its liquid
limit. In cases where this is not done reliably, the
multipoint procedure is as fast as the one-point
procedure and provides additional precision due
to the information obtained from additional
trials. It is particularly recommended that the
multipoint procedure be used by inexperienced
operators.

1.5 The correlations on which the calculations
of the one-point procedure are based may not be
valid for certain soils, such as organic soils or

vope
I This test method covers the determination

, tt liquid limit, plastic limit, and the plasticity
^•v of soils as defined in Section 3.

. I . I Two procedures for preparing test spec-
r,:ns and two procedures for performing the
„, jj limit are provided as follows:

Multipoint test using a wet preparation
procedure, described in Sections I O.I, II,
and 12.
Multipoint test using a dry preparation
procedure, described in Sections 10.2, 11,
and 12.
One-point test using a wet preparation pro-
cedure, described in Sections 13, 14, and
15.
One-point test using a dry preparation pro-
cedure, described in Sections 13, 14, and
15.

"V procedure to be used shall be specified by
| -: requesting authority. If no procedure is spec-
•d. Procedure A shall be used.

VOTE I—Prior to the adoption of this test method,
. uned grooving tool was specified as part of the
curatus for performing the liquid limit test The
.ncd tool is not considered to be as accurate as the
'j: tool described in 6.2 since it does not control the
j-piti of the soil in the liquid limit cup. However, there
i- some data which indicate that typically the liquid
in is slightly increased when the flat tool is used

•'U-ad of the curved tool.

I 1.2 The plastic limit test procedure is de-
•nhed in Sections 16, 17, and 18. The plastic
•nn test is performed on material prepared for
•t liquid limit test. In effect, there are two

• '"cedures for preparing test specimens for the
• J1>nc limit test.

1 This test method is under the jurisdiction of ASTM Com-
mittee D-18 on Soil and Rock and is the direct responsibility of
Subcommittee D18.03 on Texture. Plasticity and Density Char-
acteristics of Soils.

Current edition approved Oct. 26. 1984. Published December
1984. Originally published as D 4318 - 83. Last previous edition
D43I8-83'1.



soils from a marine environment. The liquid
limit of these soils should therefore be deter-
mined by the multipoint procedure (Procedure
A).

1.6 The liquid and plastic limits of many soils
that have been allowed to dry before testing may
be considerably different from values obtained
on undried samples. If the liquid and plastic
limits of soils are used to correlate or estimate
the engineering behavior of soils in their natural
moist state, samples should not be permitted to
dry before testing unless data on dried samples
are specifically desired.

1.7 The composition and concentration of
soluble salts in a soil affect the values of the
liquid and plastic limits as well as the water
content values of soils (see Method D2216).
Special consideration should therefore be given
to soils from a marine environment or other
sources where high soluble salt concentrations
may be present. The degree to which the salts
present in these soils are diluted or concentrated
must be given consideration if meaningful results
are to be obtained.

1.8 Since the tests described herein are per-
formed only on that portion of a soil which passes
the 425-tim (No. 40) sieve, the relative contri-
bution of this portion of the soil to the properties
of the sample as a whole must be considered
when using these tests to evaluate the properties
of a soil.

1.9 The values stated in acceptable metric
units are to be regarded as the standard. The
values given in parentheses are for information
only.

1.10 This standard may involve hazardous
materials, operations, and equipment. This
standard does not purport to address all of the
safety problems associated with its use. It is the
responsibility of whoever uses this standard to
consult and establish appropriate safety and
health practices and determine the applicability
of regulatory limitations prior to use.

2. Applicable Documents
2.1 ASTM Standards:
C 702 Methods for Reducing Field Samples of

Aggregate to Testing Size2

D 75 Practice for Sampling Aggregates1

D 420 Recommended Practice for Investigat-
ing and Sampling Soil and Rock for Engi-
neering Purposes4

D4318

D653 Terms and Symbols Relating
and Rock4

D 1241 Specification for Materials fb?
Aggregate Subbase, Base, and Si
Courses4

D 2216 Method for Laboratory
of Water (Moisture) Content of Soil,
and Soil-Aggregate Mixtures4

D 2240 Test Method for Rubber
Durometer Hardness9 . ^

D 2487 Test Method for Classification °
for Engineering Purposes4

D 2488 Practice for Description and
cation of Soils (Visual-Manual

D 3282 Practice for Classification of Soi£
Soil-Aggregate Mixtures for Highway
struction Purposes4

E 11 Specification for Wire-Cloth
Testing Purposes6

£ 3 1 9 Methods of Testing Single-,
ances*

E 898 Method of Testing Top-Loading.'
reel-Reading Laboratory Scales and
ances*

3. Definitions
3.1 Atterberg limits—originally, seven "limb

of consistency" of fine-grained soils were defined
by Albert Atterberg. In current engineering usajs,
the term usually refers only to the liquid Knit,
plastic limit, and in some references, the shrink-
age limit. \

3.2 consistency—the relative ease with whkfc
a soil can be deformed. "^

3.3 liquid limit (LL)—the water content, •
percent, of a soil at the arbitrarily defined bou^
ary between the liquid and plastic states.,]^
water content is defined as the water content *
which a pat of soil placed in a standard cupiitt)
cut by a groove of standard dimensions will ,80*
together at the base of the groove for a distance
of 13 mm 0/2 in.) when subjected to 25 sbodb
from the cup being dropped 10 mm in a standard
liquid limit apparatus operated at a rate ofl
shocks per second.

D4318
I

_______
————————— ':<*.

'Annual Book of ASTM Standards, Vot 04.02. :',{*
'Annual Book of ASTM Standards, VoU 04.02.04.03. «*

04.08. -"»
4 Annual Book of ASTM Standards, Vol 04.08. >V
'Annual Book ofASTM Standards, V<A 09.01. .\i
• Annual Book of ASTM Standards, Vol 14.02. '•"

MOTE 2—The undrained shear strength of soil at the
i(j limit is considered to be 2 ±0.2 kPa (0.28 psi).

3.4 plastic limit (PL)—the water content, in
(x-rcent, of a soil at the boundary between the
plastic and brittle states. The water content at
(hjs boundary is the water content at which a soil
~,n no longer be deformed by rolling into 3.2
ir.m ('/* 'n-) 'n diameter threads without crum-
bling.

3.5 plastic soil—a soil which has a range of
*ater content over which it exhibits plasticity
jnd which will retain its shape on drying.

3.6 plasticity index (PI)—the range of water
aintent over which a soil behaves plastically.
Sumerically, it is the difference between the liq-
u,d limit and the plastic limit.

3.7 liquidity index—the ratio, expressed as a
percentage, of (/) the natural water content of a
y),| minus its plastic limit, to (2) its plasticity
index.

3.8 activity number (A)—the ratio of (/) the
plasticity index of a soil to (2) the percent by
weight of particles having an equivalent diameter
smaller than 0.002 mm.

4. Summary of Method
4.1 The sample is processed to remove any

material retained on a 425-u.m (No. 40) sieve.
The liquid limit is determined by performing
trials in which a portion of the sample is spread
m a brass cup, divided in two by a grooving tool,
and then allowed to flow together from the
shocks caused by repeatedly dropping the cup in
a standard mechanical device. The multipoint
liquid limit, Procedures A and B, requires three
or more trials over a range of water contents to
he performed and the data from the trials plotted
or calculated to make a relationship from which
the liquid limit is determined. The one-point
liquid limit, Procedures C and D, uses the data
from two trials at one water content multiplied
by a correction factor to determine the liquid
limit.

4.2 The plastic limit is determined by alter-
nately pressing together and rolling into a 3.2
mm C/s in.) diameter thread a small portion of
plastic soil until its water content is reduced to a
point at which the thread crumbles and is no
longer able to be pressed together and rerolled.
The water content of the soil at this stage is
reported as the plastic limit.

4.3 The plasticity index is calculated as the
difference between the liquid limit and the plastic
limit.

5. Significance and Use
5.1 This test method is used as an integral pan

of several engineering classification systems to
characterize the fine-grained fractions of soils (see
Test Method D 2487 and Practice D 3282) and
to specify the fine-grained fraction of construc-
tion materials (see Specification D 1241). The
liquid limit, plastic limit, and plasticity index of
soils are also used extensively, either individually
or together with other soil properties to correlate
with engineering behavior such as compressibil-
ity, permeability, compactibility, shrink-swell,
and shear strength.

5.2 The liquid and plastic limits of a soil can
be used with the natural water content of the soil
to express its relative consistency or liquidity
index and can be used with the percentage finer
than 2-um size to determine its activity number.

5.3 The one-point liquid limit procedure is
frequently used for routine classification pur-
poses. When greater precision is required, as
when used for the acceptance of a material or for
correlation with other test data, the multipoint
procedure should be used.

5.4 These methods are sometimes used to
evaluate the weathering characteristics of clay-
shale materials. When subjected to repeated wet-
ting and drying cycles, the liquid limits of these
materials tend to increase. The amount of in-
crease is considered to be a measure of a shale's
susceptibility to weathering.

5.5 The liquid limit of a soil containing sub-
stantial amounts of organic matter decreases dra-
matically when the soil is oven-dried before test-
ing. Comparison of the liquid limit of a sample
before and after oven-drying can therefore be
used as a qualitative measure of organic matter
content of a soil.

6. Apparatus
6.1 Liquid Limit Device—A mechanical de-

vice consisting of a brass cup suspended from a
carriage designed to control its drop onto a hard
rubber base. A drawing showing the essential
features of the device and the critical dimensions
is given in Fig. 1. The design of the device may
vary provided that the essential functions are



preserved. The device may be operated either by
a hand crank or by an electric motor.

6.1.1 Base—The base shall be hard rubber
having a D Durometer hardness of 80 to 90, and
a resilience such that an 8-mm (VW-in.) diameter
polished steel ball, when dropped from a height
of 25 cm (9.84 in.) will have an average rebound
of at least 80 % but no more than 90 %. The tests
shall be conducted on the finished base with feet
attached.

6.1.2 Feet—The base shall be supported by
rubber feet designed to provide isolation of the
base from the work surface and having an A
Durometer hardness no greater than 60 as mea-
sured on the finished feet attached to the base.

6.1.3 Cup—The cup shall be brass and have a
weight, including cup hanger, of 185 to 215 g.

6.1.4 Cam—The cam shall raise the cup
smoothly and continuously to its maximum
height, over a distance of at least 180* of cam
rotation. The preferred cam motion is a uni-
formly accelerated lift curve. The design of the
cam and follower combination shall be such that
there is no upward or downward velocity of the
cup when the cam follower leaves the cam.

NOTE 3—The cam and follower design in Fig. 1 is
for uniformly accelerated (parabolic) motion after con-
tact and assures that the cup has no velocity at drop
off. Other cam designs also provide this feature and
may be used. However, if the cam-follower lift pattern
is not known, zero velocity at drop off can be assured
by carefully filing or machining the cam and follower
so that the cup height remains constant over the last 20
to 45* of cam rotation.

6.1.5 Carriage—The cup carriage shall be
constructed in a way that allows convenient but
secure adjustment of the height of drop of the
cup to 10 mm (0.394 in.). The cup hanger shall
be attached to the carriage by means of a pin
which allows removal of the cup and cup hanger
for cleaning and inspection.

6.1.6 Optional Motor Drive—As an alterna-
tive to the hand crank shown in Fig. I, the device
may be equipped with a motor to turn the cam.
Such a,motor must turn the cam at 2 ±0.1
revolutions per second, and must be isolated
from the rest of the device by rubber mounts or
in some other way that prevents vibration from
the motor being transmitted to the rest of the
apparatus. It must be equipped with an ON-OFF
switch and a means of conveniently positioning
the cam for height of drop adjustments. The
results obtained using a motor-driven device

D4318

must not differ from those obtained
manually operated device.

6.2 Flat Grooving Tool—A grooving tool i
ing dimensions shown in Fig. 2. The too]:
be made of plastic or noncorroding metal-!
design of the tool may vary as long as the i
dimensions are maintained. The tool mayj
need not, incorporate the gage for adjustii
height of drop of the liquid limit device.

6.3 Gage—A metal gage block for adji
the height of drop of the cup, having the
sions shown in Fig. 3. The design of the tool JL
vary provided the gage will rest securely oif]
base without being susceptible to rocking!*
the edge which contacts the cup during
ment is straight, at least 10 mm (Vs in.) wide,}
without bevel or radius.

6.4 Containers—Small corrosion-i
containers with snug-fitting lids for water i
specimens. Aluminum or stainless steel cans!
cm (1 in.) high by 5 cm (2 in.) in diameter"
appropriate.

6.5 Balance—A balance readable to at
0.01 g and having an accuracy of 0.03 g
three standard deviations within the range of n»
Within any 15-g range, a difference between reu-
ings shall be accurate within 0.01 g (Notes 4 fed
5).

NOTE 4—See Methods E 898 and E 319 for
planation of terms relating to balance perfc

NOTE 5—For frequent use, a top-loading type
ance with automatic load indication, readable to Ml
g, and having an index of precision (standard deviatioi)
of 0.003 or better is most suitable for this methoL
However, nonautomatic indicating equal-arm analyti-
cal balances and some small equal arm top pan balatitl
having readabilities and sensitivities of 0.002 g orl
provide the required accuracy when used with a
set of ASTM Class 4 (National Bureau of
Class P) or better. Ordinary commercial and
type balances such as beam balances are not
for this method.

6.6 Storage Container—A container in
to store the prepared soil specimen that will;
contaminate the specimen in any way, and »
prevents moisture loss. A porcelain,
plastic dish about 11.4 cm (4'A in.) in dial
and a plastic bag large enough to enclose thei
and be folded over is adequate.

6.7 Ground Glass Plate—A ground glass p
at least 30 cm (12 in.) square by 1 cm (%'
thick for mixing soil and rolling plastic "
threads. "Tf

6.8 Spatula—A spatula or pill knife having*

l,lade about 2 cm (J/4 in.) wide by about 10 cm
(4 in.) l°n£- 'n addition, a spatula having a blade
jbout 2.5 cm (1 in.) wide and 15 cm (6 in.) long
has been found useful for initial mixing of sam-
ples.

6.9 Sieve—A. 20.3 cm (8 in.) diameter, 425-
um (No. 40) sieve conforming to the require-
ments of Specification E 11 and having a rim at
least 5 cm (2 in.) above the mesh. A 2-mm (No.
10) sieve meeting the same requirements may
jlso be needed.

6.10 Wash Bottle, or similar container for
adding controlled amounts of water to soil and
cashing fines from coarse particles.

6.11 Drying Oven—A thermostatically con-
trolled oven, preferably of the forced-draft type,
capable of continuously maintaining a tempera-
iure of 110 ±5*C throughout the drying chamber.
The oven shall be equipped with a thermometer
or suitable range and accuracy for monitoring
oven temperature.

6.12 Washing Pan—A round, flat-bottomed
[tan at least 7.6 cm (3 in.) deep, slightly larger at
the bottom than a 20.3-cm (8-in.) diameter sieve.

6.13 Rod (optional)—A metal or plastic rod
or tube 3.2 mm ('/i in.) in diameter and about 10
i-m (4 in.) long for judging the size of plastic limit
threads.

7. Materials
7.1 A supply of distilled or demineralized wa-

ter.

8. Sampling
8.1 Samples may be taken from any location

that satisfies testing needs. However, Methods
C702, and Practice D75, and Recommended
Practice D 420 should be used as guides for se-
lecting and preserving samples from various
types of sampling operations. Samples which will
be prepared using the wet preparation procedure,
10.1, must be kept at their natural water content
prior to preparation.

8.2 Where sampling operations have pre-
served the natural stratification of a sample, the
various strata must be kept separated and tests
performed on the particular stratum of interest
with as little contamination as possible from
other strata. Where a mixture of materials will
he used in construction, combine the various
components in such proportions that the result-
Jit sample represents the actual construction
case.
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8.3 Where data from this test method are to
be used for correlation with other laboratory or
field test data, use the same material as used for
these tests where possible.

8.4 Obtain a representative portion from the
total sample sufficient to provide 150 to 200 g of
material passing the 425-um (No. 40) sieve. Free
flowing samples may be reduced by the methods
of quartering or splitting. Cohesive samples shall
be mixed thoroughly in a pan with a spatula, or
scoop and a representative portion scooped from
the total mass by making one or more sweeps
with a scoop through the mixed mass.

9. Calibration of Apparatus
9.1 Inspection of Wear:
9.1.1 Liquid Limit Device—Determine that

the liquid limit device is clean and in good work-
ing order. The following specific points should
be checked:

9.1.1.1 Wear of Base—The spot on the base
where the cup makes contact should be worn no
greater than 10 mm (% in.) in diameter. If the
wear spot is greater than this, the base can be
machined to remove the worn spot provided the
resurfacing does not make the base thinner than
specified in 6.1 and the other dimensional rela-
tionships are maintained.

9.1.1.2 Wear of Cup—The cup must be re-
placed when the grooving tool has worn a de-
pression in the cup 0.1 mm (0.004 in.) deep or
when the edge of the cup has been reduced to
half its original thickness. Verify that the cup is
firmly attached to the cup hanger.

9.1.1.3 Wear of Cup Hanger— Verify that the
cup hanger pivot does not bind and is not worn
to an extent that allows more than 3-mm ('/i-in.)
side-to-side movement of the lowest point on the
rim.

9.1.1.4 Wear of Cam—The cam shall not be
worn to an extent that the cup drops before the
cup hanger (cam follower) loses contact with the
cam.

9.1.2 Grooving Tools—Inspect grooving tools
for wear on a frequent and regular basis. The
rapidity of wear depends on the material from
which the tool is made and the types of soils
being tested. Sandy soils cause rapid wear of
grooving tools; therefore, when testing these ma-
terials, tools should be inspected more frequently
than for other soils. Any tool with a tip width
greater than 2.1 mm must not be used. The depth



of the tip of the grooving tool must be 7.9 to 8.1
mm.

NOTE 6—The width of the tip of grooving tools is
conveniently checked using a pocket-sized measuring
magnifier equipped with a millimetre scale. Magnifiers
of this type are available from most laboratory supply
companies. The depth of the tip of grooving tools can
be checked using the depth measuring feature of vernier
calipers.

9.2 Adjustment of Height of Drop—Adjust the
height of drop of the cup so that the point on the
cup that comes in contact with the base rises to
a height of 10 ±0.2 mm. See Fig. 4 for proper
location of the gage relative to the cup during
adjustment.

NOTE 7—A convenient procedure for adjusting the
height of drop is as follows: place a piece of masking
tape across the outside bottom of the cup parallel with
the axis of the cup hanger pivot. The edge of the tape
away from the cup hanger should bisect the spot on the
cup that contacts the base. For new cups, placing a
piece of carbon paper on the base and allowing the cup
to drop several times will mark the contact spot. Attach
the cup to the device and turn the crank until the cup
is raised to its maximum height. Slide the height gage
under the cup from the front, and observe whether the
gage contacts the cup or the tape. See Fig. 4. If the tape
and cup are both contacted, the height of drop is
approximately correct. If not, adjust the cup until si-
multaneous contact is made. Check adjustment by
turning the crank at 2 revolutions per second while
holding the gage in position against the tape and cup.
If a ringing or clicking sound is heard without the cup
rising from the gage, the adjustment is correct If no
ringing is heard or if the cup rises from the gage, readjust
the height of drop. If the cup rocks on the gage during
this checking operation, the cam follower pivot is ex-
cessively worn and the worn parts should be replaced.
Always remove tape after completion of adjustment
operation.

MULTIPOINT LIQUID LIMIT—PROCEDURES
A AND B

10. Preparation of Test Specimens
10.1 Wet Preparation—Exccpl where the dry

method of specimen preparation is specified
(10.2), prepare specimens for test as described in
the following sections.

10.1.1 Samples Passing the 425-um (No. 40)
Sieve—When by visual and manual procedures
it is determined that the sample has little or no
material retained on a 425-um (No. 40) sieve,
prepare a specimen of 150 to 200 g by mixing
thoroughly with distilled or demineralized water
on the glass plate using the spatula. If desired,
soak soil in a storage dish with small amount of
water to soften the soil before the start of mixing.

not^i
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Adjust the water content of the soil to bri
a consistency that would require 25 to 35
of the liquid limit device to close the
(Note 8). If, during mixing, a small .
material is encountered that would be _„
on a 425-um (No. 40) sieve, remove these
cles by hand, if possible. If it is im.
remove the coarser material by hand,
small percentages (less than about I
coarser material by working the
through a 425-um (No. 40) sieve using a
rubber sheeting, rubber stopper, or other
ient device provided the operation does
tort the sieve or degrade material that _ _
retained if the washing method described
I O.I. 2 were used. If larger percentages of
material are encountered during mixing,
considered impractical to remove the
material by the methods just described, wash
sample as described in 10. 1. 2. When the
particles found during mixing are conc..,,.^
shells, or other fragile particles, do not crush the*
particles to make them pass a 425-um (No."4Qi
sieve, but remove by hand or by washing. PlaSfc
the mixed soil in the storage dish, cover to pr2
vent loss of moisture, and allow to stand for'it
least 16 h (overnight). After the standing periol
and immediately before starting the test, Oaf,
oughly remix the soil. Jf

NOTE 8— The time taken to adequately mix a Mi
will vary greatly, depending on the plasticity and initial
water content. Initial mixing times of more than 30 •*!
in may be needed for stiff, fat clays. *}

1 0. 1 .2 Samples Containing Material Retained
on a 425-um (No. 40) Sieve: ••• ^

10.1.2.1 Select a sufficient quantity of soil at
natural water content to provide 1 50 to 200 g of
material passing the 425-um (No. 40) sieve. Place
in a pan or dish and add sufficient water to cover
the soil. Allow to soak until all lumps have
softened and the fines no longer adhere to the
surfaces of the corase particles (Note 9). ^ £

NOTE 9— In some cases, the cations of salts preset*
in tap water will exchange with the natural cations it
the soil and significantly alter the test results should tap
water be used in the soaking and washing operations.
Unless it is known that such cations are not present in
the tap water, distilled or demineralized water should
be used. As a general rule, water containing more thu
100 mg/L of dissolved solids should not be used for
washing operations. 1,'

10. 1. 2.2 When the sample contains a large
percentage of material retained on the 425-um

^o 40) sieve, perform the following washing
)fK.ration in increments, washing no more than
\ 5 kg (I '°) °f material at one time. Place the
o5-um (No. 40) sieve in the bottom of the clean
_^n Pour me so'' water mixture onto the sieve,
if gravel or coarse sand particles are present, rinse
j> many of these as possible with small quantities
,f water from a wash bottle, and discard. Alter-
natively, pour the soil water mixture over a 2-
„,„! (No. 10) sieve nested atop the 425-um (No.
40) sieve, rinse the fine material through and
remove the 2-mm (No. 10) sieve. After washing
jnd removing as much of the coarser material as
possible, add sufficient water to the pan to bring
ihe level to about 13 mm (l/i in.) above the surface
of the 425-um (No. 40) sieve. Agitate the slurry
(iv stirring with the fingers while raising and
lowering the sieve in the pan and swirling the
suspension so that fine material is washed from
ihe coarser particles. Disaggregate fine soil lumps
that have not slaked by gently nibbing them over
the sieve with the fingertips. Complete the wash-
ing operation by raising the sieve above the water
surface and rinsing the material retained with a
small amount of clean water. Discard material
retained on the 425-jim (No. 40) sieve.

10.1.2.3 Reduce the water content of the ma-
terial passing the 425-um (No. 40) sieve until it
approaches the liquid limit. Reduction of water
content may be accomplished by one or a com-
bination of the following methods: (a) exposing
the air currents at ordinary room temperature,
(/>) exposing to warm air currents from a source
such as an electric hair dryer, (c) filtering in a
Buckner funnel or using filter candles, (d) de-
canting clear water from surface of suspension,
or (e) draining in a colander or plaster of paris
dish lined with high retentivity, high wet-strength
filter paper.7 If a plaster of paris dish is used, take
care that the dish never becomes sufficiently
saturated that it fails to actively absorb water into
its surface. Thoroughly dry dishes between uses.
During evaporation and cooling, stir the sample
often enough to prevent overdrying of the fringes
and soil pinnacles on the surface of the mixture.
For soil samples containing soluble salts, use a
method of water reduction such as a or b that
will not eliminate the soluble salts from the test
specimen.

10.1.2.4 Thoroughly mix the material passing
the 425-um (No. 40) sieve on the glass plate using
the spatula. Adjust the water content of the mix-
ture, if necessary, by adding small increments of
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distilled or demineralized water or by allowing
the mixture to dry at room temperature while
mixing on the glass plate. The soil should be at a
water content that will result in closure of the
groove in 25 to 35 blows. Return the mixed soil
to the mixing dish, cover to prevent loss of mois-
ture, and allow to stand for at least 16 h. After
the standing period, and immediately before
starting the test, remix the soil thoroughly.

10.2 Dry Preparation:
10.2.1 Select sufficient soil to provide 150 to

200 g of material passing the 425-um (No. 40)
sieve after processing. Dry the sample at room
temperature or in an oven at a temperature not
exceeding 60*C until the soil clods will pulverize
readily. Disaggregation is expedited if the sample
is not allowed to completely dry. However, the
soil should have a dry appearance when pulver-
ized. Pulverize the sample in a mortar with a
rubber tipped pestal or in some other way that
does not cause breakdown of individual grains.
When the coarse particles found during pulveri-
zation are concretions, shells, or other fragile
particles, do not crush these particles to make
them pass a 425-um (No. 40) sieve, but remove
by hand or other suitable means, such as washing.

10.2.2 Separate the sample on a 425-um (No.
40) sieve, shaking the sieve by hand to assure
thorough separation of the finer fraction. Return
the material retained on the 425-um (No. 40)
sieve to the pulverizing apparatus and repeat the
pulverizing and sieving operations as many times
as necessary to assure that all finer material has
been disaggregated and material retained on the
425-nm (No. 40) sieve consists only of individual
sand or gravel grains.

10.2.3 Place material remaining on the 425-
um (No. 40) sieve after the final pulverizing
operations in a dish and soak in a small amount
of water. Stir the soil water mixture and pour
over the 425-um (No. 40) sieve, catching the
water and any suspended fines in the washing
pan. Pour this suspension into a dish containing
the dry soil previously sieved through the 425-
um (No. 40) sieve. Discard material retained on
the 425-um (No. 40) sieve.

10.2.4 Adjust the water content as necessary
by drying as described in 10.1.2.3 or by mixing
on the glass plate, using the spatula while adding
increments of distilled or demineralized water,

'S and S 595 filler paper, available in 32-cm circles, has
proven satisfactory



until the soil is at a water content that will result
in closure of the groove in 25 to 35 blows.

I0.2.S Put soil in the storage dish, cover to
prevent loss of moisture and allow to stand for
at least 16 h. After the standing period, and
immediately before starting the test, thoroughly
remix the soil (Note 8).

11. Procedure
1 1 . 1 Place a portion of the prepared soil in

the cup of the liquid limit device at the point
where the cup rests on the base, squeeze it down,
and spread it into the cup to a depth of about 10
mm at its deepest point, tapering to form an
approximately horizontal surface. Take care to
eliminate air bubbles from the soil pat but form
the pat with as few strokes as possible. Heap the
unused soil on the glass plate and cover with the
inverted storage dish or a wet towel.

11.2 Form a groove in the soil pat by drawing
the tool, beveled edge forward, through the soil
on a line joining the highest point to the lowest
point on the rim of the cup. When cutting the
groove, hold the grooving tool against the surface
of the cup and draw in an arc, maintaining the
tool perpendicular to the surface of the cup
throughout its movement See Fig. 5. In soils
where a groove cannot be made in one stroke
without tearing the soil, cut the groove with
several strokes of the grooving tool. Alternatively,
cut the groove to slightly less than required di-
mensions with a spatula and use the grooving
tool to bring the groove to final dimensions.
Exercise extreme care to prevent sliding the soil
pat relative to the surface of the cup.

11.3 Verify that no crumbs of soil are present
on the base or the underside of the cup. Lift and
drop the cup by turning the crank at a rate of 1.9
to 2.1 drops per second until the two halves of
the soil pat come in contact at the bottom of the
groove along a distance of 13 mm (ft in.). See
Fig. 6.

MOTE 10—Use the end of the grooving tool, Fig. 2,
or • scale to verify that the groove has dosed 13 mm
(Viin.).

11.4 Verify that an air bubble has not caused
premature closing of the groove by observing that
both sides of the groove have flowed together
with approximately the same shape. If a bubble
has caused premature closing of the groove, re-
form the soil in the cup, adding a small amount
of soil to make up for that lost in the grooving

O

operation and repeat 11.1 to 11.3. If the.
slides on the surface of the cup, repeat 1
through 1 1.3 at a higher water content. If,
several trials at successively higher water
tents, the soil pat continues to slide in the cup!
if the number of blows required to close. |
groove is always less than 25, record that
liquid limit could not be determined, and
the soil as nonplastic without performing jj
plastic limit test.

1 1 .5 Record the number of drops, N, req
to close the groove. Remove a slice of soil arf
proximately the width of the spatula, extending
from edge to edge of the soil cake at right anglet
to the groove and including that portion of the'
groove in which the soil flowed together, place in
a weighed container, and cover. .-fl

1 1 .6 Return the soil remaining in the cup to
the glass plate. Wash and dry the cup and groov?
ing tool and reattach the cup to the carriagci
preparation for the next trial.

1 1.7 Remix the entire soil specimen on the
glass plate adding distilled water to increase the
water content of the soil and decrease the number
of blows required to close the groove. Repeal
11.1 through 1 1 .6 for at least two additional triab
producing successively lower numbers of blowi
to close the groove. One of the trials shall be for
a closure requiring 25 to 35 blows, one for closure
between 20 and 30 blows, and one trial font
closure requiring 15 to 25 blows. ijjjt

1 1 .8 Determine the water content, WN, of the
soil specimen from each trial in accordance with
Method D 22 1 6. Make all weighings on the same
balance. Initial weighings should be performed
immediately after completion of the test. If the
test is to be interrupted for more than about 15
min, the specimens already obtained should be
weighed at the time of the interruption. iljj

-'*'
12. Calculations ^

1 2. 1 Plot the relationship between the water
content, WN, and the corresponding number of
drops, N, of the cup on a semilogarithmic graph
with the water content as ordinates on the arith-
metical scale, and the number of drops as abscis-
sas on the logarithmic scale. Draw the best
straight line through the three or more plotted
points. '1

1 2.2 Take the water content corresponding to
the intersection of the line with the 25-drop
abscissa as the liquid limit of the soil. Computa-

tional methods may be substituted for the graph-
ical method for fitting a straight line to the data
and determining the liquid limit.
ONE-POINT LIQUID LIMIT—PROCEDURES

C AND D

13. Preparation of Test Specimens
13.1 Prepare the specimen in the same man-

ner as described in Section 10, except that at
mixing, adjust the water content to a consistency
requiring 20 to 30 drops of the liquid limit cup
to close the groove.

14. Procedure
14.1 Proceed .as described in 11.1 through

11.5 except that the number of blows required to
close the groove shall be 20 to 30. If less than 20
or more than 30 blows are required, adjust the
water content of the soil and repeat the proce-
dure.

14.2 Immediately after removing a water
content specimen as described in 11.5, reform
the soil in the cup, adding a small amount of
soil to make up for that lost in the grooving and
water content sampling operations. Repeat 11.2
through 11.5, and, if the second closing of the
groove requires the same number of drops or no
more than two drops difference, secure another
water content specimen. Otherwise, remix the
entire specimen and repeat.

NOTE II—Excessive drying or inadequate mixing
will cause the number of blows to vary.

14.3 Determine water contents of specimens
as described in 11.8.

15. Calculations
15.1 Determine the liquid limit for each water

content specimen using one of the following
equations:

WA—

where:
N = the number of blows causing closure of the

groove at water content,
W7* = water content, and
K = a factor given in Table 1.

The liquid limit is the average of the two trial
liquid limit values.

15.2 If the difference between the two trial
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liquid limit values is greater than one percentage
point, repeat the test.

PLASTIC LIMIT

16. Preparation of Test Specimen
16.1 Select a 20-g portion of soil from the

material prepared for the liquid limit test, either
after the second mixing before the test, or from
the soil remaining after completion of the test.
Reduce the water content of the soil to a consist-
ency at which it can be rolled without sticking to
the hands by spreading and mixing continuously
on the glass plate. The drying process may be
accelerated by exposing the soil to the air current
from an electric fan, or by blotting with paper
that does not add any fiber to the soil, such as
hard surface paper toweling or high wet strength
filter paper.

17. Procedure
17.1 From the 20-g mass, select a portion of

1.5 to 2.0 g. Form the test specimen into an
ellipsoidal mass. Roll this mass between the palm
or fingers and the ground-glass plate with just
sufficient pressure to roll the mass into a thread
of uniform diameter throughout its length (Note
12). The thread shall be further deformed on
each stroke so that its diameter is continuously
reduced and its length extended until the diam-
eter reaches 3.2 ±0.5 mm (0.125 ±.020 in.),
taking no more than 2 min (Note 13). The
amount of hand or finger pressure required will
vary greatly, according to the soil. Fragile soils of
low plasticity are best rolled under the outer edge
of the palm or at the base of the thumb.

NOTE 12—A normal rate of rolling for most soils
should be 80 to 90 strokes per minute, counting a
stroke as one complete motion of the hand forward and
back to the starting position. This rate of rolling may
have to be decreased for very fragile soils.

NOTE 13—A 3.2-mm ('A-in.) diameter rod or tube
is useful for frequent comparison with the soil thread
to ascertain when the thread has reached the proper
diameter, especially for inexperienced operators.

17.1.1 When the diameter of the thread be-
comes 3.2 mm, break the thread into several
pieces. Squeeze the pieces together, knead be-
tween the thumb and first finger of each hand,
reform into an ellipsoidal mass, and reroll. Con-
tinue this alternate rolling to a thread 3.2 mm in
diameter, gathering together, kneading and re-
rolling, until the thread crumbles under the pres-



sure required for rolling and the soil can no
longer be rolled into a 3.2-mm diameter thread
(See fig. 7). It has no significance if the thread
breaks into threads of shorter length. Roll each
of these shorter threads to 3.2 mm in diameter.
The only requirement for continuing the test is
that they are able to be reformed into an ellip-
soidal mass and rolled out again. The operator
shall at no time attempt to produce failure at
exactly 3.2 mm diameter by allowing the thread
to reach 3.2 mm, then reducing the rate of rolling
or the hand pressure, or both, while continuing
the rolling without further deformation until the
thread falls apart. It is permissible, however, to
reduce the total amount of deformation for feebly
plastic soils by making the initial diameter of the
ellipsoidal mass nearer to the required 3.2-mm
final diameter. If crumbling occurs when the
thread has a diameter greater than 3.2 mm, this
shall be considered a satisfactory end point, pro-
vided the soil has been previously rolled into a
thread 3.2 mm in diameter. Crumbling of the
thread will manifest itself differently with the
various types of soil. Some soils fall apart in
numerous small aggregations of particles, others
may form an outside tubular layer that starts
splitting at both ends. The splitting progresses
toward the middle, and finally, the thread falls
apart in many small platy particles. Fat clay soils
require much pressure to deform the thread,
particularly as they approach the plastic limit!
With these soils, the thread breaks into a series
of barrel-shaped segments about 3.2 to 9.5 mm
(Vi to % in.) in length.

17.2 Gather the portions of the crumbled
thread together and place in a weighed container.
Immediately cover the container.

17.3 Select another 1.5 to 2.0 g portion of soil
from the original 20-g specimen and repeat the
operations described in 17.1 and 17.2 until the
container has at least 6 g of soil.

17.4 Repeat 17.1 through 17.3 to make an-
other container holding at least 6 g of soil. De-
termine the water content, in percent, of the soil
contained in the containers in accordance with
Method D 2216. Make all weighings on the same
balance.
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18. Calculations
18.1 Compute the average of the two]

contents. If the difference between the two'
contents is greater than two percentage t"
repeat the test. The plastic limit is the av
the two water contents.

PLASTICITY INDEX

19. Calculations
19.1 Calculate the plasticity index as foOq

PI = LL- PL
where:
LL = the liquid limit,
PL = the plastic limit

Both LL and PL are whole numbers. If,
the liquid limit or plastic limit could n
determined, or if the plastic limit is equal «,
greater than the liquid limit, report the sofl'at
nonplastic, NP.

20. Report

20.1 Report the following information: ;q|
20.1.1 Sample identifying information, ^
20.1.2 Any special specimen selection proce*

used, such as removal of sand lenses from undis-
turbed sample, ~

20.1.3 Report sample as airdried if the sample
was airdried before or during preparation, ,T»

20.1.4 Liquid limit, plastic limit, and plastic-
ity index to the nearest whole number and omit-
ting the percent designation. If the liquid limit or
plastic limit tests could not be performed, or if
the plastic limit is equal to or greater than the
liquid limit, report the soil as nonplastic, NP.j

20.1.5 An estimate of the percentage of sam-
ple retained on the 425-um (No. 40) sieve, and

20.1.6 Procedure by which liquid limit was
performed, if it differs from the multipoint
method.

NOTE 14—The intent of performing two plastic
limit trials is to verify the consistency of the test results.
It is acceptable practice to perform only one plastic
limit trial when the consistency in the test results can
be confirmed by other means.

21. Precision and Bias
21.1 No interlaboratory testing program has

as yet been conducted using this test method to
determine mult (laboratory precision.

21.2 The within laboratory precision of the
results of tests performed by different operators
at one laboratory on two soils using Procedure A
for the liquid limit is shown in Table 2.

TABLE I F«ctonhrObtaU«LlvMLI^tfrM Water
Co.l««t ud Nnbcr of Drop* Cua« Omra *f Cram
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TABLE 2 Witkk Laboratory Predsioi for UaaU Limb

N
(Number of Drops)

Avenge Value, i
(Factor for Liquid Limit)

Standard
Deviation, 5

20
21
22
23
24
25
26
27
28
29
30

0.974
0.979
0.98S
0.990
0.995
1.000
1.005
1.009
1.014
1.018
1.022

Soil A:
PL
LL

SoilB:
PL
LL

21.9
27.9

20.1
32.6

1.07
1.07

1.21
0.98



DIMENSIONS
LETTER
MM

LETTER
M M

A*
54
± 0.5

N
24

e *
2
± O.I

P
28

C*
27

, ± 0.5
/?

24

£°
56
± 2.0
r

45

F
32

U *
47

± 1.0

6
10

V
3.8

H
16

W
13

J"
60

± 1.0
z

6.5

K A

50
± 2.0

L f l

150
± 2.0

V*
125
± 2.0

ESSENTIAL DIMENSIONS

V DIAMETER
CRS OR BRASS PIN

CAM
ANGLE

DEGREES
0

30

60
90

120
150
180
210
240
270
300
330
360

CAM
RADIUS

0.742 R

0.753 R
0.764 R
0.77 3 R
0.784 R

0.796 R
0.8 1 8 R
0.8 54 R
0.901 R
0.94 5 R
0.974 R
0.995R

I.OOOR

-HARD RUBBER BASE CONFORMING ^SOFT RUBBER CONFORMING TO
TO SPECIFICATION IN 6.1.1 SPECIFICATION IN 6.1.2
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POINT WHERE
CUP CONTACTS BASE

HEIGHT GAUGE

•C7

-MASKING TAPE APPLIED AS
IN ADJUSTMENT OPERATION

FIG. 4 Calibration for Height of Drop

AID

FIG. S Grooved Soil Pal in Liquid Limit Device
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FIG. 6 Soil Pal After Groove Has Closed
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Designation: 01557-78 An American National £

Standard Test Methods for
MOISTURE-DENSITY RELATIONS OF SOILS AND SOIL-
AGGREGATE MIXTURES USING 10-lb (4.54-kg) RAMMEF
AND 18-ln. (457-mm) DROP1

This standard is issued under the fixed designation D 1537; the number immediately following the designation indicant
year of original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year o"
reapprovaH A superscript epsilon (<) indicates an editorial change since the last revision or reapproval.

These methods have been approved for use by agencies of the Department of Defense and for listing in the DoD /ndu(
Specifications and Standards.

I. Scope
1.1 These laboratory compaction methods

cover the determination of the relationship be-
tween the moisture content and density of soils
and soil-aggregate mixtures (Note 1) when
compacted in a mold of a given size with a 10-
lb (4.54-kg) rammer dropped from a height of
18 in. (457 mm) (Note 2). Four alternative
procedures are provided as follows:

1.1.1 Method A—A 4-in. (101.6-mm) mold;
material passing a No. 4 (4.75-mm) sieve;

1.1.2 Method B—A 6-in. (152.4-mm) mold;
material passing a No. 4 (4.75-mm) sieve;

1.1.3 Method C—A 6-in. (152.4-mm) mold;
material passing a %-in. (19.0-mm) sieve; and

1.1.4 Method fl— A 6-in. (152.4-mm) mold;
material passing a %-in. (19.0-mm) sieve, cor-
rected by replacement for material retained on
a %-in. sieve.

NOTE I—Soils and soil-aggregate mixtures should
be regarded as natural occurring fine- or coarse-
grained soils or composites or mixtures of natural
soils, or mixtures of natural and processed soils or
aggregates such as sill, gravel, or crushed rock.

NOTE 2—These laboratory compaction test meth-
ods when used on soils and soil-aggregates which are
not free-draining will, in most cases, establish a well-
defined optimum moisture content and maximum
density (see Section 7). However, for free-draining
soils and soil-aggregate mixtures, these methods will
not, in many cases, produce a well-defined moisture-
density relationship and the maximum density ob-
tained will generally be less than that obtained by
vibratory methods.

1.2 The method to be used should be indi-
cated in the specifications for the material being
tested. If no method is specified, the provisions

of Section 5 shall govern.

2. Applicable Documents
2.1 ASTM Standards:
C 127 Test Method for Specific Gravity i

Absorption of Coarse Aggregate2

D 854 Test Method for Specific Gravity (
Soils3

D2168 Methods for Calibration of Lab
lory Mechanical-Rammer Soil Con
tors3

D2216 Method for Laboratory Detern
tion of Water (Moisture) Content of S
Rock, and Soil-Aggregate Mixtures3

D2487 Test Method for Classification i
Soils for Engineering Purposes3

D2488 Practice for Description and Identi
cation of Soils (Visual-Manual Procedun

E 11 Specification for Wire-Cloth Sieves I
Testing Purposes'

3. Apparatus
3.1 Molds:— The molds shall be cylindri

in shupc, made of rigid metal and be with
the capacity and dimensions indicated in 3.1
or 3.1.2. The molds may be the "split" typ
consisting e i ther of two half- round scctio
or a section of pipe split along one elemen

' These methods are under the jurisdiction of ASTM <
mittec D-18 on Soil and Rock.

Current edition approved April 27, 1978. Published J
1978. Originally published as D 1 5 5 7 - 5 8 T. Last
edition D1557-70 .

1 Annual Boat of ASTM Standards, Vol 04.02.
'Annual Book of ASTM Standards, Vol 04.08.
' Annual Book of ASTM Standards, Vols 04.01,04.02,0

05.05. and 14.02.
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id) can be securely locked together to form
finder meet ing the requirements of this
on. The molds may also be the "taper"
, providing the in ternal diameter taper is

brm and is not more than 0,200 in . / l inear
6.7 mm/l inear m) of mold height, bach
I shall have a base plate assembly and an
ision collar assembly, both made of rigid

,J and constructed so they can be securely
ched to or detached from the mold. The

i collar assembly shall have a height
ng above the top of the mold of at least

. (50 mm) which may include an upper
t, i that flares out to form a funnel provid-
| there is at least a %-in. (19-mm) straight

drical section beneath it.
.1.1.1 Mold. 4.0 in. (101 .6 mm) in diame-
1T,having a capacity of 'no ± 0.0004 ft : l (944

II cnr') and conforming to 1 ig. I .
( 1.1.2 Mold. 6.0 in. ( 1 5 2 . 4 mm) in diame-
jr, having a capaci ty ol ' / n .u . i ± 0.0009 IV
P124 ± 25 c m ' ) and c o n f o r m i n g to 1 ig. 2.

1.1.3 The average i n t e r n a l d iameter ,
_.0ht, and vo lume of each mold shall be
(eiermined before i n i t i a l use and at i n t e rva l s

(exceeding 1000 times the mold is f i l l ed ,
.tmold volume shall be calculated from the
rtrage of at least six i n t e rna l diameter and
Jte height measurements made to the near-

iO.OOl in. (0.02 m m ) , or from the amount
Iwater required to completely f i l l the mold,

•ected for temperature var iance in accord-
. wi th Table 1 . If the average i n t e r n a l
meter and volume are not w i t h i n the tol-
. ;es shown in Hgs. 1 or 2. the mold shall
I be used. The determined volume shall be
_j in computing the required densities.
3.2 Rammer—T\v: rammer may be e i ther
Biually operated (see 3.2.1) or mechani-
„/operated (see 3.2.2). The rammer shall
J freely through a distance of 18.0 ± ' / i * in.
157.2 ± 1.6 mm) from the surface of the

cimen. The manufactured weight of the
nmer shall be 10.00 ± 0.02 Ib (4.54 ±

kg). The specimen contact face shall be

3.2.1 Manual Rammer—The specimen
jntact face shall be circular w i th a diameter
f2.000 ± 0.005 in. (50.80 ± 0.13 mm).
.j rammer shall be equipped w i t h a guide-

Jtve which shall provide suff icient clearance
Hhat the free fa l l of the rammer shaft and

1 will not.be restricted. The guidesleeve

shall have four ven t holes at each end (eight
holes total) located w i t h centers J/4 ± ' / i 6 in.
(19.0 ± 1.6 mm) from each end and spaced
90 deg apart . The minimum diameter of the
v e n t holes shall be •'/» in. (9.5 mm).

3.2.2 Mechanical Rammer— The rammer
shall operate mechanically in such a manner
as to provide un i form and complete coverage
of the specimen surface. There shall be 0.10
± 0.03 in. (2.5 ± 0.8 mm) clearance between
the rammer and the inside surface of the mold
at its smallest diameter. When used with the
4.0-in. (101.6-mm) mold, the specimen con-
tact lace shall be circular wi th a diameter of
2.000 ± 0.005 in. (50.80 ± 0.13 mm). When
used w i t h the 6.0-in. (152.4-mm) mold, the
specimen contact face shall have the shape of
u section of u circle of a radius equal to 2.90
± 0.02 in. (73.7 ± 0.5 mm) . The sector face
rammer shall operate in such a manner that
the vertex of the sector is positioned at the
center of the specimen. The mechanical ram-
mer shall be calibrated and adjusted, as nec-
essary, in accordance wi th 3.2.3.

3.2.3 Calibration and Adjustment — The
mechanical rammer shall be calibrated, and
adjusted as necessary, before in i t ia l use; near
the end of each period during which the mold
was tilled 1000 times; before reuse after any-
thing, including repairs, which may affect the
test results s ignif icant ly ; and whenever the
test results are questionable, bach calibration
and adjustment shall be in accordance w i t h
Methods D 2168.

3.3 Sample Extruder (optional)—A jack,
frame, or other device adapted for the purpose
of extruding compacted specimens from the
mold.

3.4 Balances — A balance or scale of at
least 20-kg capacity sensitive to ±1 g and a
balance of at least 1000-g capacity sensitive
to ±0.01 g.

3.5 Drying Oven, thermostatically-con-
trolled, preferably of the forced-draft type,
capable of maintaining a temperature of 230
± 9CF (110 ± 5CC) for determining the mois-
ture content of the compacted specimen.

3.6 Straightedge —A. stiff metal straight-
edge of any convenient length but not less
than 10 in. (254 mm). The scraping edge shall
have a straightness tolerance of ±0.005 in.
(±0.13 mm) and shall be beveled if it is
thicker then '/» in. (3 mm).
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3.7 Sieves, 3-in. (75-mm), %-in. (19.0-mm),

and No. 4 (4.75-mm), conforming to the re-
quirements of Specification E l l .

3.8 Mixing Tools — Miscellaneous tools
such as mix ing pan, spoon, t r o w e l , spa tu la ,
etc., or a su i tab le mechanical device for thor-
oughly m i x i n g the sample of soil w i t h incre-
ments of wa te r .

4. Procedure
4.1 Specimen Preparation—Select a repre-

sentative portion of quantity adequate to pro-
vide, after sieving, an amount of material weigh-
ing as follows: Methods A—25 Ib (11 kg); Meth-
ods B, C, and D—50 Ib (23 kg). Prepare speci-
mens in accordance with either 4.1.1 through
4.1.3 or 4.1.4.

4.1.1 Dry Preparation Procedure—If the sam-
ple is too damp to be friable, reduce the moisture
content by drying until the material is friable; see
4.1.2. Drying may be in air or by the use of a
drying apparatus such that the temperature of
the sample does not exceed HOT (60°C). After
drying (if required), thoroughly break up the
aggregations in such a manner as to avoid reduc-
ing the natural size of the particles. Pass the
material through the specified sieve as follows:
Methods A and B—No. 4 (4.75-mm); Methods
C and D—3/4-in. (19.0-mm). Correct for oversize
material in accordance with Section 5, if Method
D is specified.

4.1.2 Whenever practicable, soils classified as
ML, CL, OL, GC, SC, MH, CH, OH and PT by
Test Method D 2487 shall be prepared in accord-
ance with 4.1.4.

4.1.3 Prepare a series of at least four speci-
mens by adding increasing amounts of water to
each sample so that the moisture contents vary
by approximately I'/i %. The moisture contents
selected shall bracket the optimum moisture con-
tent, thus providing specimens which, when com-
pacted, will increase in mass to the maximum
density and then decrease in density (see 7.2 and
7.3). Thoroughly mix each specimen to ensure
even distribution of moisture throughout and
then place in a separate covered container and
allow to stand prior to compaction in accordance
with Table 2. For the purpose of selecting a
standing time, it is not required to perform the
actual classification procedures described in Test
Method D2487 (except in the case of referee

r
testing), if previous data exist which provide a
basis for classifying the sample.

4.1.4 Moist Preparation Method—The fol-
lowing alternate procedure is recommended for
soils classified as ML, CL, OL, GC, SC, MH,
CH, OH and PT by Test Method D2487. With-'
out previously drying the sample, pass it through
the 3/4-in. (19.0-mm) and No. 4 (4.75-mm)sieves;
Correct for oversize material in accordance with
Section 5, if Method D is specified. Prepare 1
series of at least four specimens having moisture'
contents that vary by approximately 1 '/2 %. The
moisture contents selected shall bracket the op-
t imum moisture content, thus providing speci-
mens which, when compacted, will increase in'
mass to the maximum density and then decrease'
in density (see 7.2 and 7.3). To obtain the appro-1
priate moisture content of each specimen, the
addition of a predetermined amount of water;
(see 4.1.3) or the removal of a predetermined
amount of moisture by drying may be necessary.
Drying may be in air or by the use of a drying
apparatus such that the temperature of the spec-
imen does not exceed 140°F(60°C). The prepared
specimens shall then be thoroughly mixed and
stand, as specified in 4.1.3 and Table 2, prior to
compaction.

NOTE 3 — W i t h practice, it is usually possible to
v i s u a l l y judge the point of opt imum moisture
closely enough so thai the prepared specimens win
bracket the point of optimum moisture content.

4.2 Specimen Compaction—Select the
proper compaction mold, in accordance with
the method being used, and a t tach the mold
extension collar. Compact each specimen in
f i v e layers of approximate ly equal height,
bach layer shall receive 25 blows in the case
of the 4-in. (101.6-mm) mold; each layer shall
receive 56 blows in the case of the 6-in.
(152 .4 -mm) mold. The to ta l amount of ma-
te r ia l used shall be such tha t the f i f t h com-
pacted layer is s l igh t ly above the top of the
mold, but not exceeding 'n in. (6 mm).
During compaction the mold shall rest on a
uniform rigid foundat ion, such as provided by
a cylinder or cube of concrete weighing not
less than 200 Ib (91 kg).

4.2.1 In operating the manual rammer,
care shall be taken to avoid rebound of the
rammer from the top end of the guidesleeve.
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Ike guidesleeve sha l l he held s teady and
iilhin 5 deg of the v e r t i c a l . The b lows sha l l
K applied at a u n i f o r m rate not exceeding
fproximatcly 1.4 s per blow and in such a
lanner as to p rov ide complete and u n i f o r m
average of the specimen sur face .
4.2.2 Mold Sizes—The mold size used shall

leas follows: Method A, 4-in. (101.6-mm);
Methods B, C, and D 6-in. (152.4-mm).

4.2.3 1-ollowmg compact ion, remove the
oiension collar; c a r e l u l l y t r i m the compacted
specimen e v e n w i t h the top ol the mold by
leans of the s t raightedge and de termine the
•ass of the specimen. Div ide the mass of the
ompacted specimen and mold, minus the
•ass of the mold, by the vo lume of the mold

3.1.3). Record the result as the wet
falsity, ym. in pounds per cubic foot (or
kilograms per cubic m e t r e ) of the compacted
ipecimen.

4.2.4 Remove the mater ia l from the mold.
Determine moisture content in accordance
with Method D 2 2 1 6 , using c i t he r the whole
compacted specimen or a l t e r n a t i v e l y a repre-
senta t ive specimen of the whole specimen.
The whole specimen must be used w h e n the
permeabili ty of the compacted specimen is
high enough so that the moisture content is
tot distributed u n i f o r m l y throughout . If the
whole specimen is used, break it up to faci l i -

:late drying. Obtain the representa t ive speci-
nen by slicing the compacted specimen axia l ly
through the center and r emov ing 100 to 500
jof mater ia l from one of the cut laces.

4.2.5 Repeat 4.2 through 4.2.4 for each
specimen prepared.

5. Overside Corrections
5.1 If 30 c,'< or more of the sample is

retained on a l / j - i n . (19.0-mm) s ieve , then
Done of the methods described under these
methods shall be used for the de t e rmina t ion
of either m a x i m u m densi ty or o p t i m u m mois-
ture content .

5.2 Method.', A tinil W — T h e ma te r i a l re-
tained on the No. 4 (4.75-mm) sieve is dis-
carded and no overs i /c correction is made.
However , i t is recommended tha t i l the
amount of m a t e r i a l re ta ined is 7 ','< or greater .
Method C be used ins tead .

5.3 Mi'lliod (. - I he m a t e r i a l r e ta ined on
the ' /4-in. ( l y . O - m m ) s ieve is discarded and
no overside correction is made. H o w e v e r , i l

the amount of mater ia l retained is 10 % or
greater , it is recommended that Method D be
used instead.

5.4 Method D:
5.4 .1 This method shall not be used unless

the amount of mater ial retained on the ' /4-in.
(19.0-mm) sieve is 10 % or greater. \Vhen
the amount of mater ia l retained on the ' /4-in.
sieve is less than 10 %, use Method C.

5.4.2 Pass the mater ia l retained on the '/4-
in . (19.0-mm) sieve through a 3 - i n . o r 7 5 - m m
sieve. Discard the material retained on the 3-
m. s ieve . The material passing the 3-in. sieve
and retained on the '/4-in. sieve shall be
replaced w i t h an equal amount of material
passing a ' /4-in. sieve and retained on a No. 4
(4.75-mm) sieve, The material for replace-
ment shall be taken from an unused portion
of the sample.

6. Calculations
6.1 Calculate the moisture content and the

dry density of each compacted specimen as
follows:

w = [(A - B)/(B - O] x 100

and
y,, = [y ,„/(" + 100)] x 100

where:
w = moisture content in percent of the com-

pacted specimens,
A = mass of contained and moist specimen,
B = mass of container and oven-dried spec-

imen,
C = mass of container,
yd = dry density, in pounds per cubic foot (or

kilograms per cubic metre) of the com-
pacted specimen, and

ym = wet density, in pounds per cubic foot (or
kilograms per cubic metre) of the com-
pacted specimen.

7. Moisture-Density Relationship
7.1 From the data obtained in 6.1, plot the

dry density va lues as ordinates w i t h corre-
sponding moisture contents as abscissas. Draw
a smooth curve connecting the plotted points.
Also draw a curve termed the "curve of com-
plete saturation" or "zero air voids curve" on
this plot. This curve represents the relationship
between dry density and corresponding mois-
ture contents when the voids are completely
filled with water. Values of dry density and
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corresponding moisture contents for plotting
the curve of complete saturation can be com-
puted using the following equation:

= [(62.4/y.,) - 100

where:
wal = moisture content in percent for com-

plete saturation,
7</ = dry density in pounds per cubic foot (or

kilograms per cubic metre),
(7, = specific gravity of the material being

tested (see Note 4), and
62.4 = density of water in pounds per cubic

foot (or kilograms per cubic metre).
NOTE 4 — The specific gravity of the maleriaJ can

either be assumed or based on the weighted average
values of: (a) the specific gravity of the material passing
the No. 4 (4.75-mm) sieve in accordance with Test
Method D854; and (/>) the apparent specific gravity of
Ihc material retained on the No. 4 (4.75-mm) sieve in
accordance with Test Method C 127.

7.2 Optimum Moisture Content, w0 — The
moisture content corresponding to the peak of
the curve drawn as directed in 7.1 shall be
termed the "optimum moisture content."

7.3 Maximum Density, yma* — The dry den-
sity in pounds per cubic foot (or kilograms per
cubic metre) of the sample at "optimum mois-
ture content" shall be termed "maximum
density."

8. Report

8. 1 The report shall include the following:

TABLE 1 Volume of Water per Grain based on
Temperature'

Temperature, °C CF)
12(53.6)
14(57.2)
16(608)
18(64.4)
20 (68.0)
22(71.6)
24 (75.2)
26 (78.8)
28 (82.4)
30 (86.0)
32 (89.6)

Volume of Water, ml/g

1.00048
1.00073
1.00103
100138
100177
1.00221
1.00268
1.00320
1.00375
1.00435
1.00497

•* Values other than shown may be obtained by referring
to the Handbook of Chemistry and Physics, Chemical Rub-
ber Publishing Co.. Cleveland, OH.

r i ( f (
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8 . 1 . 1 Method used (Method A. B, t, or
D).

8.1.2 Opt imum moisture content .
8.1.3 Max imum density.
8.1.4 Description of rummer (whether

manua l or mechanical).
8.1.5 Description of appearance of mate-

rial used in test, based on Practice D2488 (Test
Method D 2487 may be used as an alternative).

8.1.6 Origin of mater ial used in test.
8.1.7 Preparat ion procedure used (moist

or d ry) .

9. Precision

9.1 Cri ter ia for j udg ing the acceptabili ty of
the max imum densi ty and op t imum moisture
content test results arc given in Table 3. The
standard deviation s is calculated from the
equation:

l

I Single-operator precision:
Maximum density
Optimum moisture content

Mvllilaboratory precision:
Maximum density
Optimum moisture content

±1.66
±0.86

1.9
9.5

4.0
15.0

n - 1

where:
n — number of determinations;
x — individual value of each determination;

and
x = numerical average of the determinations.

9.2 Cri ter ia for assigning standard devia-
tion values for single-operator precision are
not available at the present time.

TABLE 2 Dry Preparation Method - Standing Times

Classification D 2487

GW, GP. SW, SP
GM.SM
ML. CL.OL.GC, SC
MH.CH.OH. PT

Minimum Standing Time,
h

no requirement
3

I X
36
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TABLE 3 Precision
TABLE 4 Metric Equivalents for Figs. 1 and Z

pressed as
Percent of

Mean Value*

4 This column indicates a l imi t ing range of values which
should not be exceeded by the difference between any two
results, expressed as a percentage of the average value. In
cooperative test programs it has been determined that 95 %
of the tests do not exceed the l imi t ing acceptable ranges
shown below. All values shown in this table arc based on
average test results from a variety of different soils and are
subject to fu ture revision.

0.016
0.026
Vn
'/i.
'/»
'/«
"/n
'It
*h
'1,
2
2'li
4
4V<
4ft
4.584
6
6'/2

8
ft3

'/,!>

0.004
Vii. j i i
0.0009

0.41
0.66
0.8
1.6
3.2
6.4
8.7
9.5

12.7
15.9
50.8
63.5

101.6
108.0
114.3
116.43
152.4
165.1
203.2

cm1

944
11

2124
25

CD

EXTENSION

Relieve this joint

1/8"

May b« welded

XV* alternate construction, extension
may b« held down with ear • type
damp, similar to those used on mold

— 3/8"
——1/4"

1/8" D. with 4 - 48 thd. Protect 1/16" to form
catch for extension clamp. Place three 120°
apart (Not req'd if ear - type clamp used I

Ear - type clamp

1/32"

NOTE 1 The tolerance on the height is governed by the allowable volume and diameter tolerances
NOTE 2- The methods shown Tor attaching ihe extension collar to the mold and the mold to the base plate are

:ommended. However, other methods are acceptable, providing the attachments are equally as rigid as those shown.
FIG. I Cylindrical Mold, 4.0-in. for Soil Tests (see Tabk 4 for metric equivalents).
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N O I E I —The tolerance on the height is governed by the al lowable vo lume and diameter lolerancev
Nuit 2 - The methods btumn lor at taching the extension collar to the mold and the mold lo the base plate art

commended. However, other methods are acceptable, providing the attachments are equally as rigid as those shown.
HG. 2 Cylindrical Mold, 6.0-in. for Soil Tests (see Table 4 for metric equivalents).

The American Society for Testing and Materials takes no position respecting the validity of any patent rights asserted it
connection with any item mentioned in this standard. Users of this standard are expressly advised that determination of the validit)
of any such patent rights, and the risk of infringement of such rights, are entirely their own responsibility.

This standard « subject to revision at any lime by the responsible technical committee and must be reviewed every five yean
and if not revised, either reapproved or withdrawn. Your comments are invited either for revision of this standard or for addilioad
standards and should be addressed to AS TM Headquarters. Your comments will receive careful consideration at a meeting o/rif
responsible technical committee, which you may attend. If you feel that your comments have not received a fair hearing you shovU
make your views known 10 the ASTM Committee on Standards, 1916 Race Si., Philadelphia, Pa. 1910).

Standard Test Method for
MOISTURE CONTENT PENETRATION RESISTANCE
RELATIONSHIPS OF FINE-GRAINED SOILS1

His standard is issued under the fixed designation D 1558; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number io parentheses indicates the year of last reapproval.
A superscript epsilon (i) indicates an editorial change since the last revision or reapproval.

Scope
1.1 This test method is for establishing the

moisture-penetration resistance relationships of
fine-grained soils as determined by the soil pen-
etrometer.

1.2 The values stated in inch-pound units are
to be regarded as the standard.

1.3 This standard may involve hazardous ma-
terials, operations, and equipment. This standard
foes not purpon lo address all of the safety prob-
lems associated with its use. It is the responsibil-
ity of whoever uses this standard to consult and
establish appropriate safely and health practices
and determine the applicability of regulatory limi-
tations prior to use.

2. Applicable Documents
2.1 ASTM Standards:
D698 Test Methods for Moisture-Density Re-

lations of Soils and Soil-Aggregate Mixtures,
Using 5.5-lb (2.49-kg) Rammer and 12-in.
(305-mm) Drop2

D2216 Method for Laboratory Determination
of Water (Moisture) Content of Soil, Rock,
and Soil-Aggregate Mixtures2

E 380 Metric Practice1

3. Significance and Use
3.1 This test method is used with Methods A —

and B of Test Methods D 698 to develop rela-
tionships between moisture content, density, and
penetration resistance. These relationships are
used with a previously prepared family of mois-
ture-penetration curves as a rapid field test to
determine the approximate amount of moisture
in the soil.

NOTE I—When a penetration-resistance measure-
ment of material in place is compared at a given mois-
ture content with penetration-density curves prepared
at a specified compactive effort, an approximate check
of compaction (density) may be obtained.

3.2 Penetration resistance determinations are
not reliable for very dry molded soil specimens
or very granular soils.

4. Apparatus
4.1 Moisture-Density Apparatus, conforming

to the requirements prescribed in Test Methods
D698.

4.2 Soil Penetrometer—A soil penetrometer
(Fig. 1) consisting of a special spring dynamom-
eter with pressure-indicating scale on the stem of
the handle. The pressure scale shall be graduated
to 90 Ib in 2-lb divisions with a line encircling
the stem at each 10-lb interval, or graduated to
40 kg in 1-kg divisions with a line encircling the
stem at each 5-kg interval. A sliding ring on the
stem shall indicate the maximum pressure ob-
tained in the test.

4.3 Set of Penetrometer Needles—Each pene-
trometer needle (Fig. t) shall consist of a shank
with a head of known end area. The set of
interchangeable needles shall include the sizes
given in Table 1. The needle shank shall have
graduations inscribed at intervals of '/: in. (10

' This test method is under the jurisdiction of ASTM Com-
mittee D-18 on Soil and Rock and is the direct responsibility of
Subcommittee DI8.08 on Special and Construction Control
Test*.Current edition approved May 25, 1984. Published July
1984. Originally published as D 1558 - 58. Last previous edition
D 1558-71 (1977).1 Annual Book of ASTM Standards, Vol 04.08.

' Annual Book of ASTM Standards, Vol 14.02. Excerpts in
all volumes.



ENGINEER MANUAL EM 1110-2-1906
30 November 1970

T ENGINEERING AND DESIGN

LABORATORY SOILS TESTING

HEADQUARTERS, DEPARTMENT OF THE ARMY
OFFICE OF THE CHIEF OF ENGINEERS



EM 1110-Z-1906
Appendix VII

30 Nov 70

the same as those described previously for each test.
6. PERMEABILITY TEST WITH PRESSURE CHAMBER. In the perme-

a b i l i t y test with a pressure chamber, see Figure 7, a cylindrical specimen

is conf ined in a rubber membrane and subjected to an external hydrostatic
pressure during the permeability test. The advantages of this type of

tes t are: (a) leakage along the sides of the specimen, which would occur

if the spec imen were tested in a permeameter, is prevented, and (b) the

specimen can be tested under conditions of loading expected in the field.

The tes t is appl icable pr imar i ly to cohesive soils in the undisturbed,

remolded , or compacted state. Complete saturation of the specimen, if it
is not f u l l y sa tura ted initially, is practically impossible. Consequently,

this test should be used only for soils that are fully saturated, unless

values of permeability are purposely desired for soils in an unsaturated

condition. The permeability test with the pressure chamber is usually
performed as a falling-head test.

The permeabil i ty specimens for use in the pressure chamber generally

should be 2.8 in. in diameter, as rubber membranes and equipment for

cu t t i ng and t r imming specimens of this size are available for triaxial

testing apparatus (see Appendix X, TRIAXIAL COMPRESSION TESTS). A

specimen length of about 4 in. is adequate. (The dimensions of a test
specimen may be varied if equipment and supplies are available to make

a suitable test setup.) The pressure in the chamber should not be less
than the maximum head on the specimen during the test. The other test

procedure and computations are the same as those described for the
fa l l ing-head test. The linear relation between permeability and void ratio

on a semilogarithmic plot as shown in Figure 6 is usually not applicable

to f ine -g ra ined soils, part icularly when compacted. Other methods of

p r e s e n t i n g permeabil i ty-void ratio data may be desirable.

7. PERMEABILITY TESTS WITH BACK PRESSURE.
ji. Description. Gas bubbles in the pores of a compacted or un-

disturbed specimen of fine-grained soil will invalidate the results of the

FBM 1110-2-
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permeability tests described in the preceding paragraphs. It is known

that an increase in pressure will cause a reduction in volume of gas bub-

bles and also an increased weight of gas dissolved in water. To each de-

gree of saturation there corresponds a certain additional pressure (back
pressure) which, if applied to the pore fluid of the specimen, will cause
complete saturation. The permeability test with back pressure is per-

formed in a pressure chamber such as that shown in Figure 8, utilizing

equipment that permits increasing the chamber pressure and pore pres-

sure simultaneously, maintaining their difference constant. The method

is generally applicable to f ine-grained soils that are not fully saturated.
Apparatus and procedures have been described by A. Casagrande~f and

L. Bjerrum and J. Huder.J
b. Procedure (see Fig. 8). The procedure shall consist of the

following steps:

(1) After having determined the dimensions and wet weight
of the test specimen, place it in the triaxial apparatus, using the same

procedure as for setting up a specimen for an R triaxial test with pore

pressure measurements except that filter strips should not be used
(see para 7, APPENDIX X, TRIAXIAL COMPRESSION TESTS).

(2) Saturate the specimen and verify 100 percent saturation

using the procedure described in paragraph 7_b, APPENDIX X, TRIAXIAL,

COMPRESSION TESTS. Burette "A" is utilized during this operation.
(3) With the drainage valves closed, increase the chamber

t Casagrande, A., "Third Progress Report on Investigation of Stress
Deformation and Strength Characteristics of Compacted Clays," Soil
Mechanics Series No. 70, Nov 1963, Harvard University, Cambridge,
Mass., pp 30 and 31.

t Bjerrum, L. and Huder, J., "Measurement of the Permeability of
Compacted Clays," Proceedings, Fourth International Conference on
Soil Mechanics and Foundation Engineering, London, Vol 1,
Aug 1957, pp 6-8.
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pressure to attain the desired effective consolidation pressure (chamber

pressure minus back pressure). At zero elapsed time, open valves E

and F.
(4) Record time, dial indicator reading, and burette reading

at elapsed times of 0, 15, and 30 sec, 1, 2, 4, 8, and 15 min, and 1, 2, 4,

and 8 hr, etc. Plot the dial indicator readings and burette readings on an

arithmetic scale versus elapsed time on a log scale. When the consoli-
dation curves indicate that primary consolidation is complete, close

valves E and F.

(5) Apply a pressure to burette B greater than that in
burette A. The difference between the pressures in burettes B and A

is equal to the head loss h; h divided by the height of the specimen after

consolidation, L , is the hydraulic gradient. The difference between the

two pressures should be kept as small as practicable, consistent with the

requirement that the rate of flow be large enough to make accurate

measurements of the quantity of flow within a reasonable period of time.

Because the difference in the two pressures may be very small in com-

parison to the pressures at the ends of the specimen, and because the
head loss must be maintained constant throughout the test, the difference
between the pressures within the burettes must be measured accurately;

a differential pressure gage is very useful for this purpose. The dif-
ference between the elevations of the water within the burettes should
also be considered (1 in. of water = 0.036 psi of pressure).

(6) Open valves D and F. Record the burette readings at any
zero elapsed time. Make readings of burettes A and B and of temperature

at various elapsed times (the interval between successive readings de-

pends upon the permeability of the soil and the dimensions of the speci-

men). Plot arithmetically the change in readings of both burettes versus
time. Continue making readings until the two curves become parallel

and straight over a sufficient length of time to accurately determine the

rate of flow (slope of the curves).
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(7) If it is desired to determine the permeability at several

void ratios, steps 3 through 6 can be repeated, using different consolida-

tion pressures in step 3.
(8) At the end of the permeability determinations, close all

drainage valves and reduce the chamber pressure to zero; disassemble

the apparatus.
(9) Determine the wet and dry weights of the specimen.

c^. Computations . The computations consist of the following

steps.

graph 3^

(1) Compute the test void ratios as outlined in para-

(2) Computations of coefficients of permeability are the
same as those described for the constant- head permeability test.
8. PERMEABILITY TESTS WITH CONSOLIDOMETER. A perme-

ability test in a consolidometer (see Appendix VIII, CONSOLIDATION

TEST) is essentially similar to that conducted in a pressure chamber,

except that the specimen is placed within a relatively rigid ring and is

loaded vertically. The test can be used as an alternate to the perme-

ability test in the pressure chamber. The test is applicable primarily

to cohesive soils in a fully saturated condition. Testing is usually per-
formed under falling -head conditions.

A schematic diagram of the consolidation apparatus set up for a
falling-head permeability test is shown in Figure 9. Identifying informa-
tion for the specimen and subsequent test data are entered on a data sheet

(Plate VII- 3 is a suggested form). The specimen should be placed in the

specimen ring and the apparatus assembled as outlined under Appen-
dix VIII, CONSOLIDATION TEST. The specimen is consolidated under
the desired load and the falling-head test is performed as previously

described. The
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to those used in the R test), apply 3-psi chamber pressure to the speci-

men with all drainage valves closed. Allow a minimum of 30 min for
stabilization of the specimen pore water pressure, measure AH, and

begin back-pressure procedures as given in paragraphs 7b(2)through

7b(5). After verification of saturation, and remeasurement of AH, close

all drainage lines leading to the back pressure and pore water measure-

ment apparatus. Holding the maximum applied back pressure constant,

increase the chamber pressure until the difference between the chamber

pressure and the back pressure equals the desired effective confining

pressure (see paragraph 5ji(5)). Then proceed as outlined in paragraphs

5_a(6) through 5_a(ll).
7. R TEST. All specimens must be completely saturated before appli-

cation of the deviator stress in the R test. A degree of saturation over

98 percent can be considered to represent a condition of essentially com-

plete saturation; if pore water pressures are to be measured during shear,

however, the specimens must be 100 percent saturated. Computations of
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b. Procedure. The procedure for the R test utilizing back

pressure for saturation shall consist of the following steps:

(1) Proceed as outlined in paragraphs 5a(l) through 5a(4),

wi th the exception that specimen bases and caps with porous inserts and

di-'iinage connections should be used and back pressure equipment should

be included as shown, in Figure 16. Saturated strips of filter paper (such
as Whatman's No. 54) placed beneath the membrane and extending f rom
the b?se along three-fourths of the specimen length will reduce the time
required for saturation and consolidation. These strips must neither

overlap and form a continuous circumferential coverage of the specimen
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Figure 16. Schematic diagram of typical triaxial compression
apparatus for R and S tests
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nor fo rm a continuous path between the base and the cap. Place saturated

f i l t e r paper disks having the same diameter as that of the specimen be-

tween the specimen and the base and cap; these disks will also facilitate r^>

moval of the specimen after the test. The drainage lines and the porous

inser ts should be completely saturated with deaired water. The drainage

lines should be as short as possible and made of thick-walled, small-bore

tubing to insure minimum elastic changes in volume due to changes in

pressure . Valves in the dra inage lines (valves E, F, and G in figure 16)

should preferably be of a type which wil l cause no discernible change of

internal volume when operated (such as the Teflon-packed ball valve made

by the Whitey Research Tool Co.). While mounting the specimen in the

compression chamber, care should be exercised to avoid entrapping any

air beneath the membrane or between the specimen and the base and cap.
(2) Estimate the magnitude of the required back pressure by

reference to Figure 15 or other theoretical relations. Specimens should

be completely saturated before any appreciable consolidation is per-

mitted, for ease and uniformity of saturation as well as to allow volume

changes during consolidation to be measured with the burette; there-

fore , the dif ference between the chamber pressure and the back pres-

sure should not exceed 5 psi during the saturation phase. To insure that
a specimen is not prestressed during the saturation phase, the ba.ck pres-

sure must be applied in small increments, with adequate time between

increments to permit equalization of pore water pressure throughout the

specimen.

(3) With all valves closed, adjust the pressure regulators to
a chamber pressure of about 7 psi and a back pressure of about 2 psi.

Record these pressures on the data sheet (Plate X-4). Now open valve A
to apply the preset pressure to the chamber fluid and simultaneously

open valve F to apply the back pressure through the specimen cap. Im-

mediately open valve G and read and record the pore pressure at the

specimen base. When the measured pore pressure becomes essentially

cons tan t , clos
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constant , close va lves F and Gt and record the buret te reading.

(4) l in ing the technique described in step (3) , increase the

chamber pressure and the back p re s su re in increments, maintaining the

back pressure at about 5 psi less than the chamber pressure . The size of

each increment might be 5, 10, or even 20 psi, depending on the compres-

sibility of the soil specimen and the magnitude of the desired consolidation

pressure. Open valve G and measure the pore pressure at the base im-

mediately upon application of each increment of back pressure and observe

the pore pressure until it becomes essentially constant. The time require^1

for stabilization of the pore pressure may range from a few minutes to

several hours depending on the permeability of the soil. Continue adding

increments of chamber pressure and back pressure until, under any iixcre -

ment, the pore pressure reading equals the applied back pressure im-
mediately upon opening valve G.

(5) Verify the completeness of saturation by closing valve F

and increasing the chamber pressure by about 5 psi. The specimen shall

not be considered completely saturated unless the increase in pore p r e s -
sure immediately equals the increase in chamber pressure.

(6) When the specimen is completely saturated, hold the max-

imum applied back pressure constant and increase the chamber pressure

until the difference between the chamber pressure and the back pressure
equals the desired consolidation pressure. Open valve F and permit the

specimen to consolidate (or swell) under the consolidation pressure.
Valve E may be opened to allow drainage from both ends of the specimen.

At increasing intervals of elapsed time (0.1, 0.2, 0.5, 1, 2, 4, 8, 15, and
30 min, 1, 2, 4, and 8 hr, etc.), observe and record (Plate X-5) the burette

readings and, if practicable, the dial indicator readings (it may be neces-

sary to force the piston down into contact with the specimen cap for each

| If an electrical pressure transducer is used to measure the pore pres-
sure, valve G may be safely left open during the entire saturation
procedure.
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reading). Plot the buret te readings (and dial indicator readings, if ta.ken)

versus the logarithm of elapsed time, as shown in Figure 5 of Appendix

VIII, CONSOLIDATION TEST. Allow consolidation to continue until a
marked reduction in slope of the curve shows that 100 percent primary

consolidation has been achieved.

(7) Close valve G, unless pore pressure measurements are
to be made during shear, and valves E and F, and proceed according to
paragraphs 5a(6) through 5a(10), except use a rate of strain for the R
test of about 0.5 percent per minute (for plastic materials) and about
0.3 percent per minute or less for brittle materials that achieve a maxi-
mum deviator stress at about 3 to 6 percent strain; the strain rate used
should result in a time to maximum deviator stress of approximately
30 min. Relatively pervious soils may be sheared in 1 5 min. These
rates of strain do not permit equalization of induced pore pressure
throughout the specimen and are too high to allow satisfactory pore pres-
sure measurements to be made at the specimen ends during shear.t
Therefore, these rates of strain are applicable only to R tests in which
no pore pressure measurements are made during shear. Where pore
pressure measurements are made at the ends of the specimens as in R
tests, the time to reach maximum deviator stress should generally be at
least 120 min; considerably longer time may be required for materials
of low permeability. For brittle soils (i.e., those in which the maximum
deviator stress is reached at 6 percent axial strain or less), after the
maximum deviator stress has been clearly defined, the rate of strain
may be increased so that the remainder of the test is completed in the
same length of time as that taken to reach maximum deviator stress.
However, for each group of tests in a given test program, at least
20 percent of the samples should be tested to final axial strain at rates
of strain outlined in the first sentence of this paragraph.

jc. Computations. The computations shall consist of the follow-
ing steps:

(1) From the observed data, compute and record on the data
sheet (Plate X- l ) the initial water content, volume of solids, initial void
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ratio, initial degree of saturation, and initial dry density, using the formu-

las previously presented.

(2) Compute the cross- sectional area of the specimen after

completion of consolidation according to the formula: "f
H -

Area of specimen after consolidation, A , sq cm = A —
o

or if the specimen is or has been completely saturated during the test, use

the more accurate formula:

V - V - AV
Area of specimen after consolidation, A , sq cm = —— TT ——— TTJ ———c rl - Arlo o

where V = initial volume of specimen, cc

V = initial volume of air in specimen, cc = V - V - Va r o s w
V - V - V = initial volume of specimen minus volume of solids minuso s w . ., . , , f

 c .initial volume of water

AV = change in volume of water in the specimen during the sat-
uration and consolidation phases of the test, cc. This
value may be computed from the change in weight of the
specimen before and after the test or from the burette
readings from the start of saturation on to the end of
consolidation

H = initial height of specimen, cm

AH = change in height of specimen during consolidation, cm

(3) Using the computed dimensions of the specimen after con-
solidation and assuming that the water content after consolidation is the

same as the final water content, compute the void ratio and degree of satu-

ration using formulas previously presented.

(4) Compute and record on the data sheet (Plate X - 2 ) the
axial strain, the corrected area, and the deviator stress at each increment

of strain, using the following formulas:

t This formula is based on the assumption that axial and radial strains
are equal during consolidation.
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Axial strain, £ = AH
H

Corrected area of specimen, A , sq cm = -;———c corr n 1 - £

Deviator stress, tons per sq ft = X 0.465
corr

where H = height of specimen af ter consolidation, cm = H - AH

P = net applied axial load, Ib (see paragraph 5b_(2))

(5) Record the time to failure on the data sheet (Plate X-2) .

(6) Correct the maximum deviator stress, if necessary, for

the effect of membrane restraint (see paragraph 5b_(4)).

d_. Presentation of Results. The results of the R test shall be

presented on the report form shown as Plate X-3 , as described in para-

graph 5c_. A sketch of each specimen af ter failure should be shown above

the Mohr circles. If pore pressure measurements were made during

shear, plot the induced pore pressure versus axial strain for each speci-

men below the s tress-strain curves. The procedures below should be fol-

lowed in drawing strength envelopes:

(1) Undisturbed specimens. For undisturbed specimens,

strength envelopes should be drawn tangent to the Mohr circles as shown

in Figures 17a and 17b.

(2) Compacted specimens. For compacted specimens,

strength envelopes should be drawn through points on the Mohr circles

representing stresses on the failure plane as shown in Figure 17c.

8. S TEST. The S test using triaxial equipment, as a rule, shall

be performed only with relatively pervious soils. The consolidation

of triaxial specimens of relatively impervious soils proceeds so slowly

that the time required to complete an S triaxial test inhibits its use in
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Designation: D 2216-SO An American National Standard

Standard Method for
LABORATORY DETERMINATION OF WATER (MOISTURE)
CONTENT OF SOIL, ROCK, AND SOIL-AGGREGATE
MIXTURES1

f his standard is issued under the Cued designation D 2216; the number immediately following the designation indicates the
,cii of original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last
Ifapproval. A superscript epsilon (c) indicates an editorial change since the last revision or reapproval.

1. Scope
1.1 This method covers the laboratory deter-

mination of the water (moisture) content of
soil, rock, and soil-aggregate mixtures by
weight. For simplicity, the word "material"
hereinafter refers to either soil, rock, or soil-
aggregate mixtures, whichever is most applica-
ble.

1.2 The water content of a material is de-
fined as the ratio, expressed as a percentage, of
the mass of "pore" or "free" water in a given
mass of material to the mass of the solid ma-
terial particles.

1.3 This method does not give true repre-
sentative results for: materials containing sig-
nificant amounts of halloysite, montmorillon-
ite, or gypsum minerals; highly organic soils;
or, materials in which the pore water contains
dissolved solids (such as salt in the case of
marine deposits). For a material of the previ-
ously mentioned types, a modified method of
testing or data calculation may be established
to give results consistent with the purpose of
ihe test.

2. Summary of Method
2.1 The practical application in determining

the water content of a material is to determine
the mass of water removed by drying the moist
material (test specimen) to a constant mass in
a drying oven controlled at 110 ± 5°C and to
use this value as the mass of water in the test
specimen. The mass of material remaining after
oven-drying is used as the mass of the solid
panicles.

3. Significance and Use
3.1 For many soil types, the water content is

one of the most significant index properties
used in establishing a correlation between soil
behavior and an index property.

3.2 The water content of a soil is used in
almost every equation expressing the phase
relationships of air, water, and solids in a given
volume of material.

3.3 In fine-grained (cohesive) soils, the con-
sistency of a given soil type depends on its
water content. The water content of a soil,
along with its liquid and plastic limit, is used to
express its relative consistency or liquidity in-
dex.

3.4 The term "water" as used in geotechnical
engineering, is typically assumed to be "pore"
or "free" water and not that which is hydrated
to the mineral surfaces. Therefore, the water
content of materials containing significant
amounts of hydrated water at in-situ tempera-
tures or less than 110°C can be misleading.

3.5 The term "solid particles" as used in
geotechnical engineering, is typically assumed
to mean naturally occurring mineral particles
that are not readily soluble in water. Therefore,
the water content of materials containing extra-
neous matter (such as cement, etc), water-sol-
uble matter (such as salt) and highly organic

1 This method is under the jurisdiction of ASTM Com-
mittee D-18 on Soil and Rock and is the direct responsibility
of Subcommittee D 18.03 on Texture, Plasticity and Density
Characteristics of Soils.

Current edition approved May 30, 1980. Published July
1980. Originally published as D 2216- 63 T. Last previous
edition D 2216-71.
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matter typically require special treatment or a
qualified definition of water content.

4. Apparatus
4.1 Drying Oven, thermostatically-con-

trolled, preferably of the forced-draft type, and
maintaining a uniform temperature of 110 ±
5°C throughout the drying chamber.

4.2 Balances, having a precision (repeatabil-
ity) of ±0.01 g for specimens having a mass of
200 g or less, ±0.1 g for specimens having a
mass of between 200 and 1000 g, or ± 1 g for
specimens having a mass greater than 1000 g.

4.3 Specimen Containers—Suitable con-
tainers made of material resistant to corrosion
and a change in mass upon repeated heating,
cooling, and cleaning. Containers with close-
fitting lids shall be used for testing specimens
having a mass of less than about 200 g; while
for specimens having a mass greater than about
200 g, containers without lids may be used
(Note I). One container is needed for each
water content determination.

NOTE 1—The purpose of close-fitting lids is to
prevent loss of moisture from specimens before initial
weighing and to prevent absorption of moisture from
the atmosphere following drying and before final
weighing.

4.4 Desiccator—A desiccator of suitable size
(a convenient size is 200 to 250-rnm diameter)
containing a hydrous silica gel. This equipment
is only recommended for use when containers
having close-fitting lids are not used. See 7.4.1.

5. Samples
5.1 Keep the samples that are stored prior to

testing in noncorrodible airtight containers at
a temperature between approximately 3 and
30°C and in an area that prevents direct contact
with sunlight.

5.2 The water content determination should
be done as soon as practicable after sampling,
especially if potentially corrodible containers
(such as steel thin-walled tubes, paint cans, etc.)
or sample bags are used.

6. Test Specimen
6.1 For water contents being determined in

conjunction with another ASTM method, the
method of specimen selection specified in that
method controls.

6.2 The manner in which the test SD
is selected and its required mass is
dependent on the purpose (application) of jj
test, type of material being tested, and the I
of sample (specimen from another test,
tube, split-barrel, etc.). In all cases, howe
representative portion of the total sample j
be selected. If a layered soil or more than <
soil type is encountered, select an average i
lion or individual portions or both, and ;
which portion(s) was tested in the report oft
results.

6.2.1 For bulk samples, select the test:
men from the material after it has been I
oughly mixed. The mass of moist material i
lected shall be in accordance with the foil
table:

Sieve Retaining More Than
About 10% of Simple
2.0 mm (No. 10) sieve
4.75 mm (No. 4) sieve
19mm
38 mm
76 mm

Recommended
Mass of Moist

g
100 to 200 '
300to500 1
500 to 1000

1500 to 3000
5000 to 10 000

6.2.2 For small (jar) samples, select a
sentative portion in accordance with the f<
ing procedure:

6.2.2.1 For cohesionless soils, thi
mix the material, then select a test si
having a mass of moist material in a
with the table in 6.2.1. See Note 2.

6.2.2.2 For cohesive soils, remove aboul
mm of material from the exposed periphery^
the sample and slice it in half (to check if tl_
material is layered) prior to selecting the tot,
specimen. If the soil is layered see 6.2. Th?
mass of moist material selected should not'b?
less than 25 g or should be in accordance wiuv
the table in 6.2.1 if coarse-grained particles are
noted. (Note 2). |{{1

6.3 Using a test specimen smaller than the.
minimum mass indicated previously requirer
discretion, though it may be adequate for thr
purpose of the test. A specimen having a mast
less than the previously indicated value shall
be noted in the report of the results. .111

NOTE 2—In many cases, when working with i
small sample containing a relatively large coarse-
grained particle, it is appropriate not to include this
particle in the test specimen. If this occurs, it should
be noted in the report of the results. I

7 procedure
7.1 Select representative test specimens in

accordance with Section 6.
7.2 Place the moist specimen in a clean, dry

container of known mass (Note 3), set the lid
securely in position, and determine the mass of
the container and moist material using an ap-
propriate balance (4.2). Record these values.

7.3 Remove the lid and place the container
*iih moist material in a drying oven main-
tained at 110 ± 5°C and dry to a constant mass
(Notes 4, 5, and 6).

NOTE 3—To assist in the oven-drying of large test
specimens, they should be placed in containers hav-
ing a large surface area (such as pans) and the
material broken up into smaller aggregations.

NOTE 4-The time required to obtain constant
mass will vary depending on the type of material,
size of specimen, oven type and capacity, and other
factors. The influence of these factors generally can
he established by good judgment, and experience
with the materials being tested and the apparatus
being used. In most cases, drying a test specimen over
night (about 16 h) is sufficient. In cases where there
is doubt concerning the adequacy of drying, drying
should be continued until the mass after two succes-
sive periods (greater than V4 h) of drying indicate an
insignificant change (less than about 0.1 %). Speci-
mens of sand may often be dried to constant mass in
a period of about 4 h, when a forced-draft oven is
used.NOTE 5—Oven-drying at 110 ± 5°C does not
always result in water content values related to the
intended use or the basic definition especially for
materials containing gypsum or other minerals hav-
ing significant amounts of hydrated water or for soil
containing a significant amount of organic material.
In many cases, and depending on the intended use
for these types of materials, it might be more appli-
cable to maintain the drying oven at 60 ± S°C or use
a vacuum desiccator at a vacuum of approximately
133 Pa (10 mm Hg) and at a temperature ranging
between 23 and 60°C for drying. If either of these
drying methods are used, it should be noted in the
report of the results.

NOTE 6—Since some dry materials may absorb
moisture from moist specimens, dried specimens
should be removed before placing moist specimens
in the oven. However, this requirement is not appli-
cable if the previously dried specimens will remain
in the drying oven for an additional time period of
about 16 h.

7.4 After the material has dried to constant
mass remove the container from the oven and
replace the lid. Allow the material and con-
tainer to cool to room temperature or until the
container can be handled comfortably with

bare hands and the operation of the balance
will not be affected by convection currents.
Determine the mass of the container and oven-
dried material using the same balance as used
in 7.2. Record this value.

7.4.1 If the container does not have a lid,
weigh the container and material right after
their temperatures are such that the operation
of the balance will not be affected by convec-
tion currents or after cooling in a desiccator.

NOTE 7 — Cooling in a desiccator is recommended
since it prevents absorption of moisture from the
atmosphere during cooling.

8. Calculation
8. 1 Calculate the water content of the ma-

terial as follows:

* - WJ\ x 100 - x 100H- -

where:
H> = water content, %,
W\ = mass of container and moist specimen,

g.
Wi " mass of container and oven-dried spec-

imen, g,
Wc = mass of container, g,
W„ = mass of water, g, and
W, = mass of solid panicles, g.

9. Report
9.1 The report (data sheet) shall include the

following:
9.1.1 Identification of the sample (material)

being tested, by boring number, sample num-
ber, test number, etc.

9.1.2 Water content of the specimen to the
nearest 0.1 % or 1 %, depending on the purpose
of the test.

9.1.3 Indication of test specimen having a
mass less than the minimum indicated in Sec-
tion 6.

9.1.4 Indication of test specimen containing
more than one soil type (layered, etc).

9.1.5 Indication of the method of drying if
different from oven-drying at 110 ± 5°C.

9.1.6 Indication of any material (size and
amount) excluded from the test specimen.
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10. Precision and Accuracy curacy of this test method have not yet
10.1 Requirements for the precision and ac- developed.

The American Society for Testing and Materials lakes no position respecting the validity of any patent rights asserted
connection with any item mentioned in this standard. Uteri of this standard are expressly advised that determination of the
of any such patent lights, and the risk of infringement of such rights, are entirety their own responsibility.

This standard is subject to revision at any lime by the responsible technical committee and must be reviewed every five
and if not revised, either reapprovedor withdrawn. Your comments are invited either for revision of this standard or for additional
standards and should be addressed to A STM Headquarters. Your comments will receive careful consideration at a meeting of the
responsible technical committee, which you may attend. If you feel that your comments have not received a fair hearing you thoulfI
make your views known to the ASTM Committee on Standards, 1916 Race St.. Philadelphia. Pa. 19103. *
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Standard Test Method for
SPECIFIC GRAVITY OF SOILS1

This standard is issued under the fixed designation D 854; the number immediately following the designation indicates thej
original adoption or. in the case of revision, the year of last revision. A number in parentheses indicates the year of last i
A superscript epsilon (<) indicates an editorial change since the last revision or reapproval.

1. Scope
1.1 This test method covers determination of

the specific gravity of soils by means of a pyc-
nometer. When the soil is composed of particles
larger than the No. 4 (4.75-mm) sieve, the
method outlined in Test Method C 127 shall be
followed. When the soil is composed of particles
both larger and smaller than the No. 4 sieve, the
sample shall be separated on the No. 4 sieve and
the appropriate test method used on each por-
tion. The specific gravity value for the soil shall
be the weighted average of the two values (Note
1). When the specific gravity value is to be used
in calculations in connection with the hydrome-
ter portion of Method D 422, it is intended that
the specific gravity test be made on that portion
of the soil which passes the No. 10 (2.00-mm)
sieve.

NOTE 1—The weighted average specific gravity
should be calculated using the following equation:

where:
Ga««

R, =

PI =

G\ =

G2 =

100G, IOOG2

= weighted average specific gravity of soils
composed of particles larger and smaller
than the No. 4 (4.75-mm) sieve,
percent of soil particles retained on the
No. 4 sieve,
percent of soil particles passing the No. 4
sieve,
apparent specific gravity of soil particles
retained on the No. 4 sieve as determined
by Test Method C 127, and
specific gravity of soil particles passing the
No. 4 sieve as determined by this test
method.

1.2 The values stated in acceptable
units are to be regarded as the standard.

1.3 This standard may involve hazardous}
terials. operations, and equipment. This sta
does not purport to address all of the safety /
lems associated with its use. It is the resp
ity of whoever uses this standard to consult*
establish appropriate safety and health pr>
and determine the applicability of regulatory I
tations prior to use.

2. Applicable Documents
2.1 ASTM Standards: ':
C 127 Test Method for Specific Gravity

Absorption of Coarse Aggregate2

C 670 Practice for Preparing Precision
ments for Test Methods for Coi
Materials2

D 422 Method for Particle-Size Analysis
Soils3

E 12 Definitions of Terms Relating to
and Specific Gravity of Solids, Liquids, aul
Gases*

I3. Definition
3.1 specific gravity—the ratio of the mass of 1

unit volume of a material at a stated temperature
to the mass in air of the same volume of gas-fire?
distilled water at a stated temperature (per
nitions E 12).

1 This test method is under the jurisdiction of ASTM
mittee D-1 g on Soil and Rock and is the direct responsibility^
Subcommittee D18.03 on Texture, Plasticity, and Density Cb»
acteristics of Soils. £

Current edition approved Nov. 28, 1983. Published January
1984. Originally issued as D 854-45. Last previous editta
0854-58(1979). -JL

! Annual Book of ASTM Standards, Vol 04.02. 12
J Annual Book of ASTM Standards, Vol 04.08. )§?
4 Annual Book of ASTM Standards, Vol 15.05. *(£

Significance and Use
4.1 The specific gravity of a soil is used in

every equation expressing the phase rela-
of air, water, and solids in a given vol-

Jine of material.
4.2 The term "solid particles," as used in geo-

.lX-hnical engineering, is typically assumed to
flean naturally occurring mineral particles that
jrc not very soluble in water. Therefore, the
qiecific gravity of materials containing extra-
neous matter (such as cement, lime, etc.), water-
.oluble matter (such as sodium chloride), and
x,,ls containing matter with a specific gravity of
.,-ss than one, typically require special treatment
,,r a qualified definition of specific gravity.

5 Apparatus
5.1 Pycnometer—Either a volumetric flask

having a capacity of at least 100 mL or a stop-
pered bottle having a capacity of at least 50 mL
Mote 2). The stopper shall be of the same ma-

terial as the bottle, and of such size and shape
ihai it can be easily inserted to a fixed depth in
ihe neck of the bottle, and shall have a small hole
•.hrough its center to permit the emission of air
jnd surplus water.

NOTE 2—The use of either the volumetric flask or
•hi stoppered bottle is a matter of individual preference,
•ui in general, the flask should be used when a larger
^imple than can be used in the stoppered bottle is
•coded due to maximum grain size of the sample.

5.2 Balance—Either a balance sensitive to
• i ( i l g for use with the volumetric flask, or a
Mlance sensitive to 0.001 g for use with the
stoppered bottle.

h Calibration of Pycnometer
d.l The pycnometer shall be cleaned, dried,

•H-ighed, and the weight recorded. The pycnom-
•;\a shall be filled with distilled water (Note 3)
^ssentially at room temperature. The weight of
'he pycnometer and water, Wa, shall be deter-
mined and recorded. A thermometer shall be
inserted in the water and its temperature T, de-
'i-rmined to the nearest whole degree.

NOTE 3—Kerosine is a better wetting agent than
« JUT for most soils and may be used in place of distilled
'.nor for oven-dried samples.

<v2 From the weight Wa determined at the
'hserved temperature T, a table of values of
^•ights H'u 'shall be prepared for a series of
' 'niperatures that are likely to prevail when
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weights Wb are determined later (Note 4). These
values of Wa shall be calculated as follows:

= (density of water at r»/density of water at 7",)

where:
Wa = weight of pycnometer and water, g,
Wf = weight of pycnometer, g,
T, = observed temperature of water," C, and
Ti — any other desired temperature, * C.

NOTE 4—This method provides a procedure that is
most convenient for laboratories making many deter-
minations with the same pycnometer. It is equally
applicable to a single determination. Bringing the pyc-
nometer and contents to some designated temperature
when weights W, and Wt are taken, requires consider-
able time. It is much more convenient to prepare a
table of weights W, for various temperatures likely to
prevail when weights Wk are taken. It is important that
weights W, and W» be based on water at the same
temperature. Values for the relative density of water at
temperatures from 18 to 30"C are given in Table I.

7. Sampling
7.1 The soil to be used in specific gravity test

may contain its natural moisture or be oven-
dried. The weight of the test sample on an oven-
dry basis shall be at least 25 g when the volumet-
ric flask is to be used, and at least 10 g when the
stoppered bottle is to be used.

7.2 Samples Containing Natural Moisture—
When the sample contains its natural moisture,
the weight of the soil, Wm on an oven-dry basis
shall be determined at the end of the test by
evaporating the water in an oven maintained at
230 ±9°F (110 ±5°C) (Note 5). Samples of clay
soils containing their natural moisture content
shall be dispersed in distilled water before placing
in the flask, using the dispersing equipment spec-
ified in Method D 422 (Note 6).

7.3 Oven-Dried Samples—When an oven-
dried sample is to be used, the sample shall be
dried for at least 12 h, or to constant weight, in
an oven maintained at 230 ±9°F (110 ±5T)
(Note 5), cooled in a desiccator, and weighed
upon removal from the desiccator. The sample
shall then be soaked in distilled water for at least
12 h.

Norr 5—Drying of certain soils at 110'C may bring
about loss of moisture of composition or hydralion.
and in such cases drying shall be done, if desired, in
reduced air pressure and at a lower temperature.

Noti: 6—The minimum volume of slurry that can
he prepared by the dispersing equipment specified in
Method D 422 is such that a 500-ml_ flask is needed as
the pycnometer.
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8. Procedure
8.1 Place the sample in the pycnometer, tak-

ing care not to lose any of the soil in case the
weight of the sample has been determined. Add
distilled water to fill the volumetric flask about
three-fourths full or the stoppered bottle about
half full.

8.2 Remove entrapped air by either of the
following methods: (1) subject the contents to a
partial vacuum (air pressure not exceeding 100
mm Hg) or (2) boil gently for at least 10 min
while occasionally rolling the pycnometcr to as-
sist in the removal of the air. Subject the contents
to reduced air pressure either by connecting the
pycnometer directly to an aspirator or vacuum
pump, or by use of a bell jar. Some soils boil
violently when subjected to reduced air pressure.
It will be necessary in those cases to reduce the
air pressure at a slower rate or to use a larger
flask. Cool samples that are heated to room
temperature.

8.3 Fill the pycnometer with distilled water,
clean the outside and dry with a clean, dry cloth.
Determine the weight of the pycnometer and
contents, Wh, and the temperature in degrees
Celsius, T,, of the contents as described in Sec-
tion 6.

9. Calculation and Report
9.1 Calculate the specific gravity of the soil,

based on water at a temperature TM as follows:
Specific gravity, TJT, = WJ\Wa + (W.- Wt)}

where:
W., = weight of sample of oven-dry soil, g,
Wa = weight of pycnometer filled with water at

temperature TA (Note 7), g,
Wh = weight of pycnometer filled with water

and soil at temperature TV, g, and
7~A = temperature of the contents of the pyc-

nometer when weight Wh was deter-
mined, °C.

NOTE 7—This value shall be taken from the table
of values of H^, prepared in accordance with 6.2, for
the temperature prevailing when weight Wk was taken.

9.2 Unless otherwise required, specific gravity
values reported shall be based on water at 20°C.

The value based on water al 20"C
culated from the value based on water
observed temperature 7"A, as follows:
Specific gravity, T,/20 C =

K x specific gravity!
where:
K = a number found by dividing then

density of water at temperature
relative density of water at 20"C. V»
a range of temperatures are given in^
1.

9.3 When it is desired to report thei
gravity value based on water at 4*C,
specific gravity value may be calculated I
tiplying the specific gravity value at temp
7\ by the relative density of water at temp
7\.

9.4 When any portion of the original*
of soil is eliminated in the preparation oft
sample, the portion on which the test
made shall be reported.

10. Precision and Bias ,
10.1 Criteria for judging the accepta

specific gravity test results obtained by
method on material passing the No. 4 (4.7.
sieve are given as follows (Note 8):

TABLE I Relative Density of Water am) Conversion Factor
K For Various Temperatures

Temperature.
•c
18
19
20
21
22
23
24
25
26
27
28
29
30

Relative Density
of Water

0.9986244
09984347
09982343
0.99H0233
0.9978019
0.9975702
0.9973286
0.9970770
0.9968156
0.9965451
0.9962652
0.9959761
0.9956780

Correction
Factor*

1.0004
1.0002
1.0000
0.9998
0.9996
0.9993
0.9991
0.9989
0.9986
0.9983
0.9980
0.9977
0.9974

Material and Type Index

Single-operator precision:
Cohesive soils
Noncohesive soils

Muttilaboratory precision:
Cohesive soils
Noncohesive soils

Standard
Deviation'

0.021

0.056

(pom*

* These numbers represent, respectively, the (IS) and)
limits as described in Practice C 670.

'Criteria for assigning standard deviation values!
cohesive soils arc not available al the present time.

NOTE 8—The figures given in Column 2 _
standard deviations that have been found to be wp>>
priate for the materials described in Column l.'Jk
figures given in Column 3 are the limits that dw*
not be exceeded by the difference between the itafc
of two properly conducted tests.

/ ;(1- \nu'Ticun Society for Testing and Materials lakes no position respecting the validity of any patera rights asserted in connection
item mentioned in this standard Users of this standard are expressly advised that determination of the validity of any such

it-Ills, and the risk of infringement of such rights, an- entirely their own responsibility

\/iindard is subject to revision al any lime by the responsible technical committee and must be reviewed every five years and
•vi.wrf, either reapproved or withdrawn. Your comments are invited either for revision of this standard or for additional
A and should be addressed to ASTM Headquarters. Your comments wilt receive careful consideration at a meeting of the
lih1 technical committee, which you may attend If you feel that your comments have not received a fair hearing you should
•iir news known to the ASTM Committee on Standards. 191ft Race St.. Philadelphia. Pa. 19103.



Appendix C
FIELD ACTIVITIES—SOIL BORING AND SAMPLING

GLT720/550-8



Designation: D 1452 - 8O An American National S

Standard Practice for
SOIL INVESTIGATION AND SAMPLING BY AUGER
BORINGS1

This standard is issued under (he fixed designation D 1452; the number immediately following the designation indicatesihc
year of original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of lu
reapproval. A superscript cpsilon (<) indicates an editorial change since the last revision or reapproval.

1. Scope
1.1 This practice covers equipment and pro-

cedures for the use of earth augers in shallow
geotcchnical exploration. This practice does not
apply to sectional continuous flight augers.

2. Significance and Use
2.1 Auger borings often provide the simplest

method of soil investigation and sampling.
They may be used for any purpose where dis-
turbed samples can be used and are valuable in
connection with ground water level determi-
nation and indication of changes in strata and
advancement of hole for spoon and tube sam-
pling. Equipment required is simple and readily
available. Depths of auger investigations are,
however, limited by ground water conditions,
soil characteristics, and the equipment used.

3. Apparatus
3.1 Hand- Operated A ugerr.
3.1.1 Helical Augers—Small lightweight au-

gers generally available in sizes from 1 through
3 in. (25.4 through 76.2 mm).

3.1.1.1 Spiral-Type Auger, consisting of a flat
thin metal strip, machine twisted to a spiral
configuration of uniform pitch; having at one
end, a sharpened or hardened point, with a
means of attaching a shaft or extension at the
opposite end.

3.1.1.2 Ship-Type Auger- Similar to a car-
penter's wood bit. It is generally forged from
steel and machined to the desired size and
configuration. It is normally provided with
sharpened and hardened nibs at the point end
and with an integral shaft extending through

its length for attachment of a handle or exten-
sion at the opposite end.

3.1.2 Open Tubular Augers, ranging in size
from I.S through 8 in. (38.1 through 203.2 mm)
and having the common characteristic of ap-
pearing essentially tubular when viewed from
the digging end.

3.1.2.1 Orchard-Barrel Type, consisting e>
sentially of a tube having cutting lips or nibs
hardened and sharpened to penetrate the for-
mation on one end and an adaptor fitting foi
an extension or handle on the opposite end.

3.1.2.2 Open-Spiral Type, consisting of a flai
thin metal strip that has been helically wound
around a circular mandrel to form a spiral in
which the flat faces of the strip are parallel w
the axis of the augered hole. The lower heln
edges are hard-faced to improve wear charac
leristics. The opposite end is fitted with an
adaptor for extension.

3.1.2.3 Closed-Spiral Type— Nearly identical
to the open-spiral type except, the pitch of tl«
helically wound spiral is much less than that ol
the open-spiral type.

3.1.3 Post-Hole Augers, generally 2 through
8 in. (50.8 through 203.2 mm), and having 1"
common a means of blocking the escape of soil
from the auger.

3.1.3.1 Clam-Shell Type, consisting oft* 0

1 This practice is under Ihe jurisdiction of ASTM C"0"1

miltee D-18 on Soil and Rock and is Ihe direct responsibl
of Subcommittee D 18.02 on Sampling and Related Fit'
Testing for Soil Investigations.

Current edition approved June 12. 1980 Published A»
gust 1980. Originally published as D 1452 - 57 T. Last f"
vious edition D 1452 - 65 (1972).
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rjirtio, hinged to allow opening and closing for
ittemately digging and retrieving. It is not
usable deeper than about 3.5 ft (1.07 m).
nMJ.2 I wan Type, consisting of two tubular
steehegments, connected at the top to a com-
mon member to form a nearly complete tube,
butfwith diametrically opposed openings. It is
connected at the bottom by two radial blades
pitched to serve as cutters which also block the
nape of contained soil. Attachment of handle
* Jension is at the top connector.

Machine-Operated Augers:
' Helical Augers, generally 8 through 48
»1.2 through 1219 nun), consisting essen-
'of a center shaft fitted with a shank or

for application of power, and having one
complete 360° (6.28-rad) spirals for
* and storage of cut soil. Cutter bits

puw bits are available in moderate and
^formation types and normally replaceable

field. They are normally operated by
duty, high-torque machines, designed
ivy construction work.

Stinger Augers, generally 6 through 30
(.A through 762 mm), are similar to the
auger in 3.2.1, but lighter and generally

u~r. They are commonly operated by light-
y machines for post and power pole holes.

p2.3 Disk Augers, generally 10 through 30
(̂254 through 762 mm), consisting essentially

£JK»_ flat, steel disk with diametrically opposed
segments removed and having a shank or
KKket located centrally for application of
power. Replaceable cutter bits, located down-
**rd from the leading edges of the remaining
d&, dig and load soil that is held on the disk
by valves or shutters hinged at the disk in order
jta^lose the removed segments. The disk auger
">,specifically designed to be operated by ma-
chines having limited vertical clearance be-
|*cen spindle and ground surface.
f|3.2.4 Bucket Auger, generally 12 through 48
i°-J(304.8 through 1219 mm), consisting essen-
tially of a disk auger, without shank or socket,
™M hinge-mounted to the bottom of a steel
tabe or bucket of approximately the same di-
"tteter as the disk auger. A socket or shank for
Power application is located in the top center
°f the bucket diametral cross piece provided
for the purpose.

3.3 Casing (when needed), consisting of pipe
°f slightly larger diameter than the auger used.

3.4 Accessory Equipment—Labels, field log
sheets, sample jars, sealing wax, sample bags,
and other necessary tools and supplies.

4. Procedure
4.1 Make the auger boring by rotating and

advancing the desired distance into the soil.
Withdraw the auger from the hole and remove
the soil for examination and test. Return the
empty auger to the hole and repeat the proce-
dure. Continue the sequence until the required
depth is reached.

4.2 Casing is required in unstable soil in
which the bore hole fails to stay open and
especially when the boring is extended below
the ground-water level. The inside diameter of
the casing must be slightly larger than the
diameter of the auger used. The casing shall be
driven to a depth not greater than the top of
the next sample and shall be cleaned out by
means of the auger. The auger can then be
inserted into the bore hole and turned below
the bottom of the casing to obtain a sample.

4.3 The soil auger can be used both for
boring the hole and for bringing up disturbed
samples of the soil encountered. The structure
of a cohesive soil is completely destroyed and
the moisture may be changed by the auger.
Seal all samples in a jar or other airtight con-
tainer and label appropriately. If more than
one type of soil is picked up in the sample,
prepare a separate container for each type of
soil.

4.4 Field Observations—Record complete
ground water information in the field logs.
Where casing is used, measure ground water
levels, both before and after the casing is pulled.
In sands, determine the water level at least 30
min after Ihe boring is completed; in silts, at
least 24 h. In clays, no accurate water level
determination is possible unless pervious seams
are present. As a precaution, however, water
levels in clays shall be taken after at least 24 h.

5. Report
5.1 The data obtained in boring shall be

recorded in the field logs and shall include the
following:

5.1.1 Date of start and completion of boring,
5.1.2 Identifying number of boring,
5.1.3 Reference datum including direction
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and distance of boring relative to reference line
of project or other suitable reference points,

5.1.4 Type and size of auger used in boring,
5.1.5 Depth of changes in strata,
5.1.6 Description of soil in each major stra-

tum.

D1452

5.1.7 Ground water elevation and
of seepage zones, when found, and

5.1.8 Condition of augered hole upon re-
moval of auger, that is, whether the hole re-
mains open or the sides cave, when such cu
be observed.

Designation: 01556 - 82"

The American Society for Testing and Materials takes no position respecting the validity of any patent rights
connection with any item mentioned in this standard. Users of this standard are expressly advised that determination of
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Standard Test Method for
"DENSITY OF SOIL IN PLACE BY THE SAND-CONE
^METHOD1

1 is issued under the fixed designation D 1556; (he number immediately following the designation indicates the
giual adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last
L A superscript epsiloo (<) indicates an editorial change since UK last revision or reapproval.
ihas been approved for use by agencies of the Department of Defense and for listing in the DoD Index of Specifications

i 7.5.3 was changed editorially in December 1983.

talso

s method covers the determination of
— density of soils.
ny soil or other material that can be
d with hand tools can be tested pro-
: void or pore openings in the mass are

_ough to prevent the sand used in the
in entering the natural voids. The soil or
aterial being tested should have suffi-

:sion or particle attraction to maintain
. on a small hole or excavation. It

be firm enough to withstand the
r.v^,ures exerted in digging the hole and

| g the apparatus over it without deforming
ughing.

j^When the moisture content and dry den-
5 to be determined, this method is not to
1 in certain soils or materials as indicated

raphs 1.3 and 3.5 of Method D 22 16.

ble Documents
ASTM Standards:«136 Method for Sieve Analysis of Fine and

Coarse Aggregates2

1jJ)653 Terms and Symbols Relating to Soil and

D2216 Method for Laboratory Determina-
tion of Water (Moisture) Content of Soil,
Rock, and Soil-Aggregate Mixtures3

3. Significance and Use
3.1 This method is used widely to determine

the density of compacted soils used in the con-
struction of earth embankments, road Till, and
structure backfill. It is often used as the basis
of acceptance for soils compacted to a specified
density or percentage of a maximum density
determined by a standard test method.

3.2 This method can be used to determine
in-place density of natural soil deposits, aggre-
gates, soil mixtures, or other similar material.

3.3 The use of this method is generally lim-
ited to soil in an unsaturated condition. This
method is not recommended for soils that are
soft or friable (crumble easily) or in a moisture
condition such that water seeps into the hand-
excavated hole. The accuracy of the test may
be affected for soils that deform easily or that
may undergo a volume change in the excavated
hole from standing or walking near the hole
during the test.

Test Methods for Moisture-Density
(^Relations of Soils and Soil- Aggregate Mix-
"fjLtures Using 5.5-lb (2.49-kg) Rammer and
*&J2-in. (305-mm) Drop3

•D1557 Test Methods for Moisture-Density
'*' Relations of Soils and Soil-Aggregate Mix-
JT. hires Using 10-lb (4.54-kg) Rammer and
kil8-in. (457-mm) Drop3

D2049 Test Method for Relative Density of
Cohesion less Soils4

4. Apparatus
4.1 Density Apparatus, consisting of the fol-

lowing:
1 This method is under Ihe jurisdiction of ASTM Committee

f>-18 on Soil and Rock and is the direct responsibility of
Subcommittee DI8.08 on Special and Construction Control
Tests

Current edition approved Nov. 26, 1982. Published Januarv
1983 Originally published as D 1556 - 58 I Usl previous edi-
tion [> 1556 -64 (1974)

1 Annual Book uj AS IM Standard*. Vol 04.02.
1 Annual Biw* <i/ .IS I \l Standard. Vol (M.08.
' Dixonnnuixl. see IVS3 Annual Ilix'k ,>l .-I.V/.W Standards

Vol 04 08.
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Designation: D 1586 - 84

Standard Method for
PENETRATION TEST AND SPLIT-BARREL SAMPLING OF
SOILS1

This sundard is issued under Ihe filed deotnalion D 1586; Ihe number immediately following the designation indicates ihc yard
original adoption or, in the case of reviiHM. the year of last revision. A number in parentheses indicate! the year or last rrappronl
A superscript epsilon (i) indicates an editorial chance since the last revision or reapproval.
This method has been approved far use by agencies of ike Department of Defense and for listing in the DOD Index .</ '.S/wi/ii aiim
and Standards.

1. Scope
1.1 This method describes the procedure, gen-

erally known as the Standard Penetration Test
(SPT), for driving a split-barrel sampler to obtain
a representative soil sample and a measure of the
resistance of the soil to penetration of the sam-
pler.

1.2 This standard may involve hazardous ma-
terials, operations, and equipment. This standard
does not purport to address all of the safety prob-
lems associated with its use. It is the responsibil-
ity of whoever uses this standard to consult and
establish appropriate safely and health practices
and determine the applicability of regulatory limi-
tations prior to use. For a specific precautionary
statement, see 5.4.1.

1.3 The values stated in inch-pound units are
to be regarded as Ihe standard.

2. Applicable Documents
2.1 ASTM Standards:
D2487 Test Method for Classification of Soils

for Engineering Purposes2

D2488 Practice for Description and Identifi-
cation of Soils (Visual-Manual Procedure)2

D4220 Practices for Preserving and Trans-
porting Soil Samples2

3. Descriptions of Terms Specific to This Stand-
ard

3.1 anvil—that portion of the drive-weight as-
sembly which the hammer strikes and through
which the hammer energy passes into the drill
rods.

3.2 cathead—the rotating drum or windlass
in the rope-cathead lif t system around which the
operator wraps a rope to lift and drop the ham-

mer by successively tightening and loosening tht
rope turns around the drum.

3.3 drill rods—rods used to transmit down-
ward force and torque to the drill bit while drill-
ing a borehole.

3.4 drive-weight assembly—a device consisi-
ing of the hammer, hammer fall guide, the anvil
and any hammer drop system.

3.5 hammer— that portion of the drive-weighi
assembly consisting of the 140 ± 2 Ib (63.5 ± '
kg) impact weight which is successively lifted and
dropped to provide the energy that accomplish
the sampling and penetration.

3.6 hammer drop system—that portion of tl*
drive-weight assembly by which the operator ac-
complishes the lifting and dropping of the ham-
mer to produce the blow.

3.7 hammer fall guide—that part of the dri«
weight assembly used to guide the fall of ̂
hammer.

3.8 N-valite—theblowcount representation o'
the penetration resistance of the soil. The A-
value, reported in blows per foot, equals the sum
of the number of blows required to drive i"(

sampler over the depth interval of 6 to 18 in

(150 to 450 mm) (see 7.3).
3.9 AJV— the number of blows obtained fa"1

each of the 6-in. (150-mm) intervals of sampl"
penetration (see 7.3).

3.10 number of rope turns—the total
angle between the rope and the cathead a t l l f

1 This method is under ihc jurisdiction of ASTM Cunim"1 .̂
IM8 on Soil and Rork and is the direct respon-.it1'1'1> j.
Subcommittee 1)1802 on Sampling and Related 1'icld rc*
tor Soil Investigations ff

Current edition approved Sept. II. 1184. Published S>>"̂
her I1X-I Original!) published as I) 1586 - 58 T. I asl l"l'vl%

edition D I 580-67 (117-1).
1 .Innual Ht*>k ,>/ IS I \t Standards Vnl(M.tl8

nning of the operator's rope slackening to
> the hammer, divided by 360* (see Fig. I).

sampling rods—rods that connect the
eight assembly to the sampler. Drill rods

(often used for this purpose.
y2 SPT— abbreviation for Standard Pene-
on Test, a term by which engineers com-
lly refer to this method.
^

Jjgnificance and Use
Pf This method provides a soil sample for
-"^cation purposes and for laboratory tests

iriate for soil obtained from a sampler that
-duce large shear strain disturbance in the

his method is used extensively in a great
of geotechnical exploration projects.

: local correlations and widely published
i which relate SPT blowcount, or N-

"and the engineering behavior of earth-
I and foundations are available.

[that

atUS

Drilling Equipment—Any drilling equip-
provides at the time of sampling a

clean open hole before insertion of the
and ensures that the penetration test is

on undisturbed soil shall be accepta-
following pieces of equipment have

to be suitable for advancing a borehole
subsurface conditions.

:,'! Drag. Chopping, and Fishtail Bits, less
,6.5 in. (162 mm) and greater than 2.2 in.
im) in diameter may be used in conjuction

n-hole rotary drilling or casing-advance-
drilling methods. To avoid disturbance of

[nderlying soil, bottom discharge bits are not
itted; only side discharge bits are permitted.
.2 Roller-Cone Bits, less than 6.5 in. (162
and greater than 2.2 in. (56 mm) in diam-

be used in conjunction with open-hole
drilling or casing-advancement drilling

f the drilling fluid discharge is deflected.
Hollow-Stem Continuous Flight Augers,

or without a center bit assembly, may be
I to drill the boring. The inside diameter of
lollow-stem augers shall be less than 6.5 in.
mm) and greater than 2.2 in. (56 mm).

Solid. Continuous Flight. Bucket and
Augers, less than 6.5 in. (162 mm) and
than 2.2 in. (56 mm) in diameter may be

^d if the soil on the side of the boring does not
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cave onto the sampler or sampling rods during
sampling.

5.2 Sampling Rods—Rush-joint steel drill
rods shall be used to connect the split-barrel
sampler to the drive-weight assembly. The sam-
pling rod shall have a stiffness (moment of iner-
tia) equal to or greater than that of parallel wall
"A" rod (a steel rod which has an outside diam-
eter of IVi in. (41.2 mm) and an inside diameter
of I '/• in. (28.5 mm).

NOTE I—Recent research and comparative testing
indicates the type rod used, with stiffness ranging from
"A" size rod to "N" size rod, will usually have a
negligible effect on the jV-valucs to depths of at least
IOO ft (30 m).

5.3 Split-Barrel Sampler—The sampler shall
be constructed with the dimensions indicated in
Fig. 2. The driving shoe shall be of hardened steel
and shall be replaced or repaired when it becomes
dented or distorted. The use of liners to produce
a constant inside diameter of IV> in. (35 mm) is
permitted, but shall be noted on the penetration
record if used. The use of a sample retainer basket
is permitted, and should also be noted on the
penetration record if used.

NOTE 2—Both theory and available lest data suggest
that iV-values may increase between 10 to 30 % when
liners are used.

5.4 Drive- Weight Assembly:
5.4.1 Hammer and Anvil—The hammer shall

weigh 140 ± 2 Ib (63.5 ± I kg) and shall be a
solid rigid metallic mass. The hammer shall strike
the anvil and make steel on steel contact when it
is dropped. A hammer fall guide permitting a
free fall shall be used. Hammers used with the
cathead and rope method shall have an un-
impeded ovcrlift capacity of at least 4 in. (IOO
mm). For safety reasons, the use of a hammer
assembly with an internal anvil is encouraged.

NOTE 3—It is suggested that the hammer fall guide
be permanently marked to enable the operator or in-
spector to judge the hammer drop height.

5.4.2 Hammer Drop System—Rope-cathead,
trip, semi-automatic, or automatic hammer drop
systems may be used, providing the lifting appa-
ratus will not cause penetration of the sampler
while re-engaging and lifting the hammer.

5.5 Accessory Equipment—Accessories such
as labels, sample containers, data sheets, and
groundwater level measuring devices shall be pro-
vided in accordance with the requirements of the
project and other ASTM standards.



6. Drilling Procedure
6.1 The boring shall be advanced incremen-

tally to permit intermittent or continuous sam-
pling. Test intervals and locations are normally
stipulated by the project engineer or geologist.
Typically, the intervals selected are 5 ft (1.5 mm)
or less in homogeneous strata with test and sam-
pling locations at every change of strata.

6.2 Any drilling procedure that provides a
suitably clean and stable hole before insertion of
the sampler and assures that the penetration test
is performed on essentially undisturbed soil shall
be acceptable. Each of the following procedures
have proven to be acceptable for some subsurface
conditions. The subsurface conditions antici-
pated should be considered when selecting the
drilling method to be used.

6.2.1 Open-hole rotary drilling method.
6.2.2 Continuous flight hollow-stem auger

method.
6.2.3 Wash boring method.
6.2.4 Continuous flight solid auger method.
6.3 Several drilling methods produce unac-

ceptable borings. The process of jetting through
an open tube sampler and then sampling when
the desired depth is reached shall not be permit-
ted. The continuous flight solid auger method
shall not be used for advancing the boring below
a water table or below the upper confining bed
of a confined non-cohesive stratum that is under
artesian pressure. Casing may not be advanced
below the sampling elevation prior to sampling.
Advancing a boring with bottom discharge bits
is not permissible. It is not permissible to advance
the boring for subsequent insertion of the sam-
pler solely by means of previous sampling with
the SPT sampler.

6.4 The drilling fluid level within the boring
or hollow-stem augers shall be maintained at or
above the in situ groundwater level at all times
during drilling, removal of drill rods, and sam-
pling.

7. Sampling and Testing Procedure
7.1 After the boring has been advanced to the

desired sampling elevation and excessive cuttings
have been removed, prepare for the test with the
following sequence of operations.

7.1.1 Attach the split-barrel sampler to the
sampling rods and lower into the borehole. Do
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not allow the sampler to drop onto the soil to \x
sampled.

7.1.2 Position the hammer above and attach
the anvil to the top of the sampling rods. This
may be done before the sampling rods and sam-
pler are lowered into the borehole.

7.1.3 Rest the dead weight of the sampler.
rods, anvil, and drive weight on the bottom of
the boring and apply a seating blow. If excessive
cuttings are encountered at the bottom of tht
boring, remove the sampler and sampling rods
from the boring and remove the cuttings.

7.1.4 Mark the drill rods in three successive
6-in. (0.1 S-m) increments so that the advanced
the sampler under the impact of the hammer can
be easily observed for each 6-in. (0.1 S-m) incre-
ment.

7.2 Drive the sampler with blows from the
140-lb (63.5-kg) hammer and count the number
of blows applied in each 6-in. (0.1 S-m) increment
until one of the following occurs:

7.2.1 A total of 50 blows have been applied
during any one of the three 6-in. (0.1 S-m) incre-
ments described in 7.1.4.

7.2.2 A total of 100 blows have been applied
7.2.3 There is no observed advance of tht

sampler during the application of 10 successive
blows of the hammer.

7.2.4 The sampler is advanced the comptef
18 in. (0.4S m) without the limiting blow court*
occurring as described in 7.2.1, 7.2.2, or 7.2.3.

7.3 Record the number of blows required if
effect each 6 in. (0.15 m) of penetration or frac
lion thereof. The first 6 in. is considered to be»
seating drive. The sum of the number of blo»'
required for the second and third 6 in. of pel""
tration is termed the "standard penetration re-
sistance", or the "A'-value". If the sampler "
driven less than 18 in. (0.45 m), as permitted111

7.2.1, 7.2.2, or 7.2.3, the number of blows (*'
each complete 6-in. (0.15-m) increment and p"
each partial increment shall be recorded on ltx

boring tog. For partial increments, the depth"'
penetration shall be reported to the nearest I|P

(25 mm), in addition to the number of blows-"
the sampler advances below the bottom of &
boring under the static weight of the drill rods (<
the weight of the drill rods plus the static we'^j
of the hammer, this information should be no'^
on the boring log.

7.4 The raising and dropping of the I4"'

l'.5-kg) hammer shall be accomplished using
of the following two methods:

[7.4.1 By using a trip, automatic, or semi-au-
jc hammer drop system which lifts the 140-

(63.5-kg) hammer and allows it to drop 30 ±
in. (0.76 m ± 25 mm) unimpeded.
'.4.2 By using a cathead to pull a rope at-

to the hammer. When the cathead and
method is used the system and operation
conform to the following:

f.4.2.1 The cathead shall be essentially free of
oil, or grease and have a diameter in the
of 6 to 10 in. (150 to 250 mm).

U.2.2 The cathead should be operated at a
urn speed of rotation of 100 RPM, or the
imate speed of rotation shall be reported
boring log.

£4.2.3 No more than 2% rope turns on the
may be used during the performance of

penetration test, as shown in Fig. I.
4—The operator should generally use either

'or 2'/4 rope turns, depending upon whether or not
.rope comes off the top ( I V « turns) or the bottom
turns) of the cathead. It is generally known and

that 2V< or more rope turns considerably
the fall of the hammer and should not be used

the test. The cathead rope should be mam-
in a relatively dry, clean, and unfrayed condition.

r.4.2.4 For each hammer blow, a 30-in. (0.76-
lift and drop shall be employed by the oper-
'. The operation of pulling and throwing the

rope shall be performed rhythmically without
5>Uing the rope at the top of the stroke.

'.5 Bring the sampler to the surface and open,
the percent recovery or the length of

iplc recovered. Describe the soil samples re-
as to composition, color, stratification,

condition, then place one or more repre-
portions of the sample into scalable

*^Wsture-proof containers (jars) without ram-
Jiog or distorting any apparent stratification,
^pleach container to prevent evaporation of soil
!«>isture. Affix labels to the containers bearing
** designation, boring number, sample depth,
**! the blow count per 6-in. (0.15-m) increment.
"TWect the samples against extreme temperature

If there is a soil change within the
make a jar for each stratum and note

*?location in the sampler barrel.
1 Report

"•1 Drilling information shall ho recorded in
"* field and shall include the following:
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8.1.1 Name and location of job,
8.1.2 Names of crew,
8.1.3 Type and make of drilling machine,
8.1.4 Weather conditions,
8.1.5 Date and time of start and finish of

boring,
8.1.6 Boring number and location (station

and coordinates, if available and applicable),
8.1.7 Surface elevation, if available,
8.1.8 Method of advancing and cleaning the

boring,
8.1.9 Method of keeping boring open,
8.1.10 Depth of water surface and drilling

depth at the time of a noted loss of drilling fluid,
and time and date when reading or notation was
made,

8.1.11 Location of strata changes,
8.1.12 Size of casing, depth of cased portion

of boring,
8.1.13 Equipment and method of driving

sampler,
8.1.14 Type sampler and length and inside

diameter of barrel (note use of liners),
8.1.15 Size, type, and section length of the

sampling rods, and
8.1.16 Remarks.
8.2 Data obtained for each sample shall be

recorded in the field and shall include the follow-
ing:

8.2.1 Sample depth and, if utilized, the sample
number,

8.2.2 Description of soil,
8.2.3 Strata changes within sample,
8.2.4 Sampler penetration and recovery

lengths, and
8.2.5 Number of blows per 6-in. (0.15-m) or

partial increment.

9. Precision and Bias
9.1 Variations in A'-values of IOO % or more

have been observed when using different stand-
ard penetration test apparatus and drillers for
adjacent borings in the same soil formation. Cur-
rent opinion, based on field experience, indicates
that when using the same apparatus and driller.
A'-values in the same soil can be reproduced with
a coefficient of variation of about 10 %.

9.2 The use of faul ty equipment, such as an
extremely massive or damaged anvi l , a rusty
cathead, a low speed cathead, an old, oily rope,
or massive or poorly lubricated rope sheaves can
significantly contribute to differences in A'-values
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obtained between operator-drill rig systems. delivered into the drill rods from the sampler ant
9.3 The variability in /V-values produced by adjusting N on the basis of comparative energies,

different drill rigs and operators may be reduced A method Tor energy measurement and yV-val«
by measuring that part of the hammer energy adjustment is currently under development

Cathead
A^

(a) coumadockwiK rotation
approximately |V« turns

Section A-A

11
u
B*

»J

Section B-B<« dockwi« rotation
approximately 2'/« turns

HC. 1 D*ruiil>w«»WlbtNiiinb*iof Ko)>tTiinM.i>dlb« An«k for («) Cwinlcrclock wist RoUlio* Md (») Clockwbe RtX.lio* "*
Ibc CalhcU

300

^B 5; E
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Cone Pentrometer Sounding
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<1 Designation: 0 3441 - 86

Standard Test Method for
DEEP, QUASI-STATIC, CONE AND FRICTION-CONE
PENETRATION TESTS OF SOIL1

This sundard it issued under the fixed designation D 3441; the number immediately following the designation indicates the year rf
original adoption or, in the case of revision, the year of last revision. A umber in parentheses indicates the year of last reapprovil
A superscript epsiloo (•) indicates an editorial change since the last revision or reapprovaL

1. Scope
1.1 This test method coven the determination

of end bearing and side friction, the components
of penetration resistance which are developed
during the steady slow penetration of a pointed
rod into soil. This method is sometimes referred
to as the "Dutch Cone Test," or "Cone Penetra-
tion Test" and is often abbreviated as the "CPT."

1.2 This test method includes the use of both
cone and friction-cone penetrometers, of both
the mechanical and electric types. It does not
include data interpretation. It also includes the
penetrometcr aspects of piezocone soundings,
but does not include the details of piezometer
construction, location, measurement, or data in-
terpretation.

NOTE I—The European Standard for the CPT uses
a tip of right cylindrical shape as shown in Fig. 3, as
their reference test against which other CPTs may be
compared.

1.3 Mechanical penetrometers of the type de-
scribed in this method operate incrementally,
using a telescoping pcnetrometer tip, resulting in
no movement of the push rods during the mea-
surement of the resistance components. Design
constraints for mechanical penetrometers pre-
clude a complete separation of the end-bearing
and side-friction components. Electric penetrom-
eters are advanced continuously and permit sep-
arate measurement of both components. Differ-
ences in shape and method of advance between
cone penetromeier tips may result in significant
differences in one or both resistance components.

1.4 This standard may involve hazardous ma-
terials, operations, and equipment. This standard
does not purport to address all of the safely prob-
lems associated with us use. ft is the responsibil-

ity of the user of this standard to establish appro-
priate safety and health practices and deiermint
the applicability of regulatory limitations prior to
use.

2. Definitions
2.1 cone—the cone-shaped point of the pen-

etrometer tip, upon which the end-bearing resist-
ance develops.

2.2 cone penetromeier—an instrument in tlx
form of a cylindrical rod with a conical poini
designed for penetrating soil and soft rock and
for measuring the end-bearing component of
penetration resistance.

2.3 cone resistance or end-bearing resistance.
q,—the resistance to penetration developed by
the cone, equal to the vertical force applied to
the cone divided by its horizontally projected
area.

2.4 cone sounding—the entire series of pent-
(ration tests performed at one location when
using a cone penctrometer.

2.5 electric penetromeier—a penetromete'
that uses electric-force transducers built into a
nontelescoping penetrometer tip for measuring-
within the tip, the component(s) of penetration
resistance.

2.6 friction-cone penetromeier—a cone penf"
trometer with the additional capability of rne»-
suring the local side friction component of [*"'
etration resistance.

1 This icsi method is under the jurisdiction of ASTM Com,
millet D-18 on Soil and Rock and is the direct responsibilii''"
Subcommittee DI8.02 on Sampling and Related Field Tc«"*
Tor Soil Investigations.

Current edition approved Oct 31.1986 Published Oft*"1 •*
198* Originally published as D J44I - 75 T. l̂ sl pri-MOUS""
lion DM41 -79.
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idion-cone sounding—the entire series
ition tests performed at one location

ing a friction-cone penetrometer.
fiction ratio, Rj—the ratio of friction re-

to cone resistance, /,/</„ expressed in

iction resistance, f,—the resistance to
ition developed by the friction sleeve,

.the vertical force applied to the sleeve
its surface area. This resistance con-
sum of friction and adhesion.

^friction sleeve—a section of the penc-
il: ttip upon which the local side-friction

.develops.
rods—rods that slide inside the

to extend the tip of a mechanical
neter.

chanical penetrometer—a penetrom-
a set of inner rods to operate a

penetrometer tip and to transmit the
_ «(s) of penetration resistance to the

• for measurement.
tjfenetrometer tip—the end section of the

which comprises the active ele-
[fhat sense the soil resistance, the cone, and

of the friction-cone penetrometer, the
^sleeve.
^Discussion—The addition of a piezom-
the electric penetrometer tip permits the

irement of pore water pressure during and
/stopping tip penetration. A penetrometer
ling a piezometer is known as a piezocone

ter, or just piezocone.
_\4..puzocone sounding—the entire series of

PJBhration tests performed at one location when
a piezocone penetrometer.

rods—the thick-walled tubes, or
Wtfiftsuitable rods, used for advancing the pen-
«jfoneter tip to the required test depth.

{^Significance and Use
"'•'•This test method supplies data on the

§leering properties of soil intended to help
the design and construction of earthworks
the foundations for structures.

"T3-2 This test method tests the soil in place and
not obtain soil samples. The interpretation

results from this method requires knowl-
of the types of soil penetrated. Engineers
ly obtain this soil information from parallel

ngs and soil sampling methods, but prior
?™3''011 or experience may preclude the need

for borings.
3.3 Engineers often correlate the results of

tests by this test method with laboratory or other
types of field tests, or directly with performance.
The accuracy of such correlations will vary with
the type of soil involved. Engineers usually rely
on local experience to judge this accuracy.

3.4 Most engineers with offshore experience
have also found this test method suitable for
offshore use.

4. Apparatus
4.1 General:
4.1.1 Cone—The cone shall have a 60* (±5*)

point angle and a base diameter of 1.406 ± 0.016
in. (35.7 ± 0.4 mm), resulting in a projected area
of 1.55 in.2 (10 cm2). The point of the cone shall
have a radius less than '/• in. (3 mm).

NOTE 2—Cone tips with larger end areas may be
used to increase measurement sensitivity in weak soils.
Experience with electrical tips with end area between
0.78 in.2 (5 cm2) and 3.10 in.2 (20 cm2) has shown that
they produce data similar to the 1.55 in.2 (10 cm2)
standard provided they maintain the same tip geometry.
Cone tip sizes in this range may be used for special
circumstances provided the cone tip and friction sleeve
(if any) area is noted.

4.1.2 Friction Sleeve, having the same outside
diameter +0.024 to -0.000 in. (+0.5 to -0.0
mm) as the base diameter of the cone (see 4.1.1).
No other part of the penetrometer tip shall pro-
ject outside the sleeve diameter. The surface area
of the sleeve shall be 23.2 in.2 (150 cm2) ±2 %.

4.1.3 Steel—The cone and friction sleeve shall
be made from steel of a type and hardness suit-
able to resist wear due to abrasion by soil. The
friction sleeve shall have and maintain with use
a roughness of 20 uin. (0.5 urn) AA, ±50 %.

4.1.4 Push Rods—Made of suitable steel,
these rods must have a section adequate to sus-
tain, without buckling, the thrust required to
advance the penetrometer tip. They must have
an outside diameter not greater than the diameter
of the base of the cone for a length of at least 1.3
ft (0.4 m) above the base, or, in the case of the
friction-cone penetrometer, at least 1.0 ft (0.3 m)
above the top of the friction sleeve. Each push
rod must have the same, constant inside diame-
ter. They must screw or attach together to bear
against each other and form a rigid-jointed string
of rods with a continuous, straight axis.

4.1.5 Inner Rods—Mechanical penetrometers
require a separate set of steel, or other metal
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alloy, inner rods within the steel push rods. The
inner rods must have a constant outside diameter
with a roughness, excluding waviness, less than
lOuin. (0.25 um) AA. They must have the same
length as the push rods (±0.004 in. or ±0.1 mm)
and a cross section adequate to transmit the cone
resistance without buckling or other damage.
Clearance between inner rods and push rods shall
be between 0.020 and 0.040 in. (0.5 and 1.0 mm).
See 6.8.1.

4.1.6 Measurement Accuracy—Maintain the
thrust-measuring instrumentation to obtain
thrust measurements within ±5 % of the correct
values.

NOTE 3—Special, and preferably redundant, instru-
mentation may be required in the offshore environment
to assure this accuracy and the proper operation of all
the remote systems involved.

4.2 Mechanical Penetrometers:
4.2.1 The sliding mechanism necessary in a

mechanical penctrometer tip must allow a down-
ward movement of the cone in relation to the
push rods of at least 1.2 in. (30.5 mm).

NOTE A—At certain combinations of depth and tip
resistances), the elastic compression of the inner rods
may exceed the downward stroke that the thrust ma-
chine can apply to the inner rods relative to the push
rods. In this case, the tip will not extend and the thrust
readings will rise elastically to the end of the machine
stroke and then jump abruptly when the thrust machine
makes contact with the push rods.

4.2.2 Mechanical penetrometer tip design
shall include protection against soil entering the
sliding mechanism and affecting the resistance
components) (see 4.2.3 and Note 5).

4.2.3 Cone Penetrometer—Figure I shows the
design and action of one mechanical cone pene-
trometer tip. A mantle of reduced diameter is
attached above the cone to minimize possible
soil contamination of the sliding mechanism.

NOTE 5—An unknown amount of side friction may
develop along this mantle and be included in the cone
resistance.

4.2.4 Friction-Cone Penelrometer—Figure 2
shows the design and action of one telescoping
mechanical friction-cone penetrometer tip. The
lower part of the tip, including a mantle to which
the cone attaches, advances first until the flange
engages the friction sleeve and then both ad-
vance.

NOTE 6—The shoulder at the lower end of the fric-
tion sleeve encounters end-bearing resistance. In sands
as much as two thirds of the sleeve resistance may
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consist of bearing on this shoulder. Ignore this effect in
soft to medium clays.

4.2.5 Measuring Equipment—Measure the
penetration resistances) at the surface by a sun
able device such as a hydraulic or electric load
cell or proving ring.

4.3 Electric Penetrometers:
4.3.1 Cone Penetrometer—Figure 3 show

one design for an electric-cone penetrometer dp
The cone resistance is measured by means of i
force transducer attached to the cone. An dectiic
cable or other suitable system transmits the trans-
ducer signals to a data recording system. Electric-
cone penetrometers shall permit continuous ad-
vance and recording over each push rod-kngi
interval.

4.3.2 Friction-Cone Penetrometer—The bot-
tom of the friction sleeve shall not be more thai
0.4 in. (10 mm) above the base of the cone. The
same requirements as 4.3.1 apply. Figure 4 shows
one design for an electric friction-cone penetroiD-
eter tip.

4.3.3 Other Penetrometers—Electric ptnc-
trometers may include other transducer measure-
ments as well as, or instead of, the friction skew
measurement. Common ones are inclinometers
to assist with the alignment control of the tip (»
6.3) and piezometers to provide additional dan
on soil stratigraphy and behavior.

4.4 Thrust Machine—This machine shall pro-
vide a continuous stroke, preferably over a dis-
tance greater than one push rod length. The
machine must advance the penetrometer tip an
constant rate while the magnitude of the thru9

required fluctuates (see 5.1.2).
NOTE 7—Deep penetration soundings usually «•

quire a thrust capability of at least 5 tons (45 kNV M*
modern machines use hydraulic pistons with 10 to A>
ton (90 to 180-kN) thrust capability.

4.5 Reaction Equipment—The proper f
formance of the static-thrust machine require5'
stable, static reaction.

NOTE 8—The type of reaction provided may ̂
the penetrometer resistances) measured, panicub''? *
the surface or near-surface layers.

5. Procedure
5.1 General:
5 .1 .1 Set up the thrust machine for a thf"

direction as near vertical as practical.
5.1.2 Rale of Penetration—Maintain a rate ̂

depth penetration of 2 to 4 ft/min (10 lo 20 n"*
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n obtaining resistance data. Other
tion may be used between tests.

•The rate of 2 ft/min (10 mm/s) provides
operator needs to read properly the resist-
when using the mechanical friction-cone
•. The rate of 4 ft/min (20 mm/s) is suita-

singk resistance reading required when using
" cone penetrometer and provides for the

of electric pcnetromelera. The Eu-
requircs 4 ft/min (20 mm/s).

U- -Rates of penetration cither slower or
the standard rate may be used for special

such as pore pressure measurements.
ibte provided the rate actually used and

the deviation is noted on the test record.
J— Pore pressures generated ahead of and
penetrating cone or friction cone penetrom-
~ have an important effect on the q, and /,

Piezocone tips with simultaneous
measurement capability have proven use-

r evaluate such effects and to provide addi-
| about the stratigraphy and engineering prop-
e'tofls penetrated.

\icol Penetrometers:
Penetrometer — (7) Advance pen-

to the required test depth by apply-
it, thrust on the push rods; and (2)
ient thrust on the inner rods to ex-

imeter tip (see Fig. I ). Obtain the
at a specific point (see 5.2.3)

downward movement of the inner
ive to the stationary push rods. Repeat

'Apply sufficient thrust on the push rods
the extended tip and advance it to a

depth. By continually repeating this two-
obtain cone resistance data at incrc-

depth. This increment shall not ordi-
8 in. (203 mm).

Friction-Cone Penetrometer — Use this
as described in 5.2.1 but obtain

during the step (2) extension of
[see Figs. 2 and 5). First obtain the cone

during the initial phase of the exten-
the lower part of the tip engages and
the friction sleeve, obtain a second

of the total resistance of the cone
. Subtraction gives the sleeve re-

12 — Because of soil layering, the cone resist-
change during the additional downward
of the tip required to obtain the friction

13 — The soil friction along the sleeve puts an
overburden load on the soil above the cone

Pl*y increase cone resistance above that measured
the initial phase of the tip extension by an
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unknown, but probably small amount Ignore this ef-
fect.

5.2.3 Recording Data~To obtain reproduci-
ble cone-resistance test data, or cone and friction-
resistance test data when using a friction-cone
tip, record only those thrust readings that occur
at a well-defined point during the downward
movement of the top of the inner rods in relation
to the top of the push rods. Because of the elastic
compression of inner rods (see Note 4), this point
ordinarily should be at not less than 1.0 in. (25
mm) apparent relative movement of the inner
rods. When using the friction-cone penetrometer,
this point shall be just before the cone engages
the friction sleeve.

NOTE 14—Figure 5 shows one example of how the
thrust in the hydraulic load cell can vary during the
extension of the friction-cone tip. Note the jump in
gage pressure when the cone engages the sleeve.

5.2.3.1 Obtain the cone plus friction-resist-
ance reading as soon as possible after the jump
so as to minimize the error described in Fig. 5.
Unless using continuous recording as in Fig. 5,
the operator should not record a cone plus fric-
tion resistance if he suspects the cone resistance
is changing abruptly or erratically.

5.3 Electric Penetrometers:
5.3.1 If using continuous electric cable, pre-

thread it through the push rods.
5.3.2 Record the initial reading(s) with the

penetrometer tip hanging freely in air or in water,
out of direct sunlight, and after an initial, short
penetration, test hole so that the tip temperature
is at soil temperature.

5.3.3 Record the cone resistance, or cone re-
sistance and friction resistance, continuously
with depth or note them at intervals of depth not
exceeding 8 in. (203 mm).

5.3.4 At the end of a sounding, obtain a final
set of readings as in 5.3.2 and check them against
the initial set. Discard the sounding, and repair
or replace the tip if this check is not satisfactory
for the accuracy desired for the resistance com-
ponent(s).

6. Special Techniques and Precautions
6.1 Reduction of Friction Along Push Rods—

The purpose of this friction reduction is to in-
crease the penetrometer depth capability, and not
to reduce any differences between resistance
components determined by mechanical and elec-
tric tips as noted in 1.3. To accomplish the
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friction reduction, introduce a special rod with
an enlarged diameter or special projections,
called a "friction reducer," into the string of push
rods or between the push rods and the tip. An-
other allowable method to reduce friction is to
use push rods with a diameter less than that of
the tip. In accordance with 4.1.4, any such pro-
jections or changes in diameter must begin no
closer than 1.0 ft (0.3 m) from the base of the
cone or the top of the friction sleeve when using
cones with the standard 4.1.1 diameter. For other
cones (sec Note 2) use no closer than 8 diameters.

NOTE 15—Non-mechanical techniques to reduce
friction, such as the use of drilling mud above Ihe tip,
are also allowable.

6.2 Prevention of Rod Bending Above Sur-
face—Ux a tubular rod guide, at the base of the
thrust machine, of sufficient length to prevent
significant bending of the push rods between the
machine and the ground surface.

NOTE 16—Special situations, such as when working
through water, will require a special system of casing
support to restrict adequately the buckling of the push
rods.

6.3 Drift of Tip—For penetration depths ex-
ceeding about 40 ft (12 m), the tip will probably
drift away from a vertical alignment. Occasion-
ally, serious drifting occurs, even at less depth.
Reduce drifting by using push rods that are ini-
tially straight and by making sure that the initial
cone penetration into soil does not involve un-
wanted, initial lateral thrust. Passing through or
alongside an obstruction such as boulders, soil
concretions, thin rock layers, or inclined dense
layers may deflect the tip and induce drifting.
Note any indications of encountering such ob-
structions and be alert for possible subsequent
improper tip operation as a sign of serious drift-
ing.

NOTE 17—Electric penelromeier lips may also in-
corporate an inclinometer to monitor drift and provide
a warning when it becomes excessive.

6.4 Wear of Tip—Penetration into abrasive
soils eventually wears down or scours the pene-
trometer tip. Discard tips, or parts thereof, whose
wear changes their geometry or surface roughness
so they no longer meet the requirements of 4.1.
Permit minor scratches.

6.5 Distance Between Cone and friction
Sleeve—The friction resistance of the sleeve ap-
plies to the soil at some distance above the soil
in which the cone resistance was obtained at the
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same time. When comparing these resistances fa
the soil at a specified depth, for example whtt
computing friction ratios or when plotting they
data on graphs, take proper account of the vn-
tical distance between the base of the cone and
the midheight of the friction sleeve.

6.6 Interruptions—The engineer may haveio
interrupt the normal advance of a static penetn
tion test for purposes such as removing the pen-
etrometer and drilling through layers or obstruc-
tions too strong to penetrate statically. If the
penetrometer is designed to be driven dynami-
cally without damage to its subsequent static
performance (those illustrated herein in Figs. I
to 4 are not so designed), the engineer may dn«
past such layers or obstructions. Delays of over
10 min due to personnel or equipment problems
shall be considered an interruption. Continuing
the static penetration test after an interruption »
permitted provided this additional testing re-
mains in conformance with this standard. Obtain
further resistance component data only after the
tip passes through the engineer's estimate of the
disturbed zone resulting from the nature and
depth of the interruption. As an alternative, read-
ings may be continued without first making the
additional tip penetration and the disturbed zone
evaluated from these data. Then disregard data
within the disturbed zone.

NOTE 18—Interruption of the piezocone soundinj
after a push allows the engineer to examine the diss
pation of positive or negative excess pore water pres-
sure.

6.7 Below or Adjacent to Borings—A cone or
friction-cone sounding shall not be perform^1

any closer than 25 boring diameters from an

existing, unbackfilled, uncased boring hok
When performed at the bottom of a boring. il*
engineer should estimate the depth below tl"
boring of the disturbed zone and disregard pen-
etration test data in this zone. The depth taffi
vary from one to five diameters. Where the en-
gineer does not have sufficient experience M"1

this variable a depth of at least three borinf
diameters should be used.

6.8 Mechanical Penetrometers:
6.8.1 Inner Rod Friction—Soil particles anj

corrosion can increase the friction between innf
rods and push rods, possibly resulting in sign'1''
cant errors in the measurement of the resist^1"*
component(s). Clean and lubricate the in"fr

rods.
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Weight of Inner Rods—For improved
y at low values of cone resistance, correct

niust data to include the accumulated weight
tinner rods from the tip to the topmost rod.

"I Jamming—Soil panicles between slid-
s or bending of the tip may jam the

m«..i during the many extensions and col-
gof the telescoping mechanical tip. Stop the

5 as soon as uncorrectable jamming oc-

tfEtectric Penetrometers:
si-- Water Seal—Provide adequate water-
«_.,; for the electric transducer. Make pe-
fchecks to assure that no water has passed

! 19—Some electric tip sleeve designs are not
touted for hydrostatic end area effects and re-
JFealibraUon correction. Determining the net end
if the cone under hydrostatic pressure also requires

astatic calibration measurement. The tip manu-
ir can usually supply these calibration correction

_nts. Their importance increases as the soil being
([becomes weaker.

Graph of Cone Resistance, qt—Every re-
a cone or friction-cone sounding shall
a graph of the variation of cone resistance

lits of tons or kPa) with depth (in feet or
-s). Successive cone-resistance test values
i the mechanical cone and friction-cone pen-

eters, usually determined at equal incre-
. of depth and plotted at the depth corre-
ling to the depth of the measurement, may

^connected with straight lines as an approxi-
for a continuous graph.

Friction-Cone Penetrometer:
-,...1 Graph of friction Resistance, f,—In ad-
idition to the graph of cone resistance (7.1) the
$jport may include an adjacent or superposed
Wph of friction resistance or friction ratio, or
-both, with depth. Use the same depth scale as in
ill (see 6.5).
1̂ 7.2.2 Graph of friction Ratio. R,— If the re-
POrt includes soil descriptions estimated from the
friction-cone penetrometer data, include a graph
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of the variation of friction ratio with depth. Place
this graph adjacent to the graph for cone resist-
ance, using the same depth scale (see 6.5).

7.3 Piezocone Penetrometer—In addition to
the 7.1 and 7.2 report requirements, a piezocone
sounding shall include a parallel graph, to the
same depth scale, of measured pore water pres-
sure during the penetration versus depth. Excess
pore water pressure versus time plots may also
be constructed at those depths where the piezo-
cone sounding is interrupted (see Note I).

7.4 General—The operator shall record his
name, the name and location of the job, date of
sounding, sounding number, location coordi-
nates, and soil and water surface elevations (if
available). The report shall also include a note as
to the type of penetrometer tip used, the type of
thrust machine, tip and thrust calibration infor-
mation, or both, any zero-drift noted, the method
used to provide the reaction force, if a friction
reducer was used, the method of tip advance-
ment, the method of recording, the condition of
the rods and tip after withdrawal, and any special
difficulties or other observations concerning the
performance of the equipment.

7.5 Deviations from Standard—The report
shall state that the test procedures were in ac-
cordance with this Test Method D 3441. De-
scribe completely any deviations from this test
method.

8. Precision and Bias
8.1 Because of the many variables involved

and the lack of a superior standard, engineers
have no direct data to determine the bias of this
method. Judging from its observed reproducibil-
ity in approximately uniform soil deposits, plus
the q, and/, measurement effects of special equip-
ment and operator care, persons familiar with
this method estimate its precision as follows:

8.1.1 Mechanical Tips—Standard deviation
of 10% in a. and 20% in/,.

8.1.2 Electric Tips—Standard deviation of
5 % in a. and 10% in/,.

NOTF 20—These data may not match similar data
from mechanical tips (see 1.3).
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1 Conical point (10 cm')
2 Loaded!
3 Protective mantle
4 Waterproof bulbing
5 O-rinfs
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7 Strain gages
8 Connection with rods
9 Inclinometer
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THRUST REMOVED (PISTON REVERSED)

PROBABLE CHANGE IN | , EARLIEST
CONE RESISTANCE WITH ^ OPERATOR CAN
PENETRATION PAST ,' OBTAIN READ-
POINT "A" ———————_^,' ING

STEADY STATE AFTER SLEEVE
(IN THIS CASE STILL

INCREASE IN CONE RE-
SISTANCE)

TEMPORARY PRESSURE JUMP DUE
TO ACCELERATION OF FRICTION

————— SLEEVE AND CON-
VERTING STATIC TO

STEADY STATE BEFORE SLEEVE MOVING FRICTION
ENGAGED (IN THIS CASE A SLOW-
LY INCREASING CONE RESISTANCE)

£

PRESSURE BUILDUP TO EXTEND CONE
I I I

PRESSURE

NOTE—~o-»~ represents the correct cone resistance reading just before the pressure jump associated with engaging the fricwi
sleeve during the continuing downward extension of the tip. ~a-b" is the correct friction resistance if the friction sleeve couU br
engaged instantaneously and the cone plus friction resistance read instantaneously. However, the operator cannot read a presw
gage dial until it steadies, such as at point "c." By this forced wait, the operator has introduced a friction resistance error of "b<'
The operator must read the gage as soon as passible after the jump to minimize IhU error. Erratic or abrupt changes in ca*
resistance may make this error unacceptable
FIG. S *m*M^<3**tbc^oll*l^twCto.*ii*tktHrtnmlKU~4CiUMnt»rii>tnnst<»rorol<lK\*K'*+

During a* Exanik Eilenkw of Ike Mechanical FridkM-Ccwc PmetitMMter Tip

The American Society for Truing and Materials lakn no position respecting the validity of any patera rights asserted in connect"*
with any item mentioned in this standard Users of Ms standard are expressly advised that determination of the validity of any «* *
patent rights, and the risk of infringement of such rights, are entirely their own responsibility.

This standard is subject to revision at any time by the responsible technical committee and must be reviewed every five years &*1

if not revised, either reapproved or withdrawn. Your comments are invited either for revision of this standard itr for odditiM*
standards and should be addressed to ASTM Headquarters. Your comments will receive careful consideration at a meeting </'*
resptmstble technical committee, w'hich yt>u may attend If you feel that your comments have not received a fair hearing you sh°v*t

make \itur views known to the ASTM Committee on Standards. 1916 Race St. Philadelphia. PA
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Designation: D 3550 - 84

Standard Practice for
RING-LINED BARREL SAMPLING OF SOILS1

i
is issued under the fixed designation D 3550; the number immediately following the designation indicates the year of

Jpn or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval.
'eptikm (<) indicates an editorial change since the last revision or reapproval.

practice covers a procedure for using
barrel sampler to obtain representa-

of soil for identification purposes
laboratory tests. In cases where it has
lished that the quality of the sample is

rilhis practice provides shear and con-
i specimens that can be used directly in

itus without prior trimming. Some
>ils may gain or lose significant shear
compressibility, or both, as a result
In cases like these, suitable compar-

should be made to evaluate the effect
disturbance on shear strength and

ability.
practice is not intended to be used as
in test; however, the force required to

netration or a blow count, when driv-
ry, is recommended as supplemen-

..Jtipn.
113 standard may involve hazardous ma-

iterations, and equipment. This standard
purport to address all of the safety prob-
ociated with its use. It is the responsibil-
loever uses this standard to consult and

ft appropriate safely and health practices
' e applicability of regulatory limi-

ior to use.
IN; .

ble Documents
"A/ Standards:
lethod for Penetration Test and Split-

. - Sampling of Soils2

587 Practice for Thin-Walled Sampling of
lils2

Practice for Diamond Core Drilling
Investigation2

Practice for Description and Identifi-

cation of Soils (Visual-Manual Procedure)2

3. Significance and Use
3.1 This practice is used where soil condition

and resistance to advance of the sampler do not
permit the use of a thin-wall tube (Practice
D 1587) and where the formation does not re-
quire diamond coring (Practice D 2113).

4. Apparatus
4.1 Drilling Equipment—Any drilling equip-

ment may be used that provides a reasonably
clean hole before insertion of the sampler and
that does not disturb the soil to be sampled.
However, in no case shall a bottom-discharge bit
be permitted. Side-discharge bits are permissible.

4.2 Drive Weight Assembly—Any drive
weight assembly that will provide penetration in
the range from 1 to 20 blows per foot (65 blows
per metre) may be used. Whenever possible, soils
are to be sampled by pushing instead of driving
(see Section 5).

4.3 Ring-Lined Barrel Sampling Assembly—
This shall consist of a shoe, sampler, and waste
barrel, as shown in Fig. 1.

4.4 Ring-Lined Sampler—Test specimens
shall be obtained using a suitable one piece or
split sampling barrel lined on the inside with
removable rings. These rings shall be thin-walled
and shall conform to the size requirements of the
particular laboratory test determinations em-
ployed. They shall fit snugly inside the sampler

1 This practice is under the jurisdiction of ASTM Committee
D-18 on Soil and Rock and is the direct responsibility of
Subcommittee DI8.02 on Sampling and Related Field Testing
for Soil Investigations.

Current edition approved Jan. 27. 1984. Published April
1984. Originally published as D 3550 - 77. Last previous edition
D3550-77'1.

! Annual Book of ASTM Standards. Vol 04.08
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Designation: D1556 - 82*1

Standard Test Method for
DENSITY OF SOIL IN PLACE BY THE SAND-CONE
METHOD1

ri,,s standard is issued under the fixed designation D 15S6; the number immediately following the designation indicates the
, tar °f original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last
|(|pproval. A superscript epsiloo («) indicates an editorial change since the last revision or reapproval.
>(,„ method has been approved for use by agencies of the Department of Defense and for listing in the DoD Index of Specifications
^Standards.

sure—Section 7.3.3 was changed editorially in December 1983.

I. Scope
1. | This method covers the determination of

the in-place density of soils.
1.2 Any soil or other material that can be

excavated with hand tools can be tested pro-
vided the void or pore openings in the mass are
..mail enough to prevent the sand used in the
icst from entering the natural voids. The soil or
,<iher material being tested should have suffi-
cient cohesion or particle attraction to maintain
stable sides on a small hole or excavation. It
should also be firm enough to withstand the
minor pressures exerted in digging the hole and
placing the apparatus over it without deforming
or sloughing.

1.3 When the moisture content and dry den-
Mty are to be determined, this method is not to
he used in certain soils or materials as indicated
m paragraphs 1.3 and 3.5 of Method D 2216.

I. Applicable Documents
2.1 ASTM Standards:
f 136 Method for Sieve Analysis of Fine and

Coarse Aggregates2

D653 Terms and Symbols Relating to Soil and
Rock3

D698 Test Methods for Moisture-Density
Relations of Soils and Soil-Aggregate Mix-
lurcs Using 5.5-lb (2.49-kg) Rammer and
12-in. (305-mm) Drop3

D1557 Test Methods for Moisture-Density
Relations of Soils and Soil-Aggregate Mix-
tures Using 10-lb (4.54-kg) Rammer and
18-in. (457-mm) Drop3

D2049 Test Method for Relative Density of
Cohesionless Soils*

D22I6 Method for Laboratory Determina-
tion of Water (Moisture) Content of Soil,
Rock, and Soil-Aggregate Mixtures3

3. Significance and Use
3.1 This method is used widely to determine

the density of compacted soils used in the con-
struction of earth embankments, road fill, and
structure backfill. It is often used as the basis
of acceptance for soils compacted to a specified
density or percentage of a maximum density
determined by a standard test method.

3.2 This method can be used to determine
in-place density of natural soil deposits, aggre-
gates, soil mixtures, or other similar material.

3.3 The use of this method is generally lim-
ited to soil in an unsaturated condition. This
method is not recommended for soils that are
soft or friable (crumble easily) or in a moisture
condition such that water seeps into the hand-
excavated hole. The accuracy of the test may
be affected for soils that deform easily or that
may undergo a volume change in the excavated
hole from standing or walking near the hole
during the test.
4. Apparatus

4.1 Density Apparatus, consisting of the fol-
lowing:

1 This method is under the jurisdiction of ASTM Committee
D-18 on Soil and Rock and is the direct responsibility of
Subcommittee DIS.08 on Special and Construction Control
Tests.

Current edition approved Nov. 26, 1982. Published January
1983. Oricinally published as D I55« - 58 T. Last previous edi-
tion D 1556 - 64 (1974).

1 Annual Book of ASTM Standards. Vol 04.02.
1 Annual Book of ASTM Standards, Vol 04.08.
' Discontinued, see 1983 Annual Book of ASTM Standards,

Vol 04.08.
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4.1.1 A jar or other container having a vol-
ume of approximately 1 gal (4000 cms) or
larger.

4.1.2 A detachable appliance consisting of a
cylindrical valve with an orifice approximately
Vi in. (13 mm) in diameter, having a small
metal funnel connecting to a standard gal Ma-
son jar top on one end and a large metal funnel
(cone) on the other end. The valve shall have
stops to prevent rotating it past the completely
open or completely closed positions.

4.1.3 A square or rectangular metal plate
with a flanged center hole cast or machined to
receive the large funnel (cone) of the appliance
described in 4.1.2. The plate shall be flat on the
bottom and have sufficient thickness or stiff-
ness to be rigid and shall have sidewalls ap-
proximately % to ¥t in. (10 to 13 mm) high.

4.1.4 The details for the apparatus described
herein are shown in Fig. 1 and represent the
minimum acceptable dimensions suitable for
testing soils having maximum particle sizes of
approximately 2 in. (SO mm) and test hole
volumes of approximately 0.1 ft1 (3000 cm3).
When the material being tested contains a small
amount of oversize and isolated large particles
are encountered, the test can be moved to a
new location. Larger apparatus and test hole
volumes are needed when particles larger than
2 in. (50 mm) are prevalent.

NOTE 1 —The apparatus described here represents
a design thai has proved satisfactory. Larger appa-
ratus of similar proportions may be used as long as
the basic principles of the sand volume determination
are observed.

4.2 Sand, shall be clean, dry, uniform, unce-
mented, durable, and free-flowing. Any gra-
dation may be used that has a uniformity coef-
ficient (Cu = Deo/D\o) less than 2.0, a maximum
panicle size less than 2.00 mm (No. 10 sieve),
and less than 3 % by weight passing 250 jun
(No. 60 sieve). The particle size distribution
(gradation) shall be determined in accordance
with Method C 136. Uniform sand is needed to
prevent segregation during handling, storage,
and use. Sand free of fines and fine sand par-
ticles is needed to prevent significant bulk den-
sity changes with normal daily changes in at-
mospheric humidity. Sand comprised of dura-
ble, natural subrounded or rounded particles is
desirable. Crushed sand or sand having angular
particles may not be free flowing, a condition
that can cause bridging resulting in inaccurate

density determinations (Note 2). In
sand from a potential source, five
bulk-density determinations shall be
each container or bag of sand. To be
ceptable sand, the variation between any'
mination and the average shall not be '
than 1% of the average. Before using
density determinations, it shall be
allowed to reach an air-dried state in
era! location where it is to be used. Sand
not be reused without removing any
nating soil, checking the gradation, and
Bulk-density tests shall be made at
not exceeding 14 days, always after any
cant changes in atmospheric humidity,
reusing, and before using a new batch
previously approved supplier (Note 3).

NOTE 2—Some manufactured (crushed))1

such as blasting sand have been suocessrouy,
with good rcprodutibility. The reprodudbQity ofj
results using angular sand should be checked"
actual testing situations before selecting an
sand for use.

NOTE 3—Most sands have a tendency to ___
moisture from the atmosphere. A very small anting
of absorbed moisture can make a substantial chaM
in bulk density. In areas of high humidity Or^*^
the humidity changes often, the bulk
need to be determined more often than the
maximum interval indicated. The need
frequent checks can be determined by compariiy£j
results of different bulk-density tests on the
sand made in the area and conditions of use
period of time.

4.3 Balances—A balance or scale of 11 ̂
capacity readable to 1.0 g and accurate toll
from 100 g to 7000 g and 3 g above 7000 & tad
a balance of 2000 g capacity readable to 0"*"
and accurate to 0.1 %.

4.4 Drying Equipment—Oven, as
Method D 2216 (See 6.1.10 and Note 6.)

4.5 Miscellaneous Equipment—Knife, smal
pick, chisel, small trowel, screwdriver,^
spoons for digging test hole; buckets with fidi
seamless tin or aluminum cans with lids, plat
tic-lined cloth sacks, or other suitable cooj
tainers for retaining the density sample, mod-
ture sample, and density sand respectively;
thermometer for determining the temperatnt
of water, small, paint-type brush, slide rule Of
calculator, notebook, etc. : ̂ P
5. Calibration , i£

5.1 Determinations of mass are to be made
to the nearest 1 g except for those required ft*

rmining moisture content, which shall be
J(je to the nearest 0.1 g.
; 2 Determine the mass of sand required to

blithe funnel and base plate as follows:
; 2.1 Put sand in the apparatus and deter-
ge the mass of apparatus and sand.
; 2.2 Place the base plate on a clean, level,

-jjtK surface. Invert the apparatus and seat the
jr»e funnel into the flanged center hole in the
.Je plate, and mark and identify the funnel
^j plate so that the same funnel and plate can
i,. «s be matched and reseated in the same

jvisition.
' ;2.3 Open the valve and keep open until
y sand stops running, making sure the appa-
•jius. base plate, or plane surface are not jarred
,, vibrated before the valve is closed.

5.2.4 Close the valve sharply, determine the
oiis of the apparatus with remaining sand and
jlculate the loss of sand. This loss represents
.he mass of sand required to fill the funnel and
M* plate.

5 2.5 Repeat the procedures in 5.2.1 to 5.2.4
,; least three times. The mass of sand used in
he calculations shall be the average of three
^terminations. The maximum variation be-
;»een any one determination and the average
.hall not exceed 1 %.

5.3 Use either Method A or Method B to
Jctermine the sand bulk density.

54 Method A—Determine the bulk density
t'the sand to be used in the field test as follows:

5.4.1 Select a known-volume container that
,- approximately the same size and allows the
.and to fall approximately the same distance as
•he hole excavated in making a field test. The
-ft1 (944-cm3) and Vis.ua-ft3 (2124-cm3) molds
;voficd in Test Methods D698 or the 0.1-ft3

XW-cm3) mold specified in Test Method
:)2049 are recommended.

54 .2 Make measurements of sufficient accu-
•j i \ to determine the volume of the container to
•1.0%. The measurement tolerances for the
^Nnc recommended molds are given in Test
M othodsD 698 and D 2049.

5.4.3 Flow characteristics through different
•alve assemblies have been known to cause
Jifferent bulk-density values. The funnel and
•alve apparatus used to determine the bulk
Jensity of the sand shall be the same as used
i>ir making field tests unless other assemblies
•re determined to provide the same results.

5.4.4 Fill the assembled apparatus with
sand.

5.4.5 Determine the mass of the known-vol-
ume container when empty.

5.4.6 Support the apparatus over the known-
volume container in an inverted position so
that the sand falls approximately the same
distance as in a field test, and fully open the
valve.

5.4.7 Fill the container until it just overflows
and close the valve. Carefully strike off excess
sand to a smooth level surface at the top of the
container. Care must be taken so that the con-
tainer is not jarred or vibrated before striking
off is completed.

5.4.8 Clean any sand from the outside of the
container and determine the mass of the
known-volume container when full. Determine
the net mass of sand by subtracting the mass of
the empty container.

NOTE 4—When the known-volume container has
the same diameter as the flanged center hole in the
metal plate, the procedures in 5.4.6 to 5.4.8 can be
simplified by using the plate on top of the known-
volume container. Striking off the excess sand is not
required when the apparatus with sand is weighed
before and after filling the container and the mass
required to fill the cone and plate (5.2.S) is subtracted
from the difference.

5.4.9 Repeat the procedure in 5.4.4 to 5.4.8
at least three times. The mass used in the
calculations shall be the average of three deter-
minations. The maximum variation between
any one determination and the average shall
not exceed 1 %.

5.5 Method B—The bulk density of sand to
be used in the field test is determined by first
determining the volume of the jar and attach-
ment up to and including the volume of the
valve orifice then by using the jar to measure
a volume and mass of sand as follows:

5.5.1 In making bulk density determina-
tions, use a glass or other rigid jar that is well-
rounded where it tapers toward the opening.
Other jars may be used for making in-placc
density tests.

5.5.2 Use the same funnel and valve assem-
bly for determining the bulk density of sand as
will be used in field tests or determine that
other assemblies provide the same results.

5.5.3 Use heavy grease or other waterproof
substances in those stopcocks and thread as-
semblies that are not watertight.



5.5.4 Determine the mass of the assembled
apparatus and record.

5.5.5 Place the apparatus upright and open
the valve.

5.5.6 Fill the apparatus with water until it
appears over the valve.

5.5.7 Close valve and remove excess water.
5.5.8 Determine the mass of the apparatus

and water, and determine the temperature of
the water to the nearest 1°C.

5.5.9 To determine the mass of the water to
fill the apparatus, subtract the mass of the
apparatus from the mass of the apparatus and
the water.

5.5.10 Repeat the procedure described in
5.5.4 to 5.5.9 at least three times. Convert the
weight of water, in grams, to millilitres by
correcting for the temperature as given in 7.3.1.
The volume used shall be the average of three
determinations with a maximum variation of 3
mL.

5.5.11 The volume determined in this pro-
cedure is constant as long as the jar and attach-
ment are in the same relative position as the
previous volume determination. If the two are
to be separated, match marks should be made
to permit reassembly to this position.

5.5.12 Completely dry the jar and other ap-
paratus and remove any grease or waterproof-
ing substances before proceeding with the fol-
lowing bulk density determination.

5.5.13 Place the empty apparatus upright on
a firm level surface, close the valve, and fill the
funnel with sand.

5.5.14 Open the valve and, keeping the fun-
nel at least half full of sand, fill the apparatus,
making sure the apparatus is not jarred or
vibrated before the valve is closed. When the
sand stops flowing, close the valve sharply and
empty excess sand.

5.5.15 Determine the mass of the apparatus
with sand and determine the net mass of sand
by subtracting the mass of the apparatus.

5.5.16 Repeat the procedures in 5.5.13 to
5.5.15 at least three times. The mass used in the
calculations shall be the average of three deter-
minations. The maximum variation between
any one determination and the average shall
not exceed 1 %.

6. Procedure
6.1 Determine the density of the soil in place

as follows:

"ii
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6.1.1 Fill the apparatus with sand
calibrated for bulk density and dei
mass of the apparatus and sand.

6.1.2 Prepare the surface of the
be tested so that it is a level plane,
plate makes an excellent tool for
the surface to a neat level plane.

6.1.3 Seat the base plate on the
face, making sure there is good contact
ground surface around the edge of the
center hole. Mark the outline of the base'1
to check for movement during the test, and
nails pushed into the soil adjacent to the
of the plate or otherwise secure the plate
movement without disturbing the soil
tested. '

6.1.4 In soils where leveling is not
a preliminary test shall be run at this'
measuring the volume bounded by the
plate and ground surface. Fill the
sand from the apparatus, determine the
of sand used to fill the space, refill the
ratus, and determine a new initial
apparatus and sand before proceeding with1

test. After this measurement is completed»'caj(8
fully brush the sand from the prepared snrfijfKJ

NOTE 5—A second calibrated apparatus mayt
taken to the field when this condition is r—=-=--k
(instead of refilling and making a second nuutdefe?
mination). The procedure in 6.1.4 may be useAtaf
each test when the best possible accuracy is dcored;
however, it is usually not needed for most productS
testing where a relatively smooth surface is obtain*?
ble. 33$

6.1.5 Dig the test hole inside the center hoi?
in the base plate, being very careful to avoid'
disturbing the soil that will bound the holtj
Test-hole volumes shall be as large as practical
to minimize the effects of errors and shall in no*
case be smaller than the volume indicated far
Table 1. The sides of the hole should slope
inward slightly toward the bottom that should'
be reasonably flat or concave. The hole should'
be kept as free as possible of pockets, ove#
hangs, and sharp obtrusions since these aflecP
the accuracy of the test. Soils that are essentially*
granular require extreme care and may require'
digging a conical-shaped test hole. Place alT
excavated soil and soil loosened during exca-
vation in a container that is marked to identify
the test number. Take care to avoid losing any
material. Protect this material from any loss of
moisture until the mass has been determined
and a specimen has been obtained for moisture
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content determination.
5 1.6 Clean the flange of the center hole in

frt metal plate, invert the apparatus, and seat
the large metal funnel into the flanged hole at
the same location as marked during calibration.
Open the valve and allow the sand to fill the
hole, funnel, and base plate. Take care to avoid
jarring or vibrating the apparatus or the ground
during this step. When the sand stops flowing,
close the valve.

6.1.7 Determine the mass of the apparatus
nith remaining sand, and calculate the mass of
jand used in the test.

6.1.8 Determine the mass of the material
^at was removed from the test hole.

6.1.9 Mix the material thoroughly and ob-
tain a representative specimen for moisture-
content determination or use the entire sample.

6.1.10 Determine the moisture content in ac-
cordance with Method D 2216.

NOTE 6—Rapid methods of moisture determina-
tion may be used to obtain an approximate value
ihat is later verified or corrected according to the
ulues obtained in accordance with Method D 2216.

6.2 Moisture-content specimens are to be
large enough and selected in such a way so as
to represent all the material obtained from the
test hole. Suggested minimum mass of moisture
specimens in relation to maximum particle size
are shown in Table 1.

1. Calculations
7.1 Calculations as shown are for using units

in grams and cubic centimetres or millilitres.
Other units are permissible provided the appro-
priate conversion factors are used to maintain
consistency of units throughout the calcula-
tions.

7.2 Sand Calibration — Method A:
7.2.1 Calculate the bulk density of the sand

as follows:

where:
Ki - volume of the density apparatus, mL,
G — mass of water required to fill the appa-

ratus, 5.5.9, and
T — water temperature-volume correction

shown in column 3 of Table 2.
7.3.2 Calculate the bulk density of the sand

as follows:
Pi - JWi/K,

where:
pi - bulk density of the sand, g/cm3, or mul-

tiply by 62.43 for lb/ft3,
Mt — mass of sand required to fill the appa-

ratus 5.5.16, g, and
Vt — volume of apparatus, 5.5.10.

7.5 Field Tut:
7.5.1 Calculate the volume of the test hole

as follows:

where:
V «• volume of the test hole, cm3,
Mi — mass of sand to fill the test hole, funnel,

and base plate, 6.1.7, g,
A/4 — mass of sand to fill the funnel and base

plate, 5.2.5, g, and
pi - bulk density of the sand, 7.2.1 or 7.3.2,

g/cms.
7.5.2 Calculate the dry mass of material re-

moved from the test hole as follows:
A/4 - 100 A/iA* + 100)

where:
w — percentage of moisture, in material from

test hole, 6.1.10,
A/5 — moist mass of the material from the test

hole, 6.1.8,
A/4 — dry mass of material from test hole, g, or

multiply by 0.002205 for Ib.
7.5.3 Calculate the in-place wet and dry den-

sity of the material tested as follows:
P. -A/./K

where:
Pi = bulk density of the sand, g/cm3, or mul-

tiply by 62.43 for lb/ft3,
A/i - mass of sand to fill the known volume

container, 5.4.9, g, and
V\ — volume of the known volume container,

5.4.2, cm".
7.3 Sand Calibration— Method B:
7.3.1 Calculate the volume of the density

apparatus as follows:

where:
V = volume of test hole, 7.5.1, cm3,
A/3 = moist mass of the material from the test

hole, 6.1.8, g,
A/6 = dry mass of the material from the test hole,

7.5.2, g,
pm *= wet density of the tested material g/cm3 or

multiply by 62.43 for lb/ftj, and
prf = dry density of the tested material.



NOTE 7—It may b« desired to express the in-place
density as a percentage of some other density, for
example, the laboratory maximum density deter-
mined in accordance with Method D 698. This rela-
tion can be determined by dividing the in-place
density by the maximum density and multiplying by
100.

8, Precision and Accuracy

8.1 The precision and accuracy of this
method has not been determined. No available

TABLE 1 Minimum Test Hole Volumes and Minimum
Moisture Content Sample* Based on Maximum Size of

Particle
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methods provide absolute values of the~<
of soil in place against which this me
be compared. The variability of soil
destructive nature of the test do not pn
repetitive duplication of test results to ob
meaningful statistical evaluation. Accurai.
a function of the care exercised in perfo*'"
the steps of the test giving particular ati
to careful control to systematic repetition^
procedures used.

TABLE 1 Volume of Water per Gram Based art
Temperature
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Maximum
Panicle Size

Minimum Minimum 'nimura
Test Hole Test Hole °"

Volume, cm' Volume, ft'

Temperature Volume of Wai
mL/g jyj

No. 4 Sieve
(4.75 nun)

Vt in. (12.5mm)
1 in. (25 nun)
2 in. (50 mm)

710

1420
2120
2830

0.025

0.050
0.075
0.100

100

300
500
1000

12
14
16
18
20
22
24
26
28
30
32

53.6
57.2
60.8
64.4
68.0
71.6
75.2
78.8
82.4
86.0
89.6

1.00048'
1.00073
1.00103 ,
1.00138
1.00177 '
1.00221 ••'{*!
1.00268
1.00320
1.00375
1.00435
1.00497 *rt!

The American Society for Testing and Materials lakes no position respecting the validity of any patent rights assertea%
connection with any item mentioned in this standard. Users of this standard are expressly advised that determination of the vallatf
of any such patent rights, and the risk of infringement of such rights, are entirely their own responsibility. <'t

•;!£This standard is subject to revision at any lime by the responsible technical committee and must be reviewed every five yean
and if not revised, either reapproved or withdrawn. Your comments are invited either for revision of this standard or for addllioml
standards and should be addressed to A STM Headquarters. Your comments will receive careful consideration at a meeting of At
responsible technical committee, which you may attend. If you feel that your comments have not received a fair hearing you shouU
make your views known to the ASTM Committee on Standards, 1916 Race St., Philadelphia, Pa. 19103. •"•
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JirtueJi Mtottltfrt mlntt »•
-traM kt»f

Rubtitr ring or gotktt
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Votoe stop*
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3/4 19.1

1V8 28.6

in. mm

53/s 136.5
6V2 165.1
6s/,, 171.5

12 304.8

FIG. I Density Apparatus



where
C" = percent cement corrected for moisture

variation,
C = percent cement determined from test

sample,
R = percent material retained on a 4.75-mm

sieve for the calibration samples,
M' = percent moisture of test sample as deter-

mined in Note 2, and
V,.., W, and W, are quanti t ies computed in
Section 6 for calibration Set 2.

10. Precision and Accuracy
10.1 In the process of development of
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D 2901-70, interlaboratory testing programs
were conducted in 1967 and 1968. Results of
these tests showed an average error in cement
content determination of 3.6 % |(error)/(ce-
ment content) x 100] from which a coefficient
of variation of 4.5 % is estimated. On duplicate
specimens used in the calibration process, the
average deviation in millilitres of EDTA was
2.4 % [(deviation in millilitres)/(average milli-
litres) x 100).

10.2 Changes incorporated in the 1982 revi-
sion are intended to improve precision and
accuracy over that of D 2901-70.

Tht American Society for Testing and Materials takes no position respecting the validity of any patent rights asserudu
connection win an \ item mentioned in this standard. Users of this standard are expressly advised that determination of the tali*}
of any such patent rights, and the risk of infringement of such rights, are entirely their oom responsibility.

This standard is subject to revision at any lime by the responsible technical committee and must be reviewed every fire ytm
and if not revised, either reapprovedor withdrawn. Your comments are invited either for revision of this standard or for additmd
standards and should be addressed to ASTM Headquarters. Your comments will receive careful consideration at a meeting of fa
responsible technical committee, which you may attend If you feel that your comments have not received a fair hearing you skaH
make your view! known to the ASTM Committee on Standards. 1916 Race St.. Philadelphia, Pa. 19103.

Designation: D 2922 - 81

Standard Test Methods for
DENSITY OF SOIL AND SOIL-AGGREGATE IN PLACE BY
NUCLEAR METHODS (SHALLOW DEPTH)1

Tail standard is issued under the fixed designation D 2922; the number immediately following the designation indicates the
JUT of original adoption or, in the case or revision, the year of last revision. A number in parentheses indicates the year of last
(approval. A superscript epsilon (c) indicates an editorial change since the last revision or reapproval.

Ttiese method's have been approved for use by agencies of the Department of Defense and for luting tn the DoD Index of
Sftfftcalions and Standards.

INTRODUCTION

These methods describe determination of the density of soil and soil-aggregate in
place using nuclear equipment. In general, the total or wet density of the material under
test is determined by placing a gamma source and a gamma detector either on, into, or
adjacent to the material under test. These variations in test geometry are presented as
the backscatter, direct transmission, or optional air gap approaches. The intensity of
radiation detected is dependent in part upon the density of the material under test. The
radiation intensity reading is converted to measured wet density by a suitable calibration
curve. Principles of the nuclear test are discussed in the Appendix, as are some of its
advantages and disadvantages. It should be noted that the density determined by these
methods is not necessarily the average density within the volume involved in the
measurement and that the equipment utilizes radioactive materials which may be
hazardous to the health of users unless proper precautions are taken.

1. Scope
1.1 These methods cover the determination

of the total or wet density of soil and soil-
aggregate in place by the attenuation of gamma
rays where the gamma source or gamma detec-
tor, or both, remain at or near the surface. The
nethods described are normally suitable to a
lest depth of approximately 2 to 12 in. (50 to
300mm), depending on the test geometry used.

1.2 Three methods are described as follows:

Method A—Backscaller
Method B—Direct Transmission
Method C—Air Gap (Optional)

Section
9

10
11

1.3 The values tested in inch-pound units
are to be regarded as the standard. The metric
equivalents of inch-pound units may be ap-
proximate.

1 Applicable Documents
2.1 ASTM Standards:

D 1556 Test Method for Density of Soil in
Place by the Sand-Cone Method2

D2I67 Test Method for Density and Unit
Weight of Soil in Place by the Rubber-
Balloon Method2

D2216 Method for Laboratory Determina-
tion of Water (Moisture) Content of Soil,
Rock, and Soil-Aggregate Mixtures2

D 3017 Test Method for Moisture Content of
Soil and Soil-Aggregate in Place by Nu-
clear Methods (Shallow Depth)2

3. Significance and Use
3.1 The methods described are useful as

rapid, nondestructive techniques for the in-
place determination of wet density of soil and

' These methods are under the jurisdiction of ASTM Com-
mittee D-18 on Soil and Rock.

Current edition approved May 29. 1981. Published Septem-
ber 1981. Originally published at D 2922 -71. Last previous
edition D 2922 - 78.

1 Annual Book (if ASTM Standards. Vol 04.08.



soil-aggregate. The fundamen ta l assumptions
inherent in the methods are tha t Compton scat-
te r ing is the dominan t in terac t ion and tha t the
mate r i a l w i t h i n the /one of in f luence for each
test is homogeneous.

3.2 Test results mas be affected by chemical
composition, sample heterogenei ty , and the
surface texture of the ma te r i a l being tested. The
techniques also e x h i b i t spat ial bias in tha t the
appa ra tu s is more sens i t i s e to ce r t a in regions
of the m a t e r i a l u n d e r lesi.

4. Calibration
4.1 Laboratory calibration of the gage is es-

tablished by determining the nuclear count
rate of each of s eve ra l mater ia ls at different
and known densi t ies and es tabl ishing a rela-
t i o n s h i p between count rate and dens i ty . Suf-
f ic ient data should be taken at each density to
ensure a precision of at least twice the normal
precision obtained in field use. Calibration can
be accomplished by either laboratory or field
methods. Laboratory methods are recom-
mended due to the higher inherent accuracy of
laboratory standards and ins t ruments as op-
posed to field methods which require the vol-
ume measurement of an excavated hole.

NOTI- I — Dif fe ren i chemical compositions of ihe
blocks or other mater ia ls can affect the count rate.
C a l i b r a t i o n curves may not be applicable to materials
not represented in establishing [he ca l ibra t ion curve.

4 . 1 . 1 Laboratory ca l ib ra t ion should involve
the use of a m i n i m u m of f i v e homogeneous
blocks s u f f i c i e n t l y large to represent an i n f i n i t e
volume to the n u c l e a r i n s t r u m e n t The dens i ty
of these s tandards sha l l be de te rmined to an
accuracy of ±0.2 S-(±0.3 I b / f t ' a t 1 6 0 l b / f t ' o r
±5 kg /m ' at 2565 kg/m') . Three of the stand-
ards shall be constructed of materials having
gamma mass a t t e n u a t i o n coeff ic ients w i t h i n
± 1.0 cr of each o ther over the range of gamma
energy u t i l i z e d by the gage for dens i ty mea-
su remen t . These s tandards w i l l be used to es-
tabl ish the gage response to densi ty var ia t ions
in the range from 100 to 170 Ib/fl1 (1600 to
2725 kg /m ' ) . The last two standards shal l be
mate r i a l s tha t equal ly bracket the gamma mass
a t t e n t u a t i o n coefficient of soils. Suggested ma-
te r i a l s are l imestone and grani te . The gage
response wi l l then be rotated about the zero
densi ty point on a plot or graphical represen-
ta t ion such that it falls halfway between the
l imestone and grani te data . This f inal response
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will be used in the field for measurement.
4.1.2 Field calibration may be used where

laboratory cal ibrat ion faci l i t ies are not avail-
able or where it becomes necessary to calibrate
the ins t rument for materials t ha t chemically are
different than soils. A m i n i m u m of ten field
tests should be used for establishing calibration
by the field method so tha t a range of densities
and materials wi l l be represented. The sand-
cone method in accordance with Test Method
D I 556 or the rubber-balloon method in accord-
ance wi th Test Method D 2 1 6 7 may be used to
determine the wet range of densi ty of carefully
selected field sites on which density data have
been previously determined. As an alternative,
nuclear data can be obtained on prepared con-
tainers of soil and soil-aggregate compacted to
known densities. The containers must be suffi-
ciently large to represent an inf ini te volume to
the nuclear instrument. Data from either of these
methods may be used to establish a new gage
response by visual ly f ining a l ine to a plot ofgaje
response to density over the range of densities
found in the samples. It is more desirable to use
the latter data, to rotate the laboratory calibratioi
in 4 .1 .1 . or a constant offset from this laborauxy
calibration, to fit the field data. Extreme care
must be exercised in the determinat ion of wet
density in either the field sites or prepared cofr
lainers. Because of the variability and scatter
inherent in field tests and container preparatiot
and compaction, t h i s method is considered less
accurate than techniques using calibratioi
blocks.

N O I L 2- -Use of blocks is advantageous became
, they are durable and provide stable densi ty refer-

ences Blocks and prepared conta iners must be larje
enough not to change the observed count rate (M
count ra t io ) if made larger in any dimensions. Di-
mensions of approx imate ly 12 in (300 mm) widthbj
14 in. (3M) mm) deplh by 22 in (560 mm) lenpi
have proven satisfactory for e q u i p m e n t now avail-
able For ca l ibra t ion of backscai ter on ly , a deplhcf
not less t han 9 in (230 mm) is adequa te .

4.2 Checking and Adjusting CalibraliM
Data—The ca l ib ra t ion data for newly acquired
ins t ruments , i n s t rumen t s for which the calibn-
lion is more than one year old. or instrumenn
that have been damaged and repaired maybe
checked by using the method of 4.1.2. A mini-
mum of ten field tests must be used to compaie
with the existing calibration data in order»
justify changing the calibration.

4.2.1 If each of the field tests varies by M

more than 3 % from the nuclear density and
some of (he field densities are greater and some
less than the nuclear density, then adjustment
of the calibration is not necessary.

4.2.2 If all of the field tests are more or all
less than the nuclear density and the average
ofthe difference exceeds 1 %, then adjust each
subsequent nuclear density by the average dif-
ference.

4.2.3 The average difference found in 4.2.2
Bay be used to determine a new calibration
response. Either rotation about a zero point or
constant offset from the original calibration
may be used.

NOTE 3 — Adjust ing calibration curves is a com-
pia task and it should be attempted only by (hose
uowledgeable in (his field Most manufacturers
other provide this service or will offer assistance to
Ike user.

5. System Specifications
5.1 Any equipment that is used under the

stquirements of this method shall satisfy the
following specifications:

5.1.1 Precision — Precision of the system is
determined from the slope of the calibration
•sponse and the statistical deviation of the
count for the recommended period of measure-
Bent, which shall be at least 1 min:

P-a/S (1)
(here:
/« precision,

standard deviat ion, counts per measure-
ment period, and

J « slope, A counts per measurement period/
(Ib/ft3) or (kg/m1).

5.1.1. 1 Determine the slope o f the counts per
[•easurement period at a un i t weight of 125 ib/
If (2000 kg/m:l). This can usually be deter-
mined from the ca l ib ra t ion response and must
k the true counts from the deiector system
Wore the display. Determine the counts per
•easurement period at the same density by the
sune method. The precision can be calculated

__
P - v'C/PC/S (2)

Acre:
* • precision
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the detector counts prior to display. The
manufacturer will supply this value. If
no prescale is built into the equipment,
the value is 1.

NOTE 4—The value of prescale is the number by
which the total count rate ofthe detector(s) is divided
before display on the readout to eliminate the need

r -------,

• counts per measurement period,
• slope, A counts per measurement pe-

riod/Ob/fr1) or (kg/m'). and
fC= amount of prescale (Note 4) applied to

„-- — -- ..._.. _.., ._, .. ,~.~ -&.•• , 1W1 lilt Ua>,Jk-

scatter methods nor greater than ±0.35 Ib/ft (±6 kg/
m3) for direct transmission method.

5.1.1.2 If 5.1.1 cannot be performed as
above, the precision can be computed by deter-
mining the standard deviation of at least 20
repetitive measurements (gage not moved after
the first measurement) of material having den-
sity of 125.0 ± 5.0 Ib/ft3 (2000 ± 80 kg/m3). In
order to perform this procedure, the resolution
of the count display, calibration response, or
other method of displaying density must be
equal to or better than ±0.1 Ib/ft3 (±1.6 kg/
m4).

5.1.2 Chemical Error—The error due to
changes in chemical composition of materials
having gamma mass attenuation coefficients
less than those of granite or greater than those
of limestone shall be not greater than ±2.5 %
of backscatter methods and ±1.2% for direct
transmission with the source at a depth of 6 in.
(150mm).

5.1.2.1 If the instrument was originally cali-
brated by the method described in 4.1.1, then
the chemical error can be easily determined by
using Ihe standard block data which was taken
to determine the gage response. Using the gage
count rate on the limestone standard and the
calibrated gage response, determine the gage
density of the limestone standard. This wi l l
normally be higher than the true density. Com-
pute the percent error. Repeat the same proce-
dure for the granite standard. This will nor-
mally be lower than the true density. The dif-
ference between the two percent errors (taking
in to account the sign of the error) divided by
two wi l l equal the chemical error.

5.1.2.2 If the gage was calibrated by some
means other than 4.1.1 or if the original cali-
bration data are not available, then other means
must be used to determine the chemical error.
Using the procedure of 5.1.2.1, the relative
densities of (he limestone and granite standard
blocks were not important, but using this pro-
cedure the standards should preferably be



w i t h i n 5 lb / f t ' (80 kg/m') of each other in
order to el iminate the possibility of an improper
calibration which could cause good accuracy
and small chemical error at the l imestone and
granite density but with large errors at all other
densi t ies . A h i g h - d e n s i t y l imes tone or marb le
standard is suggested. First measure the density
and compute the percent e r ror on each s t and-
ard. The chemical error is then the difference
between the two errors d iv ided by two. The
sum of the two errors represents the calibration
accuracy.

5.1.3 Surface Roughness Error—The error
caused by a 0.050-in. (1 .3-mm) air gap intro-
duced between the base of the gage and the
surface of the mater ia l being measured should
cause an error of no more than 4 % in the
backscatier method nor more than !# in the
direc t - t ransmiss ion method w i t h the source
placed at a 6-in. (150-mm) depth. Older models
of ins t ruments currently in use may not meet
this requirement. The users can minimize the
effectsof surface roughness by careful site prep-
aration.

5.1.3.1 The effect of surface roughness can
be measured by placing the instrument on a
smooth flat surface after cleaning both the sur-
face and the gage base and measuring the
density. Next , elevate the gage by placing
0.050-in. (1 .3-mm) spacers between the gage
base and the material surface in such a way as
to not in terfere wi th the gage measurement
zone. Remeasure the apparent density; the dif-
ference represents the gage error.

6. Safety Precaution
6.1 This equipment utilizes radioactive ma-

ter ia l s which may be hazardous to the heal th
of the users, unless proper precautions 'are
taken. Users of this equipment must become
completely familiar wi th possible safety haz-
ards and with all applicable government regu-
lations. Effective operator instruction together
with routine safety procedures such as source-
leak tests, recordmgand elevation of film badge
data, use of survey meters, etc., are an essential
part of the operation of equipment of this type.

7. Appara tus
7.1 The appa ra tu s may consist of items to

perform Method A —Backscat ie r , Method B—
Direct Transmission, or a combinat ion of both.
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Items listed are common to both apparan
except where noted as Method A or Method!
only. Apparatus for Method C—Air Gap (op-
t i ona l ) is detailed in Section 11.

7.2 Gamma Source—An encapsulated ani
sealed radioactive source meeting the specilk
form requirements of Title 49 of the Code a
Federal Regula t ions .

7.3 Gamma Detector—Any suitable type.
7.4 Readout Device—A sui tab le sealer will

a resolution and range to display counts ova
the range of density for which the appar»»
will be used. Usual ly the sealer will also contii
other electronic devices and the necessary do-
trical power for operation.

7.5 Housing— The source, detector, reado*
device, etc., shall be in housings of ruggd
construction that are moisture- and duslprod
For Method B use, the housing shall conlaiai
means of locating either the source of detector
at a distance of 2 to 12 in. (50 to 300 mm) inte
a preformed hole in the material to be tested
The probe containing the source or detector
shall be sufficiently rigid so as to maintain I
constant distance along the measuring pitk
length and also contain markings to indicik
the depth to which the probe has been placed

NOTE 5—The gamma source, detector, reido*
device, and power supply may be housed separatd
or combined and integrated with a nuclear moistui*
measuring system.

7.6 Reference Standard—A device that iso-
lates the instrument and provides a mcansol
allowing the instrument to make a measure-
ment that is constant within the reproducibilit]
of the system. All calibrations will be madei
a ratio to the reference standard count andil
field measurements will be taken as a ration
the reference standard count.

7.7 Site-Preparation Devices:
7.7.1 Method A equipment shall includn

flat plate straightedge, or other suitable tool*
be used to level the test site to the require
smoothness.

7.7.2 Method B equipment shall, in addilki
to the above, include a hole-forming devia
such as an auger or pin having a normal
diameter equal to or up to ''* (3 mm) lar§&
than the probe and also a guide to ensure the
the hole is perpendicular to the test site surfaa

7.8 Transport Case—Each system shall it-
elude a shipping and transport case to houst

4e equipment and shall meet the U.S. Depart-
ment of Transportation requirements in Title
<5of the Code of Federal Regulations. The
tuerior of the case shall contain all labels
squired by the regulat ions and radiat ion levels
Aillmeet the "Yellow II" standards.

I Standardization
$.1 All nuclear dens i ty ins t ruments are sub-

ject to long-term aging of the radioactive
wirce, detectors, and electronic systems, which
uy change the relationship between count
me and density. To offset th is aging, all instru-
rents are calibrated as a ratio of the measure-
Dent count rate to a count rate made on a
xfercnce standard. The reference count rate
ikould be in the same order of magnitude or
ligher than the range of measurement count
rates over the useful densi ty range of the equip-
nent.

8.2 Standardization of equipment on the ref-
erence standard is required at the start of each
toy's use and a permanent record of these data
should be retained.

8.3 Turn on the equipment and allow for
iiblization of the equipment in accordance
tilhthe manufacturer's recommendations.

8.4 Take at least four repetitive readings at
the normal measurement period and obtain the
nean. If available on the instrument, one mea-
surement at a period of four times the normal
period is acceptable. This constitutes one stan-
dardization check.

8.5 If the value obtained above is within the
Emits set by Eq 3, the equipment is considered
ID be in satisfactory condition and may be used.
If the value obtained is outside the limits set by
Eq 3, another standardization check should be
nide. If the second standardization check is
within the limits, the equipment may be used;
but if it also fails the test, the equipment should
be checked as recommended by the manufac-
turer and the calibration checked (4.2) or rc-
alibraied, or both.

N, - N., ± 2.0 vX//>C (3)

there:
If, » value of current standardization check

(8.4) on the reference standard (7.6),
average of the past four values of N,
taken for prior useage, and

PC " amount of prescale applied to the detec-
tor counts prior to display. The manu-

K,
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facturer will supply this value. If no
prescale is built into the equipment, the
value is I.

8.6 The value of N. (8.4) will be used to
determine the count ratios for the current day's
use of the equipment. If, for any reason, mea-
sured densities become suspect during the day's
use. another standardization should be per-
formed.

NOTE 6—If the instrument is to be used either
continuously or intermit tent ly during the day, it is
generally best to leave it in the "power on" or
"standby" condition during the day to prevent having
to repeal the standardization. This will provide more
stable, consistent results.

NOTE 7—Standardization shall be performed in
accordance with the manufacturer 's recommenda-
tions and away from other radioactive sources, large
masses of metal or vertical objects, free water, or
other items that can affect the gage readings.

9. Procedure, Method A—Backscatter
9.1 Standardize the instrument (Section 8).
9.2 Select a test location where the gage in

test position will be at least 9 in. (230 mm)
away from any vertical projection.

9.3 Prepare the test site in the following
manner:

9.3.1 Remove all loose and disturbed mate-
rial and additional material as necessary to
expose the top of the material to be tested.

NOTE 8—The spatial bias should be considered in
determining the depth at which the gage is to be
sealed.

9.3.2 Prepare a horizontal area sufficient in
size to accommodate the gage, by planing the
area to a smooth condition so as to obtain
maximum contact between the gage and ma-
terial being tested.

9.3.3 The maximum void beneath the gage
shall not exceed approximately Vfe in. (3 mm).
Use native fines or fine sand to fill these voids
and smooth the surface with a rigid plate or
other suitable tool.

NOTE 9—The placement of the gage on the sur-
face of the material to be tested is critical to the
successful determination of density. The optimum
condition is total contact between the bottom surface
of the gage and the surface of the material being
tested. This is not possible in all cases. To correct
surface irregularities, use of native fines or sand as a
filler is necessary. The depth of the filler should not
exceed approximately ft in. (3 mm) and the total area
filled should not exceed 10% of the bottom area of
the gage. Several trial seatings may be required to
achieve these conditions.



9.4 Proceed with the test in the following
manner:

9.4.1 Seat the gage firmly.
9.4.2 Keep all other radioactive sources

away from the gage to avoid affecting the mea-
surement

9.4.3 Secure and record one or more read-
ings for the normal measurement period.

9.4.4 Determine the ratio of the reading to
the standard count (9.1). From this ratio and
the calibration, determine the in-place wet den-
sity.

NOTE 10—Some instruments have built-in provi-
sions 10 compute the ratio, compute the in-place wet
density, and display it to ihe operator automatically.

10. Procedure, Method B — Direct
Transmission

10.1 Standardize the instrument (Section 8).
10.2 Select a lest location where the gage in

test position will be at least 9 in. (230 mm)
away from any vertical projection.

10.3 Prepare the test site in the following
manner:

10.3.1 Remove all loose and disturbed ma-
terial, and remove additional material as nec-
essary to expose the top of the material to be
tested

10.3.2 Prepare a horizontal area, sufficient
in size to accommodate the gage, by planing
the area of a smooth condition so as to obtain
maximum contact between the gage and ma-
terial being tested.

10.3.3 The maximum void beneath the gage
shall not exceed approximately Vfe in. (3 mm).
Use native fines or fine sand to fill these voids
and smooth the surface with a rigid plate or
other suitable tool, The depth of the filler
should not exceed approximately !4 in. (3 mm).

10.3.4 Make a hole perpendicular to the pre-
pared surface using the guide and the hole-
forming device (7.6.2). The hole shall be of
such depth and alignment that insertion of the
probe will not cause the gage to tilt from the
plane of the prepared area. The depth of the
hole must be at least 2 in. (50 mm) deeper than
the depth to which the probe will be placed.
The guide shall be the same size as the base of
the gage, with the hole in the same location on
the guide as the probe on the gage. The corners
of the guide are marked by scoring the surface
of the soil.
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10.4 Proceed with testing in the follow^
manner:

10.4.1 Set the gage on the soil surface,
fully aligning it with the marks so that lit
probe will be directly over the pre-formedholt

10.4.2 Insert the probe in the hole.
10.4.3 Seat the gage firmly by rotating i

about the probe with a back and forth motioi
10.4.4 Pull gently on the gage in the direc-

tion that will bring the side of the probe again
the side of the hole closest to the detector (a
source) location in the gage housing.

10.4.5 Keep all other radioactive soura
away from the gage to avoid affecting the met-
surement.

10.4.6 Secure and and record one or mo*
readings for the normal measurement period

10.4.7 Determine the ratio of the reading*
the standard count (10.1). From the ratio an!
the calibration, determine the in-place wet d»
sity.

11. Procedure, Method C—Air Gap (Option*
11 .1 If the nuclear gage errors due to cafr

bration using materials with different chemia
composition are in excess of maximum erroa
listed in 5.2, the air-gap method should It
employed. It should be noted that the require
use of two different site measurements m*
decrease the precision due to the statistics d
the air gap measurement.

11.2 Apparatus:
11.2.1 All apparatus described in Section!
11.2.2 Cradle or Spacers, to support the gap

at the optimum air gap above the mated
being tested. The cradles or spacers shall be*
designed as to support the gage at optima
height without shielding the base of the gap
Figure 1 shows a typical air-gap cradle Ihl
demonstrates the principle. The cradle show
in Fig. I is not the only satisfactory methoi
Other methods which support the gage at Ik
optimum air gap without shielding the based
the gage are satisfactory.

NOTE II—Air-gap calibration curves and of*
mum air gap may be furnished for each gage bytk
manufacturer and can be readily checked by the u«

11.3 Determination of Optimum Air Gaf-
To determine the optimum air gap for tuck
the air-gap method, proceed as follows:

11.3.1 Use three or more different areas a
which to make determinations. These arm
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may be either blocks ( 4 . 1 . 1 ) or field sites of
compacted soil or soil-aggregate on which den-
sity data have been previously determined
(4.1.2) or alternative prepared containers of soil
or soil-aggregate compacted to known densities
(4.1.2). The density of materials at the selected
ireas should vary through a range including
the densities of the materials which will be
tested.

11.3.2 Place the density gage over the test
area. Support the gage by blocks placed at the
extreme edges of the gage so as not to obstruct
(be space between the bottom of the gage and
(he surface of the test area.

11.3.3 Take and record readings for two nor-
mal measurement periods in counts per minute
and determine the average of the readings.

11.3.4 By adding additional blocks or
spacers, increase the air gap by '^ in. (6.3 mm).
Take and record, and average readings for two
additional normal measurement periods.

11.3.5 Continue increasing the air gap by
increments of ^ in., securing average readings
for each air gap (11 .3 .3) u n t i l there is a decrease
in the counts per minute readings with an
increase in air gap.

11.3.6 On an ari thmetic scale, plot counts
per minute as the ordinate versus each air gap
(in inches or millimetres) and draw a smooth
curve through the resulting points. Record the
peak air gap determined at the peak of the
curve.

11.3.7 Repeat procedures 11.3.2 through
11.3.6 over two or more additional areas of
materials of different density, and record the
peak air gap for each area.

11.3.8 Determine the average of the peak air
gaps determined on all areas. This is the opti-
mum air gap. Use the opt imum air gap for
establishing the calibration curve for the air-
gap method, and for all determinations of den-
sity by the air-gap method.

11.4 Procedure:
11.4.1 Standardize the instrument.
11.4.2 Select a test location where the gage

in test position wil l be at least 12 in. (300 mm)
away from any vertical projection. Plan suffi-
cient area to accommodate the gage and cradle.

11.4.3 Prepare the tesi site in the following
manner:

11.4.3.1 Remove all loose and disturbed ma-
terial, and add i t iona l ma te r i a l as necessary ID
expose the top of the mate r ia l to be tested (Sec

Note 8.)
11.4.3.2 Prepare a horizontal area, sufficient

in size to accommodate the gage and cradle, by
planing the area to a smooth condition so as to
obtain maximum contact between the gage and
material being tested.

11.4.3.3 The maximum void beneath the
gage shall not exceed approximately to in. (3
mm). Use native fines or fine sand to fill these
voids and smooth the surface with a rigid plate
or other suitable tool.

NOTK 12—The air-gap method requires taking
one or more readings in both the backscatler position
and the air-gap position. The placement of the gage
on the surface of the material lo be tested is critical
10 ihe successful determination of densily. The opti-
mum condition is tolal contact between the bottom
surface of the gage and the surface of the material
being tested. This is not possible in all cases and to
correct surface irregularities use of sand or similar
material as a filler is necessary. The depth of the filler
should not exceed approximately Hi in. (3 mm) and
(he total area filled should noi exceed 10% of the
bottom area of the gage. Several trial seaiings may
be required lo achieve these conditions.

11.4.4 Proceed with the test in the following
manner:

11.4.4.1 Seat the gage firmly.
11.4.4.2 Keep all other radioactive sources

away from the gage to avoid affecting the mea-
surement so as not to affect the readings.

11.4.4.3 Secure and record one or more read-
ings for the normal measurement period in the
backscatter position.

11.4.4.4 Place the cradle, set at optimum air
gap, on the lesi site, and place the gage on the
cradle so that the gage is directly over the same
site used for backscatler reading. When a di-
rect-transmission type gage is used, set the
probe in the retracted or backscatter position
for this reading.

11.4.4.5 Take the same number of readings
for ihe normal measurement period in the air-
gap position as in the backscatler position
(11.4.4.3).

11.4.4.6 Determine the air-gap ralio by di-
viding counts per minute obtained in the airgap
position (11.4.4.5) by counts per minute ob-
tained in backscatter position (11.4.4.3).

11.4.4.7 Determine the in-place wet density
by use of the applicable calibration curve pre-
viously established.

NOTI 13 -The air-gap ratio may be determined
by dividing counts per minute obtained in the back-
scalier position by counts per minute obtained in the



air-gap position or vice versa. Whichever ratio is used,
a ca l ibra t ion curve us ing the same ratio mus t also be
used.

12. Determination of Dry Density
1 2 . 1 To obtain dry dens i ty , use one of the

following a l t e r n a t i v e methods:
1 2 . 1 . 1 If the water content is determined by

nuclear methods. Test Method D 3017, subtract
the pounds per cubic foot (kg/m 3) of moisture
from the pounds per cubic foot (kg/m3) of wet
density, and obtain dry densi ty in pounds per
cubic foot (kg/nv1).

12.1 .2 If the water content is determined by
other methods, such as oven drying. Method
D 2216, carbide method, etc., and is in the form
of percent, proceed as follows:

P,, = [pn , / (H ' -H I00)| X 100 (4)

where:
pd = dry density, Ib/ft3 (kg/m j),
pn, = wet density, Ib/ff1 (kg/m3), and
H> = percent moisture in the specimen.

13. Report
1 3 . 1 The report sha l l inc lude the following:
1 3 . 1 . 1 Location.
1 3 . 1 . 2 E leva t ion of surface.
1 3 . 1 . 3 V i s u a l descr ip t ion of ma te r i a l .
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13.1.4 Iden t i f i ca t ion of test equipment
(make, model, and serial number) ,

1 3 . 1 . 5 N,,, average of the past four valuesof
A', taken for prior usage,

13.1.6 N>, value of the current standardiza-
tion check (8.3) on the reference standard (7.5),
and the method and date of standardization,

13.1.7 Count rate for each reading,
13.1.8 Count ratio,
13.1.9 Wet density.
NOTE 14—The count rate for each readiai

(13.1.7) and the count ratio (13 .1 .8 ) may be omitted
from the report for instruments that have built-ii
provisions to take the ratio, compute the in-placewct
density, and display it to the operator automatically.

14. Precision and Accuracy
14.1 The precision and accuracy of (hit

standard has not been determined. No method!
are available that provide absolute values of
the density of soil or soil-aggregate mixtures it
place against which these methods can be com-
pared. The variabil i ty of soil does not permit
dupl ica t ion of test results for obta in ing a mean-
ingful statist ical eva lua t ion . Accuracy is a func-
tion of the care exercised in performing the
calibrat ions and steps of the test and of the
v a r i a b i l i t y of the mater ia l being tested.

Welded meial approx I h\ I h> :- in. (25 4 by 25.4 by 3 2
m m ) anc l e

K I G . I I ' tp i ca l A ir -Cap Cradle

A P P E N D I X

XI. NOTES ON THE NUCLEAR TEST

X l . l The equipment used in i his method is of the
surface type as opposed 10 tha t designed for use in
deep borings. In general , and neglec t ing the associ-
a ted electronics, t h i s e q u i p m e n t consists of three
p r i n c i p a l e lements ( / ) a nuc lea r source e m i t t i n g
gamma rays, (.') a detector sens i t ive to these rays as
they are modified by passing through the material

being tested, and (3) a counter or sealer with provi-
sions for automatic and precise liming, for determii-
ing the rate at which the modified gamma rays arriw
at the detector. While rate meters are suitable, a
principle, sealers are commonly used. In general, am
source of gamma rays that are suff ic ient ly numeroii
and properly energetic can be used in measuring tin

density of soil and soil-aggregaie. Source stabil i ty
tilhlime, in terms of half-life, is an important design
consideration and the sources most commonly used
ire cesium-137 and radium-226. The two detectors
nut commonly used are gas-filled lubes of the
Geiger-Muller type and scint i l lat ion crystals, usually
rfsodium-iodide. Detectors of the lat ter type offer
Ac potential of electronically varying the range of
aergies of ihe gamma rays that are counted, with
detectors of ihe Geiger-Mullcr type, ihis range is
bed in ihe design. For most available equipment,
iesource-detector geometry is fixed for backscatter
pgesand is adjustable to various preselected depths
((direct transmission gages.

XI.2 Measurements are made using gamma rays
ill largely reflect at reduced energy by scattering in,
(cby, direct transmission through the material under
lot. In backscatter, the rays are emilted into the
uterial from near its surface and some are deflected
»reduced energy back to the detector, largely by
Compton scattering. In direct transmission the source
• detector is insened in the test materials and, in
contrast to the backscatter method, some of the emil-
kd and unshielded rays can presumably follow a
might-line path to the detector. In either source-
detector arrangement, the number of rays reaching
te detector is, over-all, a nonlinear function of the
density of the material being tested. For the usual
luge of soil and soil-aggregate densities the relalion-
tip is such that the higher the density of a given
uterial, the lower the count rate.

XI.3 The determination of density by ihe nuclear
leans of this method is indirect. To date no theoret-
iol approach has been developed thai predicts the
count rale for given equipment, geometry, material,
ud density. As a result, the relaiionsip between
uierial density and nuclear-count rate is determined
by correlation tesi.s of materials at known average
densities. Ind iv idua l equipment manufacturers sup-
ply a calibration curve with each set of their equip-
nent. It has been found that ihese curves do not
aecessarily hold for all soils and soil-aggregates be-
cause of differences in chemical composition. Appar-
ol variations in calibration may also be induced by
differences in sealing, in background counl. and other
KM variations. Because of these considerations, pro-
raions are included in ihis melhod for checking for
nriations or changes. Different approaches may be
red in checking calibration and those in more gen-
eral use are given. For good practice, these calibration
procedures should be followed with newly purchased
•uipment and with major component replacements
• in-service equipment.

X1.4 The density determined by this method is
ihe wet or total density. It should be noted that the
wlume of soil or soil-aggregated represented in the
•easurements is indeterminate and will vary with
Ae source-detector geometry of the equipmeni used
nd with the characteristics of the material tested. In
aeneral, and with all other conditions constant, the
•ore dense the material, ihe smaller ihe volume
•volved in the measurement. The density so deler-
•ioed is not necessarily the average density wi thin
6e volume involved in the measurement. Although
fa the usual surface backscalter lesi equipmeni and
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materials the gages arc influenced by 6 to 7 in. (150
lo 175 mm) of maierial, the top 1 in. (25 mm) of the
material determines about one half of the measured
couni rate with the result thai the observed density is
largely determined by the density of the upper layers
For usual density conditions, the total count is largely
deiermined by the upper 3 (o 4 in. (75 to 100 mm) of
soils and soil-aggregates. Where ihese materials arc
of uniform density, this characteristic of this method
is of no effect. With direct-transmission gages the
effect of vertical density variations may be elimi-
nated. Olher problems, however, can be introduced
in the mechanics of inserting the source or the detec-
tor.

XI.5 The number of gamma rays emitted from a
given source over a given time period are statistically
random and follow a Poisson distribution. Because
of this, the actual number of modified rays that are
detected and counted in the density-measuring proc-
ess should be sufficiently large to minimize Ihe prob-
ability that the observed count reflects unacceptable
variations. This is reflected in the standard deviation
which is the square root of the total counl. The over-
all system accuracy in determining densities is also
statistical in nature and appears to vary with the
equipment used, the test conditions of laboratory
versus field, as well as with materials and operators.
Because of these variables, it is not possible to give
precise numbers for system accuracy and precision of
Ihese methods. U is believed, however, that if the
procedures herein are carefully followed, the stand-
ard deviation of the nuclear measured values, in
terms of accuracy, will not be greater than on the
order of some 3 lb/fl3 (50 kg/nv). In terms of preci-
sion or repeatability, determined without moving the
test equipment, this should not be greater than on the
order of 1 Ib/fl3 (20 kg/m3).

XI.6 One of ihe most commonly used sources,
cesium-137, is man made and as such its use is
regulated by the Federal Governmem Ihrough ihe
Alomic Energy Commission as well as by some state
and local governments. Because radium is a naturally
occurring material, its use is not now regulated by
the Federal Government but is by some state and
local governments. Among others, the objectives of
these regulations are the use of radioactive materials
in a manner safe to the operator and all others.
Attention is directed to Section 6. Safety Precaution.

XI .7 The in-place nuclear density tests of this
method offer several advantages over the older con-
ventional methods (sand-cone, rubber-balloon, etc.),
particularly in tests performed for the continuing
control of construction. Among these, perhaps the
principal advantage is the relative ease with which
ihe test can be performed, thus freeing the operator
from the physical tasks of digging holes and collecting
and weighing bulky samples. However, it sacrifices
the opportunity to examine the soil in depth. If
information is sought on in-place densities only, and
tesi determinations of maximum density are not in-
volved, many more tests can be performed per day
than by the older methods. In addition, apparently
erratic measurements can be immediately detected
and checked since the nuclear tests are more nearly
nondestructive. These advantages accrue to organi-



/aliens that arc engaged in density measurements on
a more or less continuous basis. Organizations that
make infrequent or occasional density determinations
may find that the advantages of the nuclear method
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can be offset by maintenance and start-up cosiden-
lions such as periodically charging batteries, main-
taining radiation exposure records, etc.

The American S o f t e l t J"r Teuin/> and Material* lakes mi position respecting the validity i>) anv patent rights uaerltdt
ctinnecnon »llh am item mentioned in I hit siaiiilnrj Users o] f / in standard are e \pre\sls advised thai determination uj the vafldn
of any such patent rights, and ihe risk u] injringenieru uf such rights, are entirely their o*n responsibility

This standard is subject to revision at any lime by the responsible technical conimt/lee anil niusl he reviewed every flit yon
and if not revised, either reapprosed or Hithdra*n. Yuur comments are invited either jor revision of lhi\ standard or for addilioad
standards and should be addressed lo ASTM Headquarters Your comments HI// receive careful consideration at a meeting ojti
responsible technical committee. *hich sou may attend If you feel that your comments have not received a fair hearing you slatU
make your tint kno*n lo the ASTM Committee on Standards. Iflfi'Race Si.. Philadelphia. Pa. IVIOi

Designation: D 2936 - 84

Standard Test Method for
DIRECT TENSILE STRENGTH OF INTACT ROCK CORE
SPECIMENS1

ftn standard is issued under the fixed designation D JW. ihc number immediately following ihe designation indicates Ihe year of
jnpnal adoption or. in the case of revision, ihc >ear of last revision. A number in parentheses indicates the year of last reapprova!
Awpcrscnpl cpsilon d) indicates an cdiional change since the last revision or rcapproval

I. Scope

1.1 This test method covers the determination
of Ihe direct tensile strength of intact cylindrical
lock specimens.

1.2 The values stated in inch-pound units arc
to be regarded as the standard.

1.3 This standard may involve hazardous ma-
Itrials, operations, and equipment. This standard
it#s not purport lo address all oft lie safely prob-
lems associated with its use. It is the responsibil-
ity of whoever uses this standard to consult and
aablish appropriate safely and health practices
addeiermine the applicability of regulatory limi-
tations prior lo use.

1 Applicable Documents
2.1 ASTM Standards:
E 4 Practices for Load Verification of Testing

Machines1

E 122 Recommended Practice for Choice of
Sample Size to Estimate the Average Quality
of a Lot or Process1

}, Significance and Use
3.1 Rock is much weaker in tension than in

compression. Thus, in determining the failure
condition for a rock structure, many investigators
employ the tensile strength of the component
rock as the failure strength for the structure.
Direct tensile stressing of rock is the most basic
let for determining the tensile strength of rock.

(. Apparatus
4.1 Loading Device, to apply and measure

uial load on the specimen, of sufficient capacity
k> apply the load at a rate conforming to the
nquirements of 6.2. The device shall be verified

at suitable time intervals in accordance with the
procedures given in Practices E 4 and shall com-
ply with the requirements prescribed therein.

4.2 Caps—Cylindrical metal caps that, when
cemented to the specimen ends, provide a means
through which the direct tensile load can be
applied. The diameter of the metal caps shall not
be less than that of the test specimen, nor shall it
exceed the test specimen diameter by more than
0.0625 in. (1.6 mm). Caps shall have a thickness
of at least I '/< in. (32 mm). Caps shall be provided
with a suitable linkage system for load transfer
from the loading device to the test specimen. The
linkage system shall be so designed that the load
will be transmitted through the axis of the test
specimen without the application of bending or
torsional stresses. The length of the linkages at
each end shall be at least two times the diameter
of the metal end caps. One such system is shown
in Fig. I.

Nort 1—Roller or link chain of suitable capacity
has been found to perform quite well in this application.
Because roller chain flexes in one plane only, the upper
and lower segments should be positioned at right angles
to each other to effectively reduce bending in the spec-
imen. Ball-and-socket, cable, or similar arrangements
have been found to be generally unsuitable as their
tendency for bending and twisting makes the assembly
unable lo transmit a purely direct tensile stress to the
lest specimen.

1 This test melhod is under the jurisdiction of ASTM Com-
miuee [)• IX on Soil and Rock and is Ihc direct responsibility of
Subcommittee 1)18 12 on Rock Mechanics.

Current edition approved Sept. 28. 1984. Published Novem-
hcr IVX4. Originally published as D 2936 -71. Last previous
edition D2W6 -71.

•'. \nnuul Hii'k i>l ISTM Standards. Vols 0101.04.02.07 01.
and OX 0V

1 Annual H<** i'l ISIM Standards. Vol 14.02.



4 Designation: D 1587-83

Standard Practice for
THIN-WALLED TUBE SAMPLING OF SOILS1

This standard is issued under the fixed designation D 1587; the number immediately following the designation indicates the ycarlj
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last rcapprova
A superscript epsilon (<) indicates an editorial change since the last revision or reapproval.

This practice has been approved for use by agencies of the Department of Defense and for listing in the DOD Index ofSpecificai
and Standards.

1. Scope
1.1 This practice covers a procedure for using

a thin-walled metal tube to recover relatively
undisturbed soil samples suitable for laboratory
tests of structural properties. Thin-walled tubes
used in piston, plug, or rotary-type samplers,
such as the Denison or Pitcher, must comply
with the portions of this practice which describe
the thin-walled tubes (5.3).

NOTE 1 —This practice does not apply to liners used
within the above samplers.
2. Applicable Documents

2.1 ASTM Standards:
D 2488 Practice for Description and Identifi-

cation of Soils (Visual-Manual Procedure)2

D3550 Practice for Ring-Lined Barrel Sam-
pling of Soils2

D4220 Practices for Preserving and Trans-
porting Soil Samples2

3. Summary of Practice
3.1 A relatively undisturbed sample is ob-

tained by pressing a thin-walled metal tube into
the in-situ soil, removing the soil-filled tube, and
sealing the ends to prevent the soil from being
disturbed or losing moisture.
4. Significance and Use

4.1 This practice, or Practice D 3550, is used
when it is necessary to obtain a relatively undis-
turbed specimen suitable for laboratory tests of
structural properties or other tests that might be
influenced by soil disturbance.

5. Apparatus
5.1 Drilling Equipment—Any drilling equip-

ment may be used that provides a reasonably
clean hole; that does not disturb the soil to be

sampled; and that, does not hinder the pen_
tion of the thin-walled sampler. Open borehcm
diameter and the inside diameter of driven c *'
or hollow stem auger shall not exceed 3.5
the outside diameter of the thin-walled tube.

5.2 Sampler Insertion Equipment, shall be i
equate to provide-a relatively rapid continue^
penetration force. For hard formations it may I
necessary, although not recommended, to 'J—
the thin-walled tube sampler.

5.3 Thin-Walled Tubes, should be manuf
lured as shown in Fig. 1. They should have;
outside diameter of 2 to 5 in. and be made i
metal having adequate strength for use in the:
and formation intended. Tubes shall be r1'
and free of all surface irregularities indi
projecting weld seams.

5.3.1 Length of Tubes—See Table 1 and 6.4
5.3.2 Tolerances, shall be within the lirr

shown in Table 2.
5.3.3 Inside Clearance Ratio, should be Ij

or as specified by the engineer or geologist I
the soil and formation to be sampled. Gener1

the inside clearance ratio used should incr
with the increase in plasticity of the soil beic
sampled. See Fig. I for definition of inside clr~
ance ratio.

5.3.4 Corrosion Protection—Corrosic
whether from galvanic or chemical reaction, <
damage or destroy both the thin-walled tube r
the sample. Severity of damage is a functio"

' This practice is under the jurisdiction of ASTM Comn
I)-18 on Soil and Rock and is the direct responsibility j
Subcommittee D18.02 on Sampling and Related Field Te!*«
for Soil Investigations.

Current edition approved Aug. 17, 1983. Published (
1983. Originally published as D I587-58T. Last previoust
tion D 1587-74. .1

1 Annual Book of ASTM Standards. Vol 04.08.

time as well as interaction between the sample
and the tube. Thin-walled tubes should have
some form of protective coating. Tubes which
will contain samples for more than 72 h shall be
coated. The type of coating to be used may vary
depending upon the material to be sampled.
Coatings may include a light coat of lubricating
oil, lacquer, cpoxy, Teflon, and others. Type of
coating must be specified by the engineer or
geologist if storage will exceed 72 h. Plating of
the tubes or alternate base metals may be speci-
fied by the engineer or geologist

5.4 Sampler Head, serves to couple the thin-
walled tube to the insertion equipment and, to-
gether with the thin-walled tube, comprises the
thin-walled tube sampler. The sampler head shall
contain a suitable check valve and a venting area
to the outside equal to or greater than the area
through the check valve. Attachment of the head
to the tube shall be concentric and coaxial to
assure uniform application of force to the tube
by the sampler insertion equipment.
6. Procedure

6.1 Gean out the borehole to sampling ele-
vation using whatever method is preferred that
will ensure the material to be sampled is not
disturbed. If ground water is encountered, main-
tain the liquid level in the borehole at or above
ground water level during the sampling opera-
tion.

6.2 Bottom discharge bits are not permitted.
Side discharge bits may be used, with caution.
Jetting through an open-tube sampler to clean
out the borehole to sampling elevation is not
permitted. Remove loose material from the cen-
ter of a casing or hollow stem auger as carefully
as possible to avoid disturbance of the material
to be sampled.

NOTE 2—Roller bits are available in downward-
Kiting and diffused-jet configurations. Downward-jet-
ting configuration rock bits are not acceptable. Diffuse-
jct configurations are generally acceptable.

6.3 Place the sample tube so that its bottom
rests on the bottom of the hole. Advance the
sampler without rotation by a continuous rela-
tively rapid motion.

6.4 Determine the length of advance by the
resistance and condition of the formation, but
the length shall never exceed 5 to 10 diameters
of the tube in sands and 10 to 15 diameters of
the tube in clays.

NOTE 3—Weight of sample, laboratory handling ca-
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pabilities. transportation problems, and commercial
availability of tubes will generally limit maximum prac-
tical lengths to those shown in Table I.

6.5 When the formation is too hard for push-
type insertion, the tube may be driven or Practice
D 3550 may be used. Other methods, as directed
by the engineer or geologist, may be used. If
driving methods are used, the data regarding
weight and fall of the hammer and penetration
achieved must be shown in the report. Addition-
ally, that tube must be prominently labeled a
"driven sample."

6.6 In no case shall a length of advance be
greater than the sample-tube length minus an
allowance for the sampler head and a minimum
of 3 in. for sludge-end cuttings.

NOTE 4—The tube may be rotated to shear bottom
of the sample after pressing is complete.

6.7 Withdraw the sampler from the formation
as carefully as possible in order to minimize
disturbance of the sample.

7. Preparation for Shipment
7.1 Upon removal of the tube, measure the

length of sample in the tube. Remove the dis-
turbed material in the upper end of the tube and
measure the length again. Seal the upper end of
the tube. Remove at least 1 in. of material from
the lower end of the tube. Use this material for
soil description in accordance with Practice
D 2488. Measure the overall sample length. Seal
the lower end of the tube. Alternatively, after
measurement, the tube may be sealed without
removal of soil from the ends of the tube if so
directed by the engineer or geologist.

NOTE 5—Field extrusion and packaging of extruded
samples under the specific direction of a geotechnical
engineer or geologist is permitted.

NOTE 6—Tubes sealed over the ends as opposed to
those sealed with expanding packers should contain
end padding in end voids in order to prevent drainage
or movement of the sample within the tube.

7.2 Prepare and immediately affix labels or
apply markings as necessary to identify the sam-
ple. Assure that the markings or labels are ade-
quate to survive transportation and storage.

8. Report
8.1 The appropriate information is required

as follows:
8.1.1 Name and location of the project,
8.1.2 Boring number and precise location on

project,



8.1.3 Surface elevation or reference to a da-
.um,8.1.4 Date and time of boring—start and fin-
ish,8.1.5 Depth to top of sample and number of
sample,

8.1.6 Description of sampler, size, type of
metal, type of coating,

8.1.7 Method of sampler insertion: push or
drive,

8.1.8 Method of drilling, size of hole, casing,
and drilling fluid used,

8.1.9 Depth to ground water level: date and

Suitable Thin-Willed Steel Sample Tybef1
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time measured,
8.1.10 Any possible current or tidal etlect o

water level, .'<-.
8.1.11 Soil description in accordance wi^j

Practice D 2488,
8 1 1 2 Length of sampler advance, and ^
8.1.13 Recovery: length of sample obtained^

9. Precision and Bias

9 I This practice does not produce nume
data; therefore, a precision and bias statement BJ
not applicable.

Outside diameter.
in.
mm

Wall thickness:
Dwg
in.
mm

Tube length:
in.
m

Clearance ratio, %

18
0.049
1.24

36
0.91

3
76.2

16
0.065
1.65

36
0.91
I

5
127

I I
0.120
3.05

54
1.45
1
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' The three diameters recommended in Table I are indicated
for purposes of standardization, and are not intended to indicate
that sampling tubes of intermediate or larger diameters are not
acceptable. Lengths of tubes shown are illustrative. Proper
lengths to be determined as suited to Held conditions.

TABLE 2

Size Outside
Diameter

Outside diameter

Inside diameter

Wall thickness
Ovality
Siraighlness

+0.007
-0.000
+0.000
-0.007
±0.007

0.015
0.030/ft

+0.010
-0.000
+0.000
-0.010
±0.010

0.020
0.030/fl

-0.000 a
+0.000
-0.015 *
±0.015

0.030
0.030/ft j

'Intermediate or larger diameters should be r -r..
Tolerances shown are essentially standard commercial --imm
facturing tolerances for seamless steel mechanical tubing. SpedfYJ
only two of the first three tolerances; that is, O.D. and I D, orj
O.D. and Wall, or I.D. and Wall. >< *r*

r
t

mini

1

1'

r— Gage as
t Specified | ijr^

\
\

|«>fmin-»

^TXr
Inside Clearance Ratio «= -fr*

°e
*- \ dia (mini

Mounting Hoi

t IH
tt

NOTE I — Minimum of two mounting hold on opposite tides for 2 to 3V> in. sampler.
NOTE 2 — Minimum of four mounting holes spaced at 90* for samplers 4 in. and larger.
NOTE 3 — Tube held with hardened screws.
NOTE A '— Two-inch ouuide-diameter tubes are specified with an I S-gage wall thickness to comply with area ratio criteria accepted
"undisturbed samples. " Users are advised that such tubing it difficult to locate and can be extremely expensive in smallfor

quantities. Sinteen-gage tubes are generally readily available.
Metric Eqdnleita

in.
tt
Vi
I
2
3V)
4

mm
6.77

12.7
25.4
50.8
88.9

101.6

FIG. 1 Thin-Walled Tybe for Sampling

The American Society for Testing and Materials lakes no position respecting the validity of any patent rights asserted in connection
with any item mentioned in this standard. Users of this standard are expressly advised thai determination of the validity of any such
patent rights, and the risk of infringement of such rights, are entirely their own responsibility.

This standard is subject to revision at any time by the responsible technical committee and must be reviewed every five years and
il not revised, either reapproved or withdrawn. Your comments are invited either for revision of this standard or for additional
•jandards and should be addressed to ASTM Headquarters. Your comments will receive careful consideration at a meeting of the
if\ix>nsible technical committee, which you may attend. If you feel that your comments have not received a fair hearing you should
make your views known to the ASTM Committee on Standards. 1916 Race St.. Philadelphia. Fa. 19103.



Designation: D 2937 - 83

Standard Test Method for
DENSITY OF SOIL IN PLACE BY THE DRIVE-CYLINDER
METHOD1

This standard is issued under the lived designation D 2937: the number immediately following the designation indicates thejn
of original adoption or. in the case of revis ion, the year ol last revision. A number in parentheses indicates the year of last reapproti
\ superscript cpsilon d) indicates an editorial change since the last revision or reapproval

7/m /!•>; method hu\ favn approved fur u\e /'.r axenaei of the Department uf Defense and for limitix in the DuD Index ol Speiificam
tl'lil Slilrltltiril\

1. Scope
1.1 This test method covers the determination

of in-place densi ty of soil by the drive-cylinder
method. The test method involves obtaining a
re la t ively undis turbed soil sample by driving a
th in-wal led cylinder and the subsequent activities
for the determinat ion of in-place density. Two
procedures are described for this test, one for
testing at the surface, and one for testing at
greater depths.

1.2 This test method is not appropriate for
sampling organic soils, very hard soils which
cannot be easily penetrated, soils of low plasticity
which w i l l not be readily retained in the cylinder,
or soils which contain appreciable amounts of
course or g ranu la r material .

1.3 This test method is l imited to the proce-
dures necessary for obtaining specimens suitable
lor de te rmin ing the in-placc density and water
content of certain soils. The procedures and pre-
cau t ions necessary for obta in ing undisturbed
samples suitable for laboratory testing or other-
wise de te rmin ing engineering properties is be-
\ond the scope of this test method.

Nori- I—The general principles of this test method
have been successfully used to obtain samples of some
field compacted fine-grained soils having a maximum
panicle size of 4.75-mm for purposes other than density
determinat ions such as the testing for engineering prop-
erties.

1.4 Values may be stated in inch-pound,
gram-centimetre, or other units , provided the
appropriate conversion factors are used to main-
ta in consistency of un i t s throughout the deter-
minat ions and calculations.

1.5 This standard may involve hazardous ma-
terials. operations, and equipment. This slunihird
</ iv \ mn purport in address nil ol the safety proh-

leni.s associated wilh its use. It is the responsilA
ity of whoever uses this standard to consult at
establish appropriate safely and health practice
and determine the applicability of regulatory lint
tations prior to use.

2. Applicable Documents
2.1 ASTM Standards:
D653 Terms and Symbols Relating to Sol

and Rock2

D698 Test Methods for Moisture-Density Re-
lations of Soils and Soil- Aggregate Mixturo
Using 5.5-lb (2.49-kg) Rammer and 12-ii
(305-mm) Drop"

D1557 Test Methods for Moisture-Densil)
Relations of Soils and Soil-Aggregate Mil-
lures Using I0-lb(4.54-kg) Rammer and 11
in. (457-mm) Drop2

D2216 Method for Laboratory Dctcrminatia
of Water (Moisture) Content of Soil, Rod
and Soil-Aggregate Mixtures2

3. Significance and Use
3.1 This test method can be used to determia

the in-place density of na tura l , inorganic, fine
grained soils.

3.2 This test method may also be used I
determine the in-place density of compacted soil
used in construction of structural fill, highw;
embankments, or earth dams.

3.3 This test method is not recommendedfo

1 This method is under the jurisdiction of ASTM Commits
D-18 on Soil and Rock and is the direct responsibility I
Subcommittee OI8.08 on Special and Construction CouM
Tests.

Current edition approved Nov. 28. 1983. Published Janurj
1984. Originally published as D 2937-71. Last previous ediua
D 29.17-71 (1976).

! tnn:ial Hook »/.I.V7.U Standard. Vol 04.08.

sein organic, noncohesive, or friable soils. This
tst method is not applicable to soft, highly pias-
ter saturated or other soils which are easily
Wormed, or which may not be retained in the
Irivc cylinder. The use in fine-grained soils con-
lining appreciable coarse material may not yield
neaningful results and may damage the drive-
ijdinder equipment.

L Apparatus
4.1 Drive Cylinders, with diameters of approx-

mately 2 to 5'/2 in. (50 to 140 mm) or larger.
Jypical details of two types of drive cylinders
•ith outside diameters of 3.0 in. (76.2 mm) are
town in Figs. 1 and 2. Drive cylinders of other
Sameters will require proportional changes in
Ibe drive-cylinder tube and drive-head dimen-
skms. The volume of the cylinders with the di-
oensions shown in Figs. 1 and 2 is approximately
0.01 ft3 (283 cm3). The apparatus shown in Fig.
I is of a design suitable for use at or near the
surface. The threaded apparatus shown in Fig. 2
Bof a design for use at greater depths.

4.1.1 The number of cylinders required de-
pends on the number of samples to be taken and
the anticipated rapidity by which the cylinders
an be returned to service after weighing, clean-
ing, etc. A m i n i m u m of six cylinders is recom-
mended.

4.1.2 The cylinders shown in Figs. I and 2
meet the wall thickness and area-ratio require-
ments as set forth by Hvorslev3 for drive sam-
plers, this is 10 to 15%, as defined by the follow-
ing:
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I and 2. The drive head for use at or near the
surface has a sliding weight for driving the cyl-
inder. The cylinder to be used at greater depths
is driven with a hammer or other means. For
sampling below shallow depths, extensions may
be added to the drive rod as required to reach
the layer to be sampled.

4.3 Straightedge, steel, approximately '/i by
I Vj by 12 in. with one edge sharpened at approx-
imately a 45" angle for trimming the ends of the
sample flush with the cylinder.

4.4 Auger—An Iwan or similar type auger for
digging below shallow depths.

4.5 Shovel—Any one of several types of shov-
els or spades is satisfactory in shallow sampling
for digging the cylinders out after they have been
driven into the soil.

4.6 Balances—A balance or scale of at least
I -kg capacity accurate to 1.0-g and a balance of
500-g capacity accurate to 0.1-g are required for
the cylinders shown in Figs. I and 2. Larger
cylinders will require a balance of 20-kg capacity
accurate to 0.1 %.

4.7 Drying Equipment—Equipment and oven
to comply with Method D2216. Other drying
equipment may be used for rapid evaluation of
moisture content if specified (see 7.2).

4.8 Miscellaneous Equipment—Brushes,
sledgehammers, plastic bags, metal cans with lids,
or other suitable containers for retaining the drive
cylinder and sample unti l determination of mass
and drying, spoons, inside/outside vernier cali-
per, or the equivalent accurate to 0.01 in. (0.0025
rnm) for calibration, gloves, and safety glasses.

A, = K/V - A')/A2] x 100

where:
A, = area ratio, %,
D, = maximum external diameter of the drive

sampler, and
D, = m i n i m u m internal diameter of the drive

sampler at the cutting edge.
Cylinders of other diameters should conform to
these requirements.

4.1.3 When the in-place density is to be used
K a basis for acceptance of compacted fill, the
cylinders shall be as large as practical to minimize
the affects of errors and shall in no case be smaller
than 0.025 ft3 (710 cm3). This will require cylin-
ders larger than those shown in Figs. I and 2.

4.2 Drive Head—The typical details of the
drive heads and appurtenances are shown in Figs.

5. Calibration
5.1 Before testing begins and periodically

thereafter, or when damage is suspected, check
the cutting edge of the drive cylinders (dulled or
damaged cylinders may be resharpened and re-
swaged or discarded).

5.1.1 Before testing and periodically thereaf-
ter, determine the mass and volume of each
cylinder. Determine and record the mass accu-
rately to the nearest I g. Determine the volume
of each cylinder by measuring the height and the
swaged-cnd diameter at four equally spaced
points to 0.01 in. (0.254 mm) and average the

1 Hvorslev. M J . "Surface Exploration and Sampling of Soils
for Engineering Purposes." Engineering Foundation. 34) E. 47th
Si., New York. NY. 10017.



respect ive d imensions . Calculate and record the
v o l u m e lo the nearest 0.01 i n . ' (0.16 mm1) .

5.2 P e r m a n e n t l y i d e n t i f y each cy l inder by a
number or symbol traceable to the ca l ibra t ion
data . It ma> be desirable in some cases to show
the mass and \ o l u m e on the c y l i n d e r along w i t h
the ident i f icat ion.

6. Sampling
6.1 Sttmpli/ii! til or Scar llic Surface.
6 . 1 . 1 Brush all loose panicles from the sur-

face. For near-surface sampling (not more than
36 in. (I m) in depth), sample through a hole
bored w i t h an auger or dug by a shovel from
w h i c h loosened material has been removed. Ob-
ta in a fa i r ly level surface before any cylinder is
driven. Depending on the soil texture and mois-
ture, the surface may be prepared ut i l izing a
bulldozer blade or other heavy equipment blades
provided the sample area and vicinity are not
deformed, compressed, torn, or otherwise dis-
turbed.

6 .1 .2 Assemble the cylinder and drive head
w i t h the sharpened edge on the surface to be
sampled. Drive the cylinder by raising the drop
hammer and a l l owing it to fall . Hold the drive
rod in a steady and vertical position, keeping the
drive head in contact wi th the cylinder. Continue
driving u n t i l the top of the cylinder is approxi-
mately '/> in. (13 mm) below the original surface.
Overdriving may result in deforming or com-
pressing the sample and may provide erroneous
results. Care should be taken to present overdriv-
ing, par t icu la r ly w h e n sampling below the sur-
face. If overdriving occurs or is suspected, the
sample should be discarded and the soil resam-
plcd. Remove the drive head and dig the cylinder
from the ground w i t h a shovel, digging the soil
from around the sides of the cy l inder and under-
cut t ing several inches below the bottom of the
cyl inder before l i f t ing the cylinder out. When
sampling near, but below, the surface, use the
same procedure, but more soil wil l necessarily
have to be dug from around the sides of the
c y l i n d e r to properly undercu t the cy l inder .

6 .1 .3 After the c y l i n d e r has been removed
from the ground, t r im any excess soil from the
sides of the c y l i n d e r . Us ing the straightedge, tr im
the ends of the sample f lush and p lane wi th the
ends of the c y l i n d e r . A satisfactory sample is
composed of r e l a t i v e l y undis turbed soil repre-
s e n t a t i v e of the soil in place and shall not contain
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rocks, roots, or other foreign material . If tht
c y l i n d e r is not fu l l or is not representative,
card the sample and take another sample. If Iht
c y l i n d e r is deformed or otherwise damaged whik
d r i v i n g i t i n to or r e m o v i n g i t from the ground,
discard the sample and repai r or replace tht
cyl inder . Immediately determine the mass of tht
sample and de te rmine the wa te r content or plan
the drive cyl inder and sample in a containtt
which wi l l prevent soil or water loss un t i l mas
and water determinations can be made.

6.2 SanipliHf! Ucl»\s- ihc Surliin:'
6.2.1 Drill a hole wi th an auger to the eleva-

tion of the layer to be sampled. Clean the botton
of the hole of auger-loosened material as wellai
possible with a cleaning auger or other suitablt
tool leaving the bottom of the hole fairly level.

6.2.2 Assemble the cylinder to the drive head
(and extensions if needed) and lower the cylinder
into the hole placing it firmly on the layer to bt
sampled. Drive the cylinder into the soil by blow
of a hammer on the top of the drive rod. Con-
t inue driving unt i l the top of the cylinder is
approximately I in. (25 mm) below the surfaa
being sampled. Care must be taken not to over-
drive since there is only approximately a 2-in.
(50-mm) clearance in the drive head. Break tht
sample from the ground by moving the rod of
the sampler back and forth. Remove the assem-
bly from the hole and carefully remove the cyl-
inder from the drive head. In cases where tht
sample breaks from the ground slightly above tht
cutt ing edge, the sample may be forced bad
through the cylinder by carefully pressing the top
of the sample against a flat surface. Trim any
excess soil from the cylinder using tht
straightedge u n t i l the sample is flush and plant
w i t h the ends of the cyl inder . If the cylinder 8
deformed or damaged, or if the sample is broken,
disturbed, or gouged by rocks during driving
discard the sample. Immediately determine tht
mass of a satisfactory sample and determine tht
water content or place the drive cylinder and
sampler in a container which wi l l prevent soil or
moisture loss u n t i l mass and water content dt-
t e rmina t ions can be made.

7. Procedure

7.1 Determine the mass of the d r ive cylindn
and soil sample to the nearest I g and record.

7.2 Remove the soil from the cylinder. Obtain
a representative specimen for water content dc-

Bmination. or use the ent ire sample. Specimens
brde te rmin ing water content are lo be as large
epractical but in no case smaller than 100 gand
Klecied in such a way so as to represent all the
material from the cyl inder . Determine the water
content of the soil in accordance with Method
D2216. Rapid methods of water content dcter-
ninalion may be used when specified. Rapid
nethods are generally less accurate than Method
D22I6 and should only be used when their
accuracy is considered sufficient for the testing
purpose.
L Calculations

8.1 The in-place dry density of the soil is
apressed as the mass of the dry soil divided by
be volume of soil, and is usually reported in
pounds per cubic foot or kilograms per cubic
netre.

8.2 Calculate the dry1 mass of the drive-cylin-
der sample, M), in grams, as follows:

A/, = [(A/, - A/.)/(IOO + »•)} x 100
where:
i/i = mass of the cylinder and wet soil sample,

g.
Ui = mass of the cylinder, g, and
* = water content, %, dry mass basis.

8.3 Calculate the dry density, pj, of the drive-
cylinder sample in Ib/ft5 as follows:

P,/ = (A/,/10 (3.810)

where:
V = volume of the drive cylinder, in1 (to the

nearest 0.01 in1)
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NOTI 2—li may be desired to express the in-place
density as a percentage of some other density, for
example, the laboratory maximum density, determined
in accordance with Test Methods D 698. This relation
can be determined by d iv id ing the in-place density by
the m a x i m u m density and mul t ip ly ing by 100.

9. Report
9.1 The report shall include the following:
9.1.1 Location,
9.1.2 Depth below ground surface or elevation

of surface, or both,
9.1.3 Dry density,
9.1.4 Water content,
9.1.5 Dimensions and volume of the sampler,
9.1.6 Visual description of the soil sample,

and
9.1.7 Comments on soil sample disturbance.

10. Precision and Bias
10.1 The precision and bias of this test

method for measuring the density of soils in place
by the drive-cylinder method has not been deter-
mined. No available methods provide absolute
values for the density of the soil in-place against
which this method can be compared. The varia-
bility of the soil and the destructive nature of the
test method do not allow for the repetitive dupli-
cation of test results required to obtain a mean-
ingful statistical evaluation. Precision is a func-
tion of the care exercised in performing the steps
of the test method given, with attention to sys-
tematic repetition of the procedure and equip-
ment maintenance.
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